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INTRODUCTION 


Kent-Moore ‘‘Rate-Maker’’ special service tools 
are designed in cooperation with product manu- 
facturers to insure the proper tool is available for 
the job. In development of these tools many 


factors are considered — 


. No standard hand tool can perform the job 
properly. 

. The tool is designed for efficiency. 

. Parts damage is eliminated through design. 


4. Profit for the service department and 
assurance of a job done right. 


The leading manufacturers are served by Kent- 
Moore’s research design, manufacturing and dis- 
tribution facilities throughout the world. 


The maintenance manuals of this impressive seg- 
ment of American industry, recommend Kent- 
Moore tools to perform service jobs according to 
factory specifications. Complete step by step 
instructions are shown in their manuals. 


All Kent-Moore tools and equipment are thor- 
oughly inspected before leaving our plants and 
each customer is assured of receiving a new tool of 
equal quality and design as that furnished to 
everyone else. 


Every tool must conform to rigid standards. There 
are no “‘seconds”’ in the Kent-Moore line. 


Doing Business With Kent-Moore Tool Division 


HOW TO ORDER ANYONE may order Kent-Moore 
tools direct. Mail or phone to Kent-Moore Tool Division, 
1501 S. Jackson Street, Jackson, Michigan 49203. 
Phone: 517-784-8561, Telex: 22-3413. 


HOW TO USE CATALOG This catalog has been 
developed to help you find the special service tools you 
need with the least amount of effort in the least amount of 
time. If you know the tool number and its section of use, 
refer to the pages listed under the INDEX TO SECTIONS 
there you will find the tools you need listed in numeri- 
cal sequence. 


THOSE WHO ARE ORDERING FOR THE 

FIRST TIME 

1. State quantity, tool number and complete description 
of each item. 

2. Order on your purchase order, letterhead paper, or 
use one of our self mailing order blanks. 

3. Be sure you have your complete name, address, and 
zip code number on the order. 

4. Include credit references if open account requested 
(bank plus two trade references). 


SHIPMENTS f.o.b. Jackson, Michigan. 


TAXES State and local sales and/or use tax will be 
added to order if applicable. 


ROUTING Shipments will be made by any method you 
specify. 


CUSTOMER SPECIAL SERVICE To assist in the 
unusual situation regarding: 


A. Emergency Orders—Try to call before 11:00 a.m. 
(EST). 

B. Service Parts—All Kent-Moore products are serviced 
and replacement items are available. To order or 
obtain price information on unidentified parts, please 
describe the required part as thoroughly as possible 
using whatever tool numbers available. 


C. Assistance in Ordering—Orders, follow-up, tracing, 
product information availability, pricing—contact 
Order Department 784-8561 or write Kent-Moore 
Tool Division, 1501 S. Jackson, Jackson, Michigan 
49203 Telex: 22-3413. 


TERMS Open Account (Approved credit), C.0.D. or cash (check attached). 


WARRANTY 


Tools are warranted for one year against defective material 
or workmanship, except where certificate accompanies tool. 
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SHIPPING RATES 


Parcel Post 


e Truck or Rail Freight e 





United Parcel Service 





PARCEL POST 


PLEASE READ BELOW FOR POSTAL REGULATIONS AND LIMITATIONS NOW IN EFFECT 


If destination is first class post-office in local, 1st through 8th zones in- 
clusive, combined length and girth of package is limited to 84 inches, and 
maximum weight of 40 Ibs. 


If destination is NOT a first class post-office, the previous size of 100 inches 
and weight limited to 70 Ibs. will continue in effect. 


There are exceptions to postal regulations and limitations that do not affect 
our line of merchandise. 


EXCEPTIONS 


Parcels weighing less than 10 pounds, and measuring over 84 inches but 
not exceeding 100 inches in length and girth combined, are chargeable 
with a minimum. rate equal to that for a 10-pound parcel for the zone to 
which addressed. 


Third class rates apply up to but not including one pound 
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PARCEL POST INSURANCE FEES 


Insurance For 


indemnity Parcel Post 
wet 16 $1 S00) 46555 6 ek 20 cents For fees from $200 to 
$15.0) to $$0:00.5. 2... 25. 30 cents $1,000, contact your lo- 
$50.01 to $100.00......... 40 cents cal postmaster. 
$100.01 to $150.00........50 cents 
$150.01 to $200.00........ 60 cents 


TRUCK OR RAIL FREIGHT 


Rail and Truck freight rates are based on weight, kind of merchandise and distance. All 
freight shipments are sent ‘Freight Collect’ and you pay the agent on delivery. Ship- 
ments of less than 100 Ibs. are charged at the rate of 100 Ibs. The minimum charge is 
the rate for 100 Ibs. of the highest rated article in the shipment. It rarely pays to ship 
by freight unless your order weighs nearly 100 Ibs. or more. Items will bd shipped to 
you by truck or rail if’ not deliverable by Parcel Post or United Parcel Service. 


“If due to the size and weight restrictions on Parcel Post or United Parcel Service, 
you must ship by either truck or rail, contact your local carrier for costs before 
placing your order."’ 








UNITED PARCEL SERVICE 
RATE CHART FOR SERVICE TO STATES OF: 


Alabama Indiana Michigan New York South Dakota 
Arkansas lowa Minnesota North Carolina Tennessee 
Colorado Kansas Mississippi North Dakota Texas 
Connecticut Kentucky Missouri Ohio Vermont 
Delaware Louisiana Nebraska Oklahoma Virginia 
D.C. Maine New Hampshire Pennsylvania ° West Virginia 
Florida Maryland New Jersey Rhode Island Wisconsin 
hg Massachusetts New Mexico South Carolina Wyoming 
inois 


Any fraction of a pound over the weight shown takes the next higher rate 


RATES TO L Weight RATES TO 


Not to a 
Zone | Zone | Zone 
pet st (PR | Pa | Pa | Oo | 


26lb. |$1 96 





Orders must include your street address or your route and box number if shipment 
is to be made via United Parcel Service. 


For Determining Zones From Jackson, Michigan 


This zone chart lists the first three digits (prefix) of the ZIP Codes of the 
sectional center facility of address. 


To determine the zone distance to a particular post office, ascertain the ZIP 
Code of the post office to which the parcel is addressed. The first three 
digits of that ZIP Code are included in this chart, and to the right thereof 
the zone. 


Zip Code Zip Code Zip Code Zip Code Zip Code Zip Code 
Prefix Zone | Prefix Zone | Prefix Zone | Prefix Zone | Prefix Zone | Prefix Zone 


010-013 370-374 474-475 565-567 703-708 
014-033 376-386 476-477 710-714 
034 387 478-479 716-722 
035 388 480-482 723-725 
036-037 389-397 484-487 726-731 
038-049 400-406 488-489 734-741 
050-054 407-409 490-49] 743-752 
056-057 410-414 492 754-763 
058-059 415-418 493-495 764-765 
060-061 420-426 496-499 766-767 
062-063 427 500-508 768-770 
064-099 430-432 510-516 773-775 
100-139 433 520 776-777 
140-143 434-436 521-528 778-799 
144-146 437-439 530-537 800-816 
147 440-443 538 820 

148-149 444-447 539 821 

150-165 448-449 540 822-826 
166 450-457 541-543 827 

167 458 544-548 828-831 
168-191 460-462 549 870-871 
193-199 463-468 550-551 873-875 
200-249 469-472 553-554 877-884 
250-253 473 556-564 
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363-369 


The local zone rate applies to all parcels mailed at a post office or on its rural 
routes for delivery at that office or on its rural routes. 


Additional charge for each COD received, 75 cents-and each wring address correction, 
75 cents 


WEIGHT AND SIZE LIMITS 


Maximum Weight per package, 50 POUNDS. 

Maximum Weight of ol eodhuene from one shipper to one consignee in one day, 

100 pounds. 

Maximum Size per package, 108 INCHES IN LENGTH AND GIRTH COMBINED. 
Minimum charge for a package measuring over 84 inches in length and girth com- 
bined will be equal to shares for a package weighing 25 pounds. 
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J-25300 
Headlight Aimer 


GREEN LEAD 


WHITE LEAD & ‘ NS Certain 1975 G.M. automobiles will be sporting 
; We RECTANGULAR HEADLAMPS. To aim these new 
lamps “‘Kent-Moore’” is introducing a new aimer 
designed for all sealed beam lamps both RECTAN- 
GULAR and ROUND. 


The SQUARE PAIR aimers represent a new design, new 
materials, new concepts with major new advantages for you 
that include: 


1. PUSH BUTTON VACUUM RELEASE—For quick and 
easy removal of the aimer without disturbing adjustment. 


OPTICAL CONTRAST BUBBLE—Improves the bubble 


This new analyzer provides a complete ‘Go, No-go” check for the visibility at low light levels. 


intricate high energy ignition distributor. Total distributor com- GRAVITY CAM FOLLOWERS—Completely eliminates 
ponent tests can be completed in less than 10 minutes. The back lash and gives more accurate dial readings. 
analyzer includes all necessary adapters for all 1975 General PLANETARY GEARS—Gives four to one vernier type dial 
Motors H. E. |. equipped vehicles. Complete operating instructions movement for accurate checking of headlight aim. 

are provided to perform three different means of checking the OFFSET DIAL—Eliminates the need for a screwdriver in 
H. E. |. module. floor slope compensation. 


J-23980 Steering Column Analyzer 


By simply disconnecting the steering column harness 
connector and the chassis connector and inserting our 
analyzer in place of the steering column harness, you 
can eliminate the steering column electrical components 
from the car system. If after inserting the analyzer and 
checking the functions of the horn, turn signal, key 
buzzer or hazard warning system and you find them to 
function normally with the analyzer in the circuit, you 
would then know that the problem is in the steering 
column. The analyzer replaces the steering column 
electrical system with a known good system, the 
analyzer itself. 
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J-24628 Air Cushion Restraint System Analyzer J-23500 Portable Air Conditioner 
Service Station 


























Proper diagnosis of the Air Cushion Restraint System on 
1974 & 1975 G.M. equipped vehicles cannot be 
performed without the use of this analyzer. All necessary 
adapters, substitute resistance and continuity devices, 
and hand tools are included to pin point problem 
circuits. Complete instructions for use of this unit are 
included in the ACRS service manual. The analyzer 
includes: J-24628-2—Driver Module Torx Wrench, 
J-24628-3—Driver Module Connector Extractor, 
J-24628-11—’’B” Bus substitute load, J-24628-12— 
“A” Bus Substitute Load, J-24628-13—Passanger 
Inflater Substitute Load, J-24628-12— Bumper Detector 
Substitute Load, J-24628-15—Driver Inflater Sub- 
stitute Load. 





J-24628-4 Air Cushion Restraint System 
Steering Column ee 

Resistance 

Tester 







Features : Vacuum Pump—quick, efficient, durable— 
pulls practically absolute vacuum on any car condi- 
tioner, facilitating removal of moisture and con- 
tamination. Control Panel Assembly—complete with 
manifold, 500 pound and combination low pressure 

vacuum gauges. Five U.S. Rubber high-strength 

hoses, quick connect adapters, control valves and 

readily visable compact instructions. Refrigerant | 
Drum Adapter—J 8695-18 and Gauge Adapters 
J 5420 and J 9459 for Schrader valves included. 


When any service is performed on a steering column on 1974 & Charging Cylinder (Heated)—Eliminates weighing 






1975 G.M. vehicles equipped with ACRS, it is necessary to use refrigerant. Completely shielded with high strength | 
this tester to determine if the resistance in the steering column plastic for complete safety. Sturdy Construction—Big | 
ACRS components is within specifications. Refer to the ACRS wheels and no slide design make the unit completely 






service manual for complete instructions on the use of this tester. portable and practical. 
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J-23678 Air-Conditioner Comfortron Tester 





This instrument is designed to check the temperature sensing 
element, vacuum and electrical components of 1971-75 G.M. 
vehicles equipped with Delco Automatic Temperature Control. 
This instrument permits complete over-ride of the automatic 
programmer without removing it from the vehicle to determine 
whether air conditioning or heating malfunction is in the pro- 
grammer or elsewhere in the air conditioning system. 










J-24364 
High Capacity 
_ Vacuum Pump 


This special high capacity vacuum pump was designed for 
faster moisture removal than any competitive pump on the market 
today. Utilizing a unique design, the pump circulates and cleans 
the oil constantly to remove moisture and other undesirable gases. 
The pump is also equipped with a vented exhaust to allow a con- 
trolled quantity of atmospheric air to enter the exhaust chamber 
during the exhaust phase of the cycle. This injected air decreases 
the compression ratio of the pump, thereby preventing vapors 
from recondensing. 


Pease 
SIAR 





J-24774 Automatic Climate Control 
Harness Adapter 





The J 24774 adapter is required to adapt KM tester 
J 23678 to the 1974 Pontiac and the 1974 and 1975 
Cadillac Delco Automatic Air Conditioning System. 
This adapter is also required when diagnosing the 
automatic air conditioning system on the 1975 
Chevrolet and Buick vehicles. 1975 Buick also 
requires an additional adapter harness J 24774-75 
(see below). 





J-24774-75 Automatic Climate 
Control Harness Adapter 





The J-24774-75 Adapter is used in conjunction with 
both J-23678 and J-24774 to service the automatic 
air conditioning systems of the 1975 Buick vehicles. 


ENGINE 










ENGINE 








Kent-Moore #47#-MAKER, Special Service Tools 


MONOXIVENT~— the original line of exhaust eliminating equipment 


Kent-Moore offers complete Monoxivent exhaust eliminating 
systems for both underfloor and overhead installations. 


UNDERFLOOR 


The KM 23660 deluxe outlet features interchangeable 
adapter plates to accommodate various tubing sizes plus 
telescoping fittings which permit its use with transite and 
vitrified tile main ducts. It also provides the adjustability 
required for flush-to-floor installation. 


BLOWERS 


Kent-Moore offers a complete line of low cost but 
efficient, dependable blowers. 


OVERHEAD 


The Monoxivent Overhead System was designed with cost, 
ease of installation and simplicity in mind. Overhead installa- 
tions are particularly suitable for use in new multi-story service 
facilities ; for existing buildings; and the addition or expansion 
to an existing exhaust system. 


The Monoxivent Overhead System consists of flange 
adapters—for adapting the flexible tubing to the main duct; 
lifting straps—for attachment of rope or cable to the flexible 
tubing ; winch, rope and pulleys—for raising and lowering the 
flexible tubing; and a properly sized blower. 


Each part may be purchased separately and you need only 
order those parts which you can use. 


The Kent-Moore Monoxivent line is sold through manufacturers representatives 
who can answer your questions, recommend suggested systems which meet local 
codes and install the system. Just call 517-ST4-8561 or write 1501 S. Jackson St., 
Jackson, Michigan 49203 for the name of the representative in your area. 
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eneral ALTERNATOR, GENERATOR AND STARTER TOOLS 



































































Alternator Output 
oncom | J 5184 Brush Tension Scale | &tt— Generators & J 21053 Test Adapter ea” 
(Jumper Wire) 
a : : — Bearing & Snap 
aaa J 9600-2 Diode Installer DELCOTRON — J 21154 Ring Installer MOTOROLA 
— ist ras vet ne 
— ' ' _ Front Housing to 
) Gime) | / 9717-2 | Diode Support = j 21156 | Front Housing ae 
) DELCOTRON & Snap Ring Remover 
o-oo J 9782-1 Jumper Lead Mi ORO J 21157 #23—45° (Internal) MOTOROLA 
) eee J 9782-3 | Four-Wire Connector —i= = J 21501 Seater metemnten Wel DELCOTRON 
9 
| } Diode Test Light & ow) Alternator Diode 
: — Continuity Checker J 23526 Remover & Installer | 0PEb—19 
; 
BATTERY TOOLS 
Battery Post & 
| Terminal Cleaning ALL Hydro-Spy ALL 





Brush (See page 22) 





Battery Service 


Tool Set ALL 


AS ‘aed Fs 
- Bes Pd 


| J 23686 


Dial Bore Gauge 3” 
J 5347-01 | to 8” Range (used 
with J 23059-01) 
a3 | J 5902-01 


Battery Carrying Tool 





Cylinder Bore 
Checking Gauge 
(Range 214" to 9") 





Carbon Removing 


Cylinder Hone 
Brush 


(244" to 534 ") 








ALL—CAST IRON 
HEADS 






For complete tool listing and price information, refer. to the Numerical Price List. 
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General CYLINDER BLOCK AND HEAD TOOLS (Continued) 












Carbon Removing 
Brush (Aluminum 
Heads) 









Ridge Reamer 
(Range 3” to 5") 





ALL 










Dial Bore Gauge 
Setting Master 3” to 
8” Range 

(Used with J 5347-01) 








DISTRIBUTOR TOOLS 


















arburetor and 
Distributor Adjusting 
Tool (Includes 4" 

Key Bit Assy., Screw 
Driver Bit) 


High Energy ; 

J 24578 Ignition (HEI) ALL GM ; 

Distributor Wrench | 

High Energy 

J 24642 ignition (HEI) cate ene | 

ea , : et tite 


ELECTRICAL 










ALL—Delco with 
Side Opening 














Distributor Wrench BUICK thru 1974 J 22967-01 






Distributor Cap 
Terminal Cleaner 













Distributor 
Shaft Pilot 
Bearing Remower 












Distributor Tool Kit 72-74 PONTIAC 






Carburetor & 
Distributor 
Adjusting Tool 















Starter Interlock & 
Air Cushion Restraint 
System Harness 

Connector Extractor 









Short Checker UNIVERSAL 74-15 GM 


AMC—1966-1975 
ALL GM 
ean ee es 


Tac-Cal Tachometer 
Calibrating Device 
(see page 22) 

















Air Cushion 
Restraint System 
(ACRS) Tester 

(see page 2) 










Spark Plug Terminal 
Clip Pliers 










ALL GM CARS 
1974-75 





Air Cushion 
Restraint System 
(ACRS) Resistance 
Tester (see page 4) 





Starter Pole Screw 
Wrench 





ALL GM CARS 
1974-75 











J 24628-4 
J 25097 
J 25331 Electronic Ignition AMC 1975 
Pulse Simulator 











PRESTOLITE 
IGNITION 
AMC 1975 






Spark Plug Socket 


Module Retaining 
(All 544” Hex Plugs) 


Screw Wrench 














ALL Electronic 
Tachometers 














Steering Column 
Analyzer (Electrical 
Components) 

(see page 2 ) 





1969-75 GENERAL 
MOTORS 
1970-73 AMC 
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® General VOLTAGE REGULATOR TOOLS 



















ALL—Delco Dual 
Point Regulator 


ALL—Transistorized 
Regulators 


25 Ohm, 25 Watt 
Variable Resistor 


Wiring Harness Test 
Adapter 







y Thermometer- 
Voltage Regulator Voltage Regulator & ALL 





Gauge Set Ther-Mac (60° F- 
A 160° F) 







CARBURETOR, FUEL INJECTION & GENERAL FUEL TOOLS 









HOLLEY Models 
885-1901-2140-4000 
(Center Inlet Model 
4150 & 4160) 










Fuel Inlet Seat 
Socket 


Bending Tool 
(Choke Rod) 


AMER. MTRS— 
Carter WCD 













J 10183 


HOLLEY Models 
847, 1904 & G, 1908 
1909, 1960, 852 G, 
885 & G, 1901 & G, 
5200 







BUICK, OLDS—All 
with Rochester except 
Quadrajet 

AMER, MTRS.—AIll 






Bending Tool 


(Choke Rod) Power Valve Socket 











HOLLEY Models 885 
& G, 1901 & G, 

2140 & G, 2140 SG, 
4000 &G 















Inlet Valve Plug 
Socket 





G M—Rochester 
Quadrajet 


Bending Tool 
(Unloader) 










Fuel Injection 
Calibrating Gauge 


HOLLEY—All Centri 
Vac Governors 





Governor Diaphragm 


ALL MECHANICAL 
Gauge 


Fuel Injection 






Blow Gun for 
Port Cleaning 





" 


ALL 


: HOLLEY Model 
Staking Tool Set oe 


21 





go 








J 8124-01 





Carburetor Holding 












KFA KFA Tool (Set of 4) Hook Ring HOLLEY 
yy Gas-Per-Mile-Gauge ALL cars with 12? | = TE: 
81 - p =f | 
e. = J 83 (1/10 gal.) fiat buae ‘ SORE GSR ye vee ee 









































J 9709-01 | Gas-Per-Mile Gauge | VOLKSWAGEN 10205-03 | Carburetor Tool Kit HOLLEY 
| Universal Carbure- 
tor Gauge Set (32 Wi eg Governor Assembl 
J 9789-01 Gauges ‘O15. 260, 8 Plug Gauges ALL J 10206 and Adjusting Set z HOLLEY 
: .275-500, Adjustment Sliding 
Drop Gauge) Float 
: 4 ALL HOLLEY Models 
er lcatare (y) Power Valve & Spark 
J 10176 Fast Idle Wrench HOLLEY Model : OF teeta eae 
< ' 2300-41506 < J 10234-01 | Vive Socket 1970, #526, 885 & 6, 
‘ CHEV.—1968 
J 10182 Vacuum Piston HOLLEY Models 


Socket 852-8853) 





Vacuum Piston HOLLEY Models 847, 
J 10235 Puller 852 G, 885 & G, 2209 


For complete tool listing and price information, refer to the Numerical Price List. 

















ENGINE Kent-Moore #47”:-MAKER, Special Service Tools 


General CARBURETOR, FUEL INJECTION & GENERAL FUEL TOOLS 


(Continued) 
————) 10236-01 
$<" 10237-02 















Multiple Carburetor | ait—puai Carb. 
Synchronizer Systems 


HOLLEY Models 847, 
852 G, 885 & G, 2209 


Vacuum Piston 
Installer 






Fuel Inlet Nut ALL _GM—Rochester 
Wrench Quadrajets 


Vacuum Piston 
Staking Tool 


HOLLEY Models 847, 
852 G, 885 & G, 2209 







J 23443 










Carburetor Chain 
Gauge 


Hand Operated ALL 
Vacuum Device 


OPEL KADETT— 


1963-67 J 23738 


J 

J 
\\ J 21685 

FT aa” Me 

hen J 22109 

f J 

J 

J 





Carburetor Throttle | oPEL—Ali 1.9 Litre 
Plate Calibrator Engine 


Carburetor Needle 
and Seat Tester 


BUICK —1966-75 
(Quadrajet) 















J 23951 





Gas-Per-Mile Gauge | ALi Cars J 24156 Gas Gauge Tester ALL GM 


22243 
22514 Bending Tool 
22646 


a 
DODO 


ters Tank Sending 

nit Remover & — 
Installer (For 3.10 ALL GM—1967-75 
Retaining Ring Dia.) 


EARLY MODEL— 
Rochester Quadrajets 


a) WY J 24187 









Remote Control 
Carburetor Adjusting 
Wrench 






Fuel & Temp. Gauge 


AMC & ALL CAD. 


thru 1975 OPEL—1973-75 


J 24419 


=> 
J 24538 


J 25322 


Test Harness 





Universal Fuel & 
Temperature Gauge | ALL CARS 
Tester 






Needle Valve Seat 
Remover & Installer 





ALL GM—Quadrayjet 









Remote Control 
Carburetor Adjusting 


Wrench (Includes 








ALL GM & AMER, 
MTRS. (For Air 
Cleaner “on” Adjust- 
ment) (except Cadillac) 


ue Lever Pin 1975 Quadra-Jet 


| 
: 






/ 
| 
| 
j 
j 









< y 
ee ae eee eee eae OO  — ee ee ee ee ee 









J 22769 
1" Hex Key, Screw 
Fuel Tank Sending 

J 23346 GM thru 1975 
Retaining Ring Dia.) 


J 22967-01 
Driver Bit) 
Ther-Mac 

J 229738 Thermometer (60° F-| ALL GM—1968-75 
160° F) 
Unit Remover & 
Installer (For 1.92 
Choke Lever 

Ts J 23417 inatalling Toul 1975 Quadra-Jet 





EMISSION EQUIPMENT 


3 | J 28040. | Tac-Cal potleechoigy 
J 23111 PCV Valve Tester 
EGR Port Cleaning 


Catalytic Converter 
_ J-25077 Bead Exchanger ALL with AC Converter 
™ (See Page 89) 





Thermal Sensor 
Switch Wrench(1%6" ALL G M—1973-75 





Thermo Sensor ALL G@ M—1973-75 


J 25254-2 | switch Wrench (1%4") 
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) 
| 
















General ENGINE OIL FILTER AND SIGNAL SWITCH TOOLS 
fe femme lnm fom | ta [te [ome | 
; Engine Oil System 
Pressure ALL Engines 


Diagnostic Tester & 
Oil Pump Primer 





Oil Pressure Sending 
Unit Socket 

= J 22385 (Stoplight Sending AMC 1965-75 
Unit Socket) 


ALL—Disposable 
J 22700 Oil Filter Wrench Filters Except 
pe 


Oil Filter Wrench ALL GM—1968-75 
: QO J 22775 (Disposable Filters) | except Opel Be 
: COOLING SECTION 
) 
: U Rad 
pper Radiator 
J 23636 Hose Clamp Gauge CAD. 1970-75 
Radiator Test 
? Adapter (Pressurize | ep 1970-75 SIE leti ° 
J J 23699 | through Overflow 5 Tempilstick (206°F) | UNIVERSAL 
* Tank) 
Ss 
~ Radiator Cap & 
J 24460 Cooling System UNIVERSAL 
Tester 








Foreign Cars 71MM thru 


Oil Filter Wrench 79MM (25144” to 3%”) 














J24731-200| Tempilstick (200°F) | UNIVERSAL 

















Tempilstick (231°F) | UNIVERSAL 
: 
| CS) Radiator Cap 3 Lead Temperature 
- eS J 24672 Remover & Installer iia J 25061 Tester (10 ft. leads) — 
eee J 24731-188) Tempilstick (188°F) oe 
PISTON TOOLS 
ail 
iston Pin . 
rit=<O> J 1218 ALL J6901-03 | coe cot ALL—Pontiac 
» | Piston CHEVROLET— 
(3+ J 3936-03 i mg Ereove J 6994-04 | bin Service Set Mark Engine 
Re 30 Ib. Piston 
Fitting Feeler and i Piston Pin 
4 S549 Scale (.0015 Feeler J 8390-04 | sewice Sets ALL—Cad. 
Size) 
ALL—Chev. 







Piston Pin 
Service Set 





J 9510-04 


Engines except 
Mark 


gis a 7 
2S eS Piston 
‘AA a ~== | ) 6047-03 | pin Service Set 
i mene 


For complete tool listing and price information, refer to the Numerical Price List. 








ENGINE Kent-Moore #47#-3£44ER, Special Service Tools 


General PISTON TOOLS 


(Continued) 

















AMC Piston Pin 
Service Set 


_ 


AMC Piston Pin 
Service Set 


J 8910 |J9370-01 
31," 


J 22965 | J 22966 






390-401 
Cubic Inch V-8 


J 21006 
4¥i6" 
J 23503 
4.151 


Piston Ring 
Compressor 


J 21872 










Tool No. 


J 5684 | J 6647 


3 Ve “" 


















Solid 


Solid J 22666 | ; 92748 


J 21158 | | 59995 | J 22562 





Tool No. 

















32%" 4.300" 











Piston Ring 


Compressor CORVAIR 





PISTON RING REMOVERS AND INSTALLERS 


om [we fm fe |e |e 


Universal Piston 
Ring Expander 
3” to 4” 






J 23196 










J 25220 


VALVE TOOLS 


















OLDS,—ALL, 
CADILLAC 365, 390 
CHEV.—ALL 
except Vega 














i Valve Spring : 
J 5892-1 Compressor Valve Guide Cleaner! ALL 














PONTIAC ALL V-8 | 
. 


. 
a 
. 






Valve & Clutch 
Spring Tester 









Valve Spring 
Compressor 


























7 







Valve Spring 
Compressor 


Valve Spring 


AMC 199, 232, 258 
Compressor 
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Camshaft CHEV., PONT. 
J 23591 Remover & Installer | OHC-4 
Valve Seal ALL— t Umbrelle 
J23994 | Tester Stem Seals 
Valve Spring CHEV. 
J 23995 Compressor (Use PONT.—OHC-4 
with J 23591) cP eat 
me 4{— . 
ee Valve Spring BUICK, PONTIAC 
EIN /, J 22891 Compressor L-6, 250 psd 


VALVE GUIDE REMOVERS 
(Pilot Diameters Represent Approx. Valve Guide I. D. Size) 


PILOT PILOT 
DIAMETER APPLICATION ays ortiieten APPLICATION 


2/4 


VALVE GUIDE INSTALLERS 
(Pilot Diameters Represent Approx. Valve Guide I. D. Size) 


PILOT PILOT 


Cadillac 


®General VALVE TOOLS 


(Continued) 













J 22534 Valve Spring 


AMC 290, 304, 343, 
Compressor 3 


360, 390, 401 





Valve & Clutch 


J 22738-02 Spring Tester 





Valve Spring 
J 22765 Compressor 





CADILLAC 472 
& 500 





Buick, Olds, Tempest, Pontiac Cadillac, Olds 


= 
N 
*2) 
~N 


Guns 

co 

ie) 

—_ 

Ww 
E 

- * 

> 

| 

NO 

NO 

Ww 

=" 

ul 
fe 








VALVE GUIDE REAMERS* 


NOM- NOM- NOM. 

INAL | OVER- INAL | OVER- INAL 

SIZE | SIZE | APPLICATION SIZE | SIZE| APPLICATION SIZE APPLICATION 
STD Ye .030 , STD 


J 129-2 All Cars American Motors § J 8003 Buick 

J 3060 All Cars ¥e American Motors § J 8814 Buick, Temp. 

J 4822 Chevrolet yn |. Pontiac J 9345-1 Buick 

J 5830-1 ‘ GM, AMC Chevrolet J 21282 : Corvair 

J 5830-2 i Chevrolet, AMC, Chevrolet J 21283 . Corvair 
Olds., Buick, Pont. Chevrolet J 21318 Corvair 

J 5830-3 , Chevrolet, AMC, Chevrolet J 21702 ‘ Opel Kadett 
Olds., Buick, Pont. Chevrolet J 21703 Opel Kadett 

J 21704 j Opel Kadett 

J 22612 ‘ Buick 

J 22917-1| 9mm |. Opel Kadett 

J 22917-2| 9mm |}. Opel Kadett 

J 22917-3| 9mm |. Opel Kadett 








Chevrolet 
Chevrolet 
Chevrolet 


Leather Holder 
For Reamers 


J 5830-4 ; Buick, Chevrolet 
J 5830-5 ‘ Chevrolet Corvair 
J 5830-6 r Cadillac 
J 5830-7 : Cadillac 
J 6042-1 P American Motors 


* J 5830-02 — Valve Guide Reamer Set — Consists of J 5830-1-2-3-4-5 
*J 7049 — Valve Guide Reamer Set — Consists of J 7049-1-2-3-4-5-6-7-8-9 

















ENGINE Kent-Moore #A7#-MAKER, Special Service Tools 





General : HYDRAULIC VALVE LIFTER TOOLS & EQUIPMENT 
Hyd lic Val ‘ Hydraulic Valve 
>. ydraulic Valve Lifter Leakdown 
_S — Lifter Remover | J 5790 estat fintiodes one 
gallonJ 5268 TestOil) 


Hydraulic Valve r , ) 
Qj ee) | J 4160 Lifter Plunger 3 5821 Valve Lifter 
Remover Cleaning Tank 
i oncemmaatanee 
One Gallon of 
Hydraulic Valve Hydraulic Valve 
# eee Lifter Tester Oil ALL J 9290-01 | Lifter Remover 
(Use with J 5790) 





Special Tools AMC 


Over L 
Alum. | Head | Head 
6 6 6 V-8 V-8 V-8 V-8 V-8 V-8 V-8 V-8 
196 196 196 250 287 290 304 327 360 390 401 














wg 

. se J 1137 mena & Unloader CARTER WCD 

A e er ———— Cee 
me Piston Ring 

= 
Piston Ring Compressor ) 
| 
) 
a 
| 
| 


, 








" Pump Discharge Needle 
J 5661-01 Geat Remover ~ CARTER RBS semeiaeminiiiedbatmeman hibit i 
2” 

J 5790 X : 
iG 
a _ ALT TELL EER ERL 

114," Valve Guide Reamer— 
| J 5830-2 eine at com. 
AA 114." Valve Guide Reamer— 


Hydraulic Valve Lifter 
Leakdown Tester 
(Includes One Gallon 
J 5268 Test Oil) 







114." Valve Guide Reamer— 
.003” 0.S.—1961-64 








e 
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(Continued) 


Head | Head 
6 6 V-8 V-8 
196 | 196 327 401 

“1?” Clamp w/% Dia. x 8” 
J 5959-4 Extension Rod for 
fl, Mounting Dial Indicator 
z ¥g" Valve Guide Reamer— 
P ¥g" Valve Guide Reamer— 
aA J 6042-4 | ('030" 0.5.) 
— 


VSpecial Tools AMC 


~< 





~< 








34" Valve Guide Reamer— 
(.015” O.S.) 


Valve & Clutch Spring 
Tester 


~< >< 


Cam Lobe Lift Indicator 


Front Cover Crankshaft 

=(hs Seal Remover 

& Pinion Oil Seal Remover 

- 
an Front Cover Crankshaft 

Seal Remover 


Diode Installer-Alternator 


Front Cover Crankshaft 
Seal Installer 













——$ ——————_ DELCOTRON- ——________"_""~— 


Diode Remover en ns OTe —————— re 
: 
Diode Support << ——_———_ DELCOTRON —________> 
Jumper Lead meee tO ES Se ee ae 


<—_$___—_——————- DELCOTRONV ——__________—___—_~> 


Adapter (4-Wire Lead) 


For complete tool listing and price information, refer to the Numerical Price List. 











| 
| 
| 








ENGINE Kent-Moore #A4A7#-40ER, Special Service Tools 























Special Tools AMC 
(Continued) 
-8 V-8 V-8 
360 390 401 
J 9789-01 | Carburetor Gauge Set <_—_-________—______— ALL CARBURETORS ————_________>- 
Carburetor Main Jet 
J 10174-01 ~<—_—______—— ALL HOLLEY & AMER. MTRS 2100 & 6200 ————> 
Remover 
J 10184 ee Remover& ~~ _______ CARTER WCD & AMER. MTRS. 2100 & 6200 ————> 
Cpa | J 10185-01 | Power Valve Socket ~<__—_—_—— CARTER WCD & AMER. MTRS. 2100 & 6200 —————_> 
(Small) 
Carburetor Power 
oo sd Zz beta aceasta atte 
Ee © | smear: | lone socket 2300-4160-4150 HOLLEY 
Power Valve Piston 
og J 10235 Speedie <—________ 1909 & 2209 HOLLEY ————________> 


— Power Valve Piston es 
Se) ss :10236-01 | jactalter <_____——-1909 & 2209 HOLLEY ————____—_———> 
ea | J 10237-02 | Power Valve Piston <—________—1909 & 2209 HOLLEY ————_—_—______ 
Staking Tool 
ep | + 10238 Float Level Gauge —_——_—__—_—_44—_#44444 1909 & 2209 HOLLEY ——————————_> 


Fuel Needle Remover & 
= J 10240 Staking Tool —$________- 1909 HOLLEY ——@--———____—__—_> 


Diode Continuity 








—<$_$__________—————- ALL ALTERNATORS ——__™— 


J 21008 


Test Light 





CARTER WCD PRIOR TO 1366 ——————— 


' : J 21040 Float Level Gauge a aca a 
J 21053 AlterbatorOutputtTest |... tll AT ERNATORS ———--_ ae 

Adapter 
—— J 21154 Bearing Installer 


J 213§5 Bearing Remover a 





MOTOROLA. ALTERNATOR —— 








MOTOROLA ALTERNATOR ‘> 








rr ee ee ee ee ee ee 
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9 Special Tools AMC 


(Continued) 


Over L | 
Alum.| Head| Head | | 
6 6 6 6 6 a V-8,| V-8 | V-8 | V-8 ! V-8 | V-8 | V-8 | V-8 | V-8 
Bre | 196 | 196 | 196 | 199 | 232 | 258 | 250 | 287 | 290 | 304 327 | 343 | 360 | 390 | 401 
| | | | 
Front Housing To Rotor 
J 21156 installer <____———————- MOTOROLA ALTERNATOR —_ —______—___> 
al 
J 21157 Snap Ring Pliers —————— $$$ ————— OTORCLA ALTERNATOR ————_—— 
#23 Internal 45° Tips 
J 21202 
as + wines Rear Main Bearing Oil Seal 
Installer 


— = Rear Main Bearing | | | 
ay | 2 2435 Oil Seal Installer | X | X | 


, : ae See See eee ees 
J 21791-01 | Vibration Damper Remover x)/x |x Px] xix |x] xix] x |x 
: Piston Pin Remover & | | | | 
J 21872 inetatler X X | X X X X | X X X | X X X X 
| | | 
. | 
C_¥ J 21881 Cylinder Head Bolt Wrench X | | 
nae 
r | J 21882 Oil Inlet Tube Installer X X X | | | 
: jt J 21884 Hydraulic Tappet Remover X X xX | | | | | 
| | 
; oe J 21931-01 | Valve Spring Compressor X X | X 
| ara ERE 
| Timing Chain Cover Align- | | | | 
emsities ment Tool & Seal Inst. a | 4 x | | | 
Oil Pressure Sending x 
+ aaee Unit Wrench 
Starter Pole Screw ’ 
J 22516 <—___—_ 1966-67 (290 & 343 V-8’s)/1968-75 All ———H—} 
Wrench 
ic Timing Chain Cover | | | | 
= | J 22533 bon) teetaites a | e418 TR x 
= | | | _ 


For complete tool listing and price information, refer to the Numerical Price List. 








Pump Installer & Step-Up |. i ere 
Rod Retainer Installer CARTER RBS 
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7 AMC 
Special Tools Pe ae 
iiss D 
401 
rN J 22534 Valve Spring Compressor X | 
Piston Ring Compressor | 
Soa J 22666 apes 
J 22700 Oil Filter Wrench xX 
J 22967-01 Carburetor and Dist. Adj. x. 
Tool 
=, J 23111 PCV Valve Tester X 
oma Ge) Piston Pin Remover & 
icarannanoncnes, J 23194 Installer X 
| | | | 
Piston Ring Remover & | | | | | 
7 nee installer (4.165") | | ao x | X 
Piston Ring Compressor | | | | | | | 
J 23600 Belt Tension Gauge CROC SR SESE CECE CR TE SER CR SG Se ae 
| | | 
| 
J 23965 Oil Filter Wrench | se 40 8 x X 























BUICK 


L-6 V-6 V-6 V-8 V-8 V-8 | V-8 V-8 V-8 V-8 V-8 V-8 
250 | 225 231 260 300 340 | 350 400 | 400P | 401 430 455 


i} 


14," Valve Guide Reamer— 


Valve Guide Remover 








Kent-Moore #ATE-MAKER, Special Service Tools ENGINE 


(Continued) 


: 0) J 1218 Piston Vise X pon X 

. 1f2 | 5 3049 Valve Lifter Remover poaua ee x 

J 4160 a Valve Lifter Plunger nde Boe 

J 5184 Generator Brush Tension Scale ae xX 

J 5239 _| Connecting Rod Bolt Guide Set ELT TE pet fff 

J 5268 Hydraulic Valve Lifter Test Fluid aye X 
(Use w/J 5790) 1 Gallon 


J 5601 Piston Ring Compressor 334” 


9 special Tools BUICK 


»~< 


~< 























J 5715 32" Rocker Arm Stud Reamer X 
(.003” O.S.) 


J 5727-02 | Distributor Wrench (NON HEI) ei xe RTE RT BTR LR Bier eee 
| | | | | | 
J 5790 Hydraulic Valve Lifter Leakdown | | | | 
Tester (Includes One Gallon J 5268 X X X X Xx} X;}Xj|Xy| xX X |X | X X 
Test Oil) — oa — | 
| | 
J 5821 Valve Lifter Cleaning Tank ei ME Ri ni MRL BTR ER aS an ee 
aes | J 5830-1 14" Valve Guide Reamer (.003"0.S.)| xX | xX |X > xX j)/X/>X)| | | 
| | | | 
| ro = er 
J 5830-2 114." Valve Guide Reamer (.015” laid, X | | | | 
| | | | | | | 
ae J 5830-3 14>" Valve Guide Reamer (.030” O.S.) | | | | | 


For complete tool listing and price information, refer to the Numerical Price List. 


_j 
Ree a 
Gia. 
os ; | 
Sa J 5684 Piston Ring Compressor 414" | 
——— ae) 








































































ENGINE Kent-Moore FAT#-MAKER, Special Service Tools 





BUICK 
(Continued) 


Special Tools 








i ———— (| j 5830-4 





1149" Valve Guide Reamer (.010” O.S.) 





34" Rocker Arm Stud Hole Reamer 




































==) J 6036 (.013” 0.S.) 
i a a J 6047-03 Piston Pin Installer Tool Set | X | X | 
' 

f 

J 6647 Piston Ring Compressor (372") X 


Rocker Arm Stud Installer 


| 
as J 8003 
: 
; 


Vibration Damper and Crankshaft 
Gear Remover 








Valve Guide Reamer .375 (standard) 


~< 


Piston Ring Compressor (Adjustable) 


~< 


Valve Spring Compressor 


~< 


Main Bearing Shell Remover 


>< 








Carbon Removing Brush 








Carbon Removing Brush 
(Aluminum) 














Valve Guide Installer 











114," Valve Guide Reamer 





Connecting Rod Bolt Guide Set 
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) Special Tools BUICK 


(Continued) 


J 9345-1 ¥g" Valve Guide Reamer (.010” O.S.) 


Support (Piston Pin) (used with 
an J9510-1 | 5 5538-12 Spring) . 





























c————i@) |J 9510-2 Pilot (Piston Pin) X 
(i? J 9510-3 Remover and Installer (Piston Pin) x | 


Distributor Shaft Pilot Bearing 
Remover (Use with )(34-16) Slide 
Hammer) 












ee J 9534-01 
| J 21006 
J 21158 
) | J 21426 | 
mv el L | fefebeE 
J 21742 Timing Cover Alignment Gauge | | 
(Early 1968) | 
| 
J 22197-6 Vibration Damper Installer | 
(Cap Screws—2 required) | | 
J 22197-7 Vibration Damper Installer (Body) xX | | 
J 22197-11 | Vibration Damper Installer 
( Fingers ) (2 required) 
) #3 # J 22197-13 | Vibration Damper Installer 
_ + a ( Hardware Kit ) 


J 22549-2 Vibration Damper Driver 
(Use with J 22197-6, -7, -11, -13) 


For complete tool listing and price information, refer to the Numerical Price List. 









Piston Ring Compressor (4%,") 















Piston Ring Compressor (45¢") 















Crankshaft Oil Seal Installer 



































Rear Main Oil Seal 
Packer 
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Special Tools Pa tlm 


‘| L-6 | V-6 v-8 | V-8 | v-8 | V-8 | y-g | v-8 V-8 V-8 
q 250 225 260 300 340 350 400 400P 425 455 
| 


il 
i | x | xX 
4 gee i anaes 34" Valve Guide Reamer (.006” O.S.) X X | | 




































it | | 
" J 22694 Spark Plug Socket (%” Hex) X ) 
| | 
J 22775 Oil Filter Wrench <—_________—. ALL THROW-AWAY FILTER ——————_> 

J 22794 Spark Plug Port Adapter (14mm) x x 

. 

i 

I 

J 22891 Valve Spring Compressor as Ee cE X 

i 

| 


Piston Ring Compressor (35%4") 


J 22965 

J 22966 
J 23042 

a 


a | 24567 


i 
7 se 


ee 24841 












Piston Ring Compressor (4%4") 








Timing Cover Aligning Arbor 
(Late 1968-70) 








Connecting Rod Guide Pins 


HEI Distributor Wrench 











EGR Port Cleaning Tool 
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PATE-MAAKER, Special Service Tools 


J 23040 TAC-CAL Tachometer Calibrating Device 


J 23688 Hydro-Spy 
(Battery & Anti-Freeze Tester) 


This tester is designed specifically for rapid and accurate 
checking. of anti-freeze protection and battery charge. Only 
a few drops of coolant or battery acid are required to take an 
accurate reading. The Hydro-Spy automatically corrects for 
temperature. There is no. waiting until the engine is warmed 
up because the tester works when the coolant is hot or cold. The 
scales are easily read and the heavy duty die cast body is 
covered with a protective vinyl housing thus providing for 
rugged use. You can even drop it without fear of damage 
since there are no floats or glass tubes to break. 


Present and future automotive emissions standards have 
caused greater emphasis to be placed upon the proper 
tuning of engines. One of the most important pieces of 
equipment used for tuning an engine is the tachometer. 
With use, tachometers frequently lose some of their ac- 
curacy. Any tachometer inaccuracy will cause the engine 
RPM rate during the tune-up operation to deviate from the 
manufacturer's recommended level. 


Kent-Moore’s TAC-CAL provides the capability for testing 
the accuracy of most primary and secondary tachometers 
by supplying appropriate test signals. Necessary connec- 
tions for hooking the tachometer to the calibrator are 
provided on the face of the instrument. 


The TAC-CAL provides the following signals for primary 
reading tachometers: 8 Cylinder Scale—1800 RPM, 900 
RPM, 600 RPM; 6 Cylinder Scale—2400 RPM, 1200, 
RPM, 800 RPM; 4 Cylinder Scale—3600 RPM, 1800 
RPM, 1200 RPM. The calibrator also provides signals for 
1800 RPM, 900 RPM and 600 RPM for secondary reading 
tachometers. Accuracy +2%. 


J 23600 Belt Tension Gauge 


The increasing importance of correct belt tension has brought 
about the development of this gauge. 


The J 23600 incorporates new features which help the service 
technician do the correct job in less time. A position stop 
insures accurate readings and repeatability. A reset button 
and lazy hand pointer enables the technician to reach awkward 
locations, make a check and remove the gauge to make his 
reading. 





For complete tool listing and price information, refer to the Numerical Price List. 


ENGINE 





Kent-Moore #47#-#4KER, Special Service Tools 





OPEL KADETT 





Special Tools 


: EC >| u 1218 Piston Vise 
| Se ) J 3936-03 
j 
J 5902-01 
<3 J 8037 
/ oe J 8056 
| 
| ) 











Piston Ring Groove Cleaner 






Cylinder Hone 242” to 534” 







Piston Ring Compressor 
(Oil Filter Remover) 







Valve & Clutch Spring Tester 

















Valve Spring Compressor 


J 8062 











Main Bearing Shell Remover 








Cylinder Bore Checking Gauge 










Carbon Removing Brush 


7mm Valve Guide Reamer (.003” O.S.) 









7mm Valve Guide Reamer (.006” O.S.) 








7mm Valve Guide Reamer (.010" O.S.) 







Clutch Pilot Bearing Installer 













Crankshaft Oil Seal Installer 


Clutch Pilot Bearing Remover (Use with J 7004-1) 
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’ Special Tools OPEL KADETT 


(Continued) 









1.9 
Liter 
Engine 
J 21738 Engine Drain Plug Wrench X 
(12mm Hex Key) 
—— J 22915-01 | Cylinder Head Bolt Serrated Wrench 12mm 14” Drive X 
od J 22917-1 9mm Valve Guide Reamer (.004” O.S.) X 
Pil J 22917-2 9mm Valve Guide Reamer (.006” O.S.) X 
al J 22917-3 9mm Valve Guide Reamer (.0118” O.S.) X 
©) J 22924 Timing Cover Seal Installer ee ae X 
X 





Oo y ( J 22928 Rear Main Seal Installer and Protector ce Ge 
ne Ri, 

5 as J 22933 Timing Chain Oil Deflector 4 X 
= a) J 23016-01 Serrated Wrench 8mm 34” Drive 


j- J 23017-01 
—4 


< 






Serrated Wrench 10mm 14" Drive (Head Bolts) 








Engine Holding Fixtures (Kadett Models) 







~< 


Engine Holding Fixture (Opel GT) 


i —e— J 23436 Piston Pin Remover & Installer Set (Used with 
Pa 
Nae: J 6047-1 Support) 


) : 
=. J 24850-01 | Valve Timing Checking Tool - 


) wr J 24855 Oil Sending Unit Wrench 


For complete tool listing and price information, refer to the Numerical Price List. 
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OPEL KADETT 
(Continued) 


















1.1 1.9 
Liter Liter 
Engine Engine 


J 25225 





Oil Filter Wrench 


CADILLAC 


390 429 472 900 


< 
co 
< 
co 
<> 
oo 
<= 
co 


me 
=m 
= 
eo = 
: 


J 5830-7 


J 5892-1 


| 






Valve Lifter Remover 





~< 


Valve Stem Guide Remover 






Connecting Rod Bolt Guide Set 









Hydraulic Valve Lifter Plunger Remover 








~< 


Piston Ring Compressor (4”) 







Piston Ring Compressor 4.129” 






114," Valve Guide Reamer (.003” O.S.) 






114." Valve Guide Reamer (.006” O.S.) 










114," Valve Guide Reamer (.013"” O.S.) 


INAA 






Valve Spring Compressor 
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‘ Special Tools CADILLAC 


(Continued) 



















Valve Spring Compressor 


Rear Main Bearing Shell Remover 


Piston Pin Remover & Installer 





Universal Carburetor Gauge Set (32 Wire Gauges 
Between .015 & .260. Plug Gauges .275-.500 
Adjustment Sliding Drop Float Gauge) 





Harmonic Balancer Remover & Installer 


Cali J 21052-02 


ee 
& | J 21054 
\ ‘ 
NI B J 21150-01 
ie J 21757-02 


—I——— | 22315 Valve Guide Installer (See J 6535) 


aie: J 22646 

. 9 
G J 22748 
— J 22765 
os J 22770 
iy J 22775 


For complete tool listing and price information, refer to the Numerical Price List. 


Camshaft Bushing Remover & Installer 


Timing Gear Cover Oil Seal Installer & Support 


Oil Signal Switch Wrench 


~< 






Carburetor Adjusting Tool 













Piston Ring Compressor 4.300” (Solid) 


Valve Spring Compressor 


Float Needle Seat Remover and Installer 


Front Cover Oil Seal Installer 


Oil Filter Wrench 


Ee 


ENGINE 
ve | V8 
472 | 500 


> 


~< 
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Special Tools eee 


| V-8 v-8 v-8 V-8 
390 429 472 500 
i 

| 

a0 J 22794 Spark Plug Compression Adapter 14mm 

t 

h 

, J 22825 Engine Support Fixture 

, Cx J 22903 Piston Ring Remover and Installer 454." a 





fer J 22908 Block Reconditioning Tap 13/32-16 Thread 
=) , 
ak WN J 23675 Water Pump Service Set 

Ea © 























2] 








Kent-Moore #A7#-MAKER, Special Service Tools ENGINE 


» Special Tools CHEVROLET 










J 358-1 Press Plate Holder 
(=) Ji O72 Camshaft Gear Remover X 
J 1619 Crankshaft Sprocket & Propeller Shaft 
Bearing Puller 
SU J 4656 Flywheel Housing Alignment Checking Fixture bpd obs p> dard 4 
————— ee) 
Bion J 4822 Valve Guide Reamer .343” fal |} fey f X 
i. J 5239 Connecting Rod Bolt Guide Set X 
& 
A) J 5513 30 lb. Piston Fitting Scale & Feeler X X X X X X x x 
(.0015 Size) 


aa eR LTE. 
¥," Rocker Arm Stud Reamer (.003” O.S.) x 
- Rocker Arm Stud Installer jedep Ez 

{ ee BORRERGE 


For complete tool listing and price information, refer to the Numerical Price List. 
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CHEVROLET 
(Continued ) 


Special Tools 



















194 
J 5825 Crankshaft Gear Puller X 
J 5830-02 Valve Guide Reamer Set (See page 8) xX 






bad 


>< 


J 6036 ¥4" Rocker Arm Stud Hole Reamer (.013” O.S.) feeh | | pele 


eee wa hE OES 

Arrernee EE” SERID 

Vnrene dP REET RE 

howe Ai CED: 

Nerney ar at 5 EE ENS 

oN 4 J 5892-1 Valve Spring Compressor 
———_.__——_—a 












() on J 6098-01 Camshaft Bearing Remover & Installer 
ee ee Connecting Rod Bolt Guide Set 
8eoo amshaft Bearing Remover & Installer 
| J 6647 Piston Ring Compressor 


Rocker Arm Stud Installer 


= J 6880 
ep——- = =| J 6994-04 


———— ———— | J 7049 


Piston Pin Remover & Installer 


Valve Guide Reamer Set (See page 8) 


J 8004-01 





Cylinder Head Bolt Wrench 
34" Double Hex—?2” Drive 


Piston Ring Compressor (Adjustable) 


Valve & Clutch Spring Tester 
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Soosa 
V-8 | V-8 | 2300 265 194 
Valve Spring Compressor fella fafa la] X 
l= ee OOOO 
—_ Carbon Removing Brush ALL CAST IRON ————__—_—»- 
ma Valve Guide Cleaning Tool . 


J 8105 
Ay 7 
at 
a=) a= J 8354 Stud Installer Set 


ne g J 8355-01 Piston Pin Remover & Installer Pilot 


() J 8356 Piston Ring Compressor (Adjustable) 
== J 8358 Carbon Removing Brush (Aluminum Head) 

— ty iJ 8369 Oil Suction Pipe Installer 

J 8520 Cam Lobe Lift Indicator 

So J 8910 Piston Ring Compressor (3'’2”) STD & O.S. 
- 

: toe! J 9370-01 Piston Ring Compressor (4%4") STD & O.S. | 
) — | 
\ 
eae es | 
\ Wy J 9510-04 Piston Pin Remover & Installer Set 
\ 
| 
Om J 9534-01 Distributor Shaft Pilot Bearing Remover | 
(Use with %."—18 Thread Slide Hammer) 
| 


For complete tool listing and price information, refer to the Numerical Price List. | 
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» Special Tools CHEVROLET 


(Continued) 








Crankshaft Gear Puller 
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Special Tools CHEVROLET 


[Ba 
Line6| V-8 | V-8 | 2300 194 
<=) Distributor Shaft Pilot Bearing Inst. & Rem. ERR GRES. x 
oo 
= 
seieeiel 
= 
OS Piston Ring Remover & Installer (3!%«6") 
} 
















Valve Guide Installer 


3344"Valve Guide Reamer (.010” O.S.) 


3344" Valve Guide Reamer (.020” O.S.) 


Cylinder Head Fin Cleaning Tool 


Valve Guide Reamer (''42”) 


Timing Cover Alignment Gauge & Seal Installer 






Oil Signal Switch Wrench 






Crankcase Front Seal Inst. & Cover Aligner 


Oil Inlet Tube Installer 


Universal Fan Hub Locating Gauge 


Universal Vibration Damper Holder 
(Untapped Crankshaft) 


» 


~< 
~< 


J 22775 













Oil Filter Wrench 











_ Kent-Moore #47#-##442R, Special Service Tools ENGINE 
» Special Tools CHEVROLET 


) aS J 22894 Blower Bearing Remover 
= J 23042 Timing Cover Seal Aligner & Installer 
®, ' 
G Harmonic Balancer 
4 Go, J 23523-02 | Remover & Installer 
(Tapped Crankshaft) 
i J 23587 Lifter Adjusting Wrench 
=; SRE J 23590 Air Line Adapter (Valve Spring Compressor) 
'| J 23591 Camshaft Remover & Installer 
seca Oil Pump Seal Installer 
J 23625 Rear Main Oil Seal Installer 
AY J 23627 Connecting Rod Inserter 
{9 
J 23638 Camshaft Bearing Remover & Installer 
| J 23654 Timing Belt Tensioning Adapter 


e J 23994 Valve Seal Tester 


Valve Spring Compressor | 

a@ J 23995 (Use with J 23591) . 
| 

q 

i 








% Exhaust Manifold 
me ) J 24311 Tube Remover & 
i Installer 
sen ae J 24780 Vega Frost Plug Remover X 


For complete tool listing and price information, refer to the Numerical Price List. 
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OLDSMOBILE 


Special Tools 


Piston Feeler (.0015”) 
lll inal cilcnleinioatn ScEERELE 3 
~ 3s J 5684 Piston Ring Compressor 
—— 
a —— |) 5715 34" Rocker Arm Stud Hole Reamer (.003 O.S.) 


Valve Lifter Remover 


















a X 
serrate cunracmmneea! 114," Valve Guide Reamer (.003” 38) pedals] fale xX 

. 114," Valve Guide Reamer (.015” O.S.) xX 
te 1145" Valve Guide Reamer (.030” O.S.) x 





a 1145" Valve Guide Reamer (.01305) 
a 
ms 













Valve Spring Compressor 


»~< 


Rocker Arm Stud Reamer 
(.013” O.S.) 





Connecting Rod Guide Set 


>< 


1145" Valve Guide Reamer (.00505) 





Piston Ring Compressor 37 


a< 


Rocker Arm Stud Installer 





ee ee 


Kent-Moore #47#-#44K£R, Special Service Tools ENGINE 
Special Tools OLDSMOBILE 


oF Pilot-Harmonic Balance Remover 
ja" J 7583-3 (Part of J 7583—used with J 8614-01) X 
J 8037 Adjustable Piston Ring Compressor 


Puller—Harmonic Balancer (Companion 
Flange holder—See J 7583-3) 


mo< 
Sc 
=< 
—] 
i= =] 
-- 
=< 
Qo co 
= 
> ieee 
» 
=< 
an co 





~~ 












J 8614-01 





J 9510-04 Piston Pin Installer Set 


Distributor Shaft Pilot Bearing Remover 
(Use with J 6125) 









J 9534-01 


>< 


Distributor Bushing Installer X 

Drain Plug Socket Wrench (7” Drive) 

Camshaft Gear Installer X 

Camshaft Gear Removal Plate x 
Piston Ring Compressor | 


W 
J 23042 Timing Cover Seal Installer & Aligner Xx i 














For complete tool listing and price information, refer to the Numerical Price List. | 
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Tools 


J 4160 
J 5154-01 
J 5239 


J 6305-01 


J 6471-4 

































PONTIAC 


Valve Lifter Remover 


Hydraulic Valve Lifter Plunger 
Remover 


Crankshaft Sprocket Installer 


Connecting Rod Bolt Guide Set 


Piston Feeler (.0015) and 30 Ib. 
Scale 


Piston Ring Compressor 414" 


Rocker Arm Stud Reamer .003 O.S. 


Valve Stem Seal Installer & Tester 


Hydraulic Valve Lifter Leakdown 
Tester (Includes One Gallon 
J 5268 Test Oil) 


Valve Lifter Cleaning Tank 


Valve Guide Reamer Set 

J 5830-1 .003” O.S., J 5830-4 .010” O.S. 
J 5830-2 .015” O.S., J 5830-5 .020” O.S. 
J 5830.3 .030” O.S. 


¥%" Rocker Arm Stud Hole Reamer 
(.013” O.S.) 


Camshaft Bearing Remover & 
Installer 


Connecting Rod Guide Set 


Camshaft Remover (Use with 5” x 
18 Slide Hammer) 


Kent-Moore #A#-#44KER, Special Service Tools 
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(Continued) 


» Special Tools PONTIAC 









114," Valve Guide Reamer (.005” O.S.) 


Piston Ring Compressor 373” 





Cc J 6880 Rocker Arm Stud Installer 


] IL J 6901-03 
om J 6978-04 Vibration Damper Remover 
(e)4 J 7588 Rear Main Bearing Oil Seal Installer X X 


Piston Pin Remover & Installer 


»< 
~< 
~< 


























i 
Le. ¢] 
oO 
Ww 
N 























Piston Ring Compressor (Adjustable) X 
<< 
| }, J 8062 Valve Spring Compressor X 
—S—1 J 8080 Main Bearing Shell Remover Xx ! 
J 8087 Cylinder Bore Checking Gauge x 
<< so ———$—+ J 8101 Valve Guide Cleaning Tool X | 





Piston Ring Compressor (3'2”) 
STD & O.S. 








Rocker Arm Stud Installer 


Valve Train Gauge 


| 
i J 8929-02 Valve Spring Compressor xX | 


f 
For complete tool listing and price information, refer to the Numerical Price List. | 
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TRANSMISSION 


Special Tools 


Wo 


Cm 


qe | dd 21054-1 
J 21147 


J 21473-1 





J 9534-01 










J 22126 


J 22197 


J 22330 


J 22562 
J 22775 


J 22794 











J 22888 


J 22891 















Distributor Shaft Pilot Bearing 
Remover (Use with J 6125) 


Distributor Shaft Pilot Bearing 


Camshaft Bushing Remover & 


Vibration Dampener Remover 
(Untapped Crankshaft) 
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V-8 
260 


PONTIAC 
(Continued) 


Rocker Arm Stud Remover 


Piston Pin Remover & Installer 


installer & Remover 


Handle (Camshaft Bushing Remover 
& Installer) (Use with J 21473-1) 


Timing Chain Cover Oil Seal Installer 


Installer Adapter (Use with 
J 21054-1) 






Rocker Arm Stud Reamer .4365” 





Valve Seal Installer & Tester X xX xX 





Piston Ring Compressor 37342" 


Oil Filter Wrench 





Air Line Adapter-Valve Spring 
Compressor 14mm (Use with 
J 8929-01) 





Crankshaft Sprocket Puller (Diff. 
Side Bearing Puller) 








Valve Spring Compressor 
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Special Tools PONTIAC 


(Continued) 


| L-6 v-8 | V-8 V-8 | V-8 | V-8 | V-8 
) Timing Chain Cover Seal Installer 
| » BB tees: J 23342 rl eae acti LTT LT dep pepe 


uo 





X 
J 23503 Piston Ring Compressor (4.151) Xx | 
) ) 
| | 
J 23515-02 Engine Lifting Fixture x | 





) * «| J23515-19 | Engine Lifting Tool Adapter 
| | 
) x_ SS J 23515-20 | Engine Lifter Fixture Adapter | 
» aga age | 
) OT J 23515-100 | Adapter Kit for J 23515-02 | 
| a Op 
col TP)? Harmonic Balancer | 

oA)e| J 23523-02 Remover & Installer | 
ell (Tapped Crankshaft) | 

J 23587 Lifting Adjusting Wrench | 
Airline Adapter | 
J 23530 (Valve Spring Compressor) if 
i 
i 
J 23591 Camshaft Remover & Installer | 
— ee PET EEL TEE. 
ua eanarcae EET EET TEL. 
Met ee eT ETP TELE | 
| 

: — {9 | J 23638 Camshaft Bearing Remover & Installer | 


For complete tool listing and price information, refer to the Numerical Price List. 


































Special Tools 


—t- J 23952 
vy — 
| gre| J 24185 
6 ALY 
= J 24311 
2 sa 
ieee J 24578 
a ee J 24731-188 
J 24731-206 
L) 
Ct J 24780 
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PONTIAC 
(Continued) 


Harmonic Balancer Inst. (Used with 
J 6978-04) 


Water Pump Service Set 


Exhaust Manifold Tube 


Remover & Installer 


Tempilstick (188°F) 


Tempilstick (206°F) 


Frost Plug Remover Block Heater 
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J-23455-01 = The Listener J-24709-01 
‘'T’” HandleSuper 
Hot Knife 


The J-24709-5 “‘T” handle will adapt to all previously 

released J-24709 Hot Knives to allow the updating of 
all knives to the new improved design. The J-24709-6 { 
Blade is also an improved blade, both for improved 
cutting and for additional strength. Both the new ‘T” 
pull handle and tapered blade are part of the new assem- 
bly J-24709-01 that is required to cut the new sta- 
tionary glass sealant urethane. 


This knife is designed to operate on 110 Volt AC Power : 
and over 700°F is delivered to the cutting blade. This | 
heat enables the technician to quickly and easily 
remove the windshield. 


J-25063 Fuel Tank Cradle t 


With the Listener the technician will be able to detect the 
sound of escaping air from any unit pressurized with a 
minimum of 2.5 PSI. The J 23583-01 Pressure Test Kit ! 
can induce pressure where none exists to allow the leak | 
checking of the following components: Automatic 
transmissions, Rear axle assemblies, Slow leaks in tires, 
Truck air brake system, Radiators, Vacuum systems, 
Air ride systems, Engine crankcase. The Listener will 
detect sounds in the 35,000 to 45,000 cycles per 
second range which are not heard by the human ear. This versatile cradle, when attached to a transmission or | 
This range of sound is generated by our Son-Caster, floor jack, provides a sturdy support (Cradle) for the fuel q 
which can be used when it is impractical to pressurize a tank while the tank support straps are disconnected. ; | 
large area. This allows the leak checking of the window Lowering the tank from the vehicle can then be easily i 
seals and the trunk seal. accomplished by lowering the jack. | 


The Kent-Moore inexpensive Fuel Tank Cradle was 
designed to solve one of your service department's 
problems—fuel tank removal. Now, one man can remove 
(and install) a full tank from most vehicles. Pumping or | 
syphoning the tank is no longer necessary, thus insuring }| 
against contamination and loss of fuel. | 


J-25310 Universal Tube Bender for 3/16, 1/4, 5/16, and 3/8 Tubing 


; 
| 
Now it’s possible to bend the four most commonly used f 
tubes, “6”, 4”, “Ae”, and %” O.D. on one tool. Makes | 
smooth short radius bends up to 180° with minimum I 
effort calibrated to show angle of bend. Bender is of the 
open side type which allows the bender to slip over the 
tube at any point. This new bender is made of a fiberglass . 
filled plastics for strength and durability. 





0 
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TRANSMISSION HOLDING FIXTURES 


afte enn gs) peat a reac ee 


SS 





J 24026 


American Motors 
Torque-Command 


J 6115-02 J 22240 


American Motors Front Wheel Drive Transmission 


Shift-Command Used with J 3289-20 Base 
Cadillac & Oldsmobile 














J 8763-02 
J 21533 All Hydramatic, Super Turbine 


J 3289-01 All Synchromesh & Opel Automatics 
Base & Screw Assembly Used with J 3289-20 Base Used with J 3289-20 Base 





J 22719 
J 23541 Adapter— 


J 3289-20 Holding Fixture Used To Adapt 
Power Glide J 23930 Engine Stand 
Base & Screw Assembly Use with J 3289-01 to Transmission Holding 
Fixtures J 8763-02 & 
J 22240 





J 23994 Transmission Vacuum 
Modulator Testor 


This tool was primarily developed to test the valve 
stem seals on all six cylinder and small V-8 engines. 
The basic vacuum device can be used in many appli- 
cations throughout the vehicle. Some of the uses 
are listed below : 


Air conditioning and heating vent doors 
Choke and throttle vacuum brake 
Distributor vacuum advance 

Door and trunk locks 
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: Clutch Finger ae Clutch Throw out I 
CS + ioe Setting eel “ae J 22309 Bearing Sleeve Pin | {y't0.s) 237" i 
) Stacking Tool | 
: 1 
Clutch Pilot Bearing | cHEv.—All Self-Adjusting AMC—1966-67 | 
lati Puller OLDS.—All J 22347 Clutch Gauge 10-50-80 with 232 | 
| 
Clutch Pilot CHEV.—All P= ee al ac Clutch Alignment OPEL KADETT— 1 
lates | J 1522 as id Pury => J 22934 | Aao, thru 73 1.5 | 
: iter i 
Clutch Disc Chev. Buick Clutch Lever i 
J 5824 =| Aligning Too! Pont. Olds. J 23330 | Height Tool awe-A | | 
I 
Clutch Alignin 1963-65 01-10 (195.6) Clutch Ball | 
gning “I Ul- utch Ba ati | qt 
) J 21617 Arbor 1965-75 a? J 23644 Adjusting Gauge H-CAR—3 & 4 Speed | 
| 
| 
) igni KADETT— | 
ee fs 21714 | an Alianing thru 1971 1.1 Liter SE im ta —— 
| 
Clutch Pedal 1963: 10-80: 64-65 
utch Peda : 10-80: 64-65: ; , q 
J 21746 | Overcenter Spring _| 10-50-80 (except 199) 323907 (| Clutch Pilot Bearing | yuiversat | 
Remover & Installer | 10-50-80 (287, 327): f 
| 66:01 (290) 
| 
| ; AMC 1963-67 10 | 
Clutch Alignment H Dut | Clutch Alignment MC—1974-75 
teh J 22056 Arbor 1988-6704 spee 325353) ae AMC | 
; 


Synchromesh & Overdrive AMC 
T arte i) 1964-66 1 
ransmission Rear cy -66; i 
18157 | Bearing Puller | [368 28) | 
1969-72 T96 3 Speed | ; 





Clutch 














FT RINE LE ROTELES FS LRTI I II ROAR ETS EDIE LEI INE SY 












J 1434 Transmission Guide | att—with 7/16-14 
=—» Pins (Pair) Thread 















b| 
j 2040 Transmission 
Thrust Yoke : 96 
Rear Oil Seal ry) i Except 327 
Installer C.I.D. 10-50-80 















Transmission Rear 
Seal Remover 


— oe = = SSS = 
a ae ER SIE LL NTE AS EE SS ETE A Sik OPS Oe FS ONE RS RE ETS SEM 


3 & 4 Speed 


Extension Housing 
Bushing Remover 
& Installer 


Transmission 1964-67; 10-50-80 
J 21568-01 | Thrust Yoke T 86 & T 90 
_— Late 1963-64-65 01-10 
J 21617 oe Aligning (195.6) 1965-75 
(199-232-258) 


For complete tool listing and price information, refer to the Numerical Price List. i 
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| J 4830-02 
ee) | J 5589 
J 6652 


AS J 6654-01 


Std. & Flash-O-Matic 
1962-75 3 Speed Trans. 















Countershaft 
Loading Tool 


1965-75 
4 Speed Trans. 


Transmission 
Thrust Yoke 


1956-72 
T-96 

~ 
~ a 










1957-64: 80; 
1965-66 10-50-80 (327) 
Three Speed 







1957-64: 80; 
1955-66: 10-50-80 
(327) 1966-75 

3 Speed 1967-75 






Transmission 
Bearing Puller 
(T-10, 14, 15) 
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TRANSMISSION 











Synchromesh & Overdrive seseeteried 


a 1963-68: 10 Heavy Duty 
Clutch Aligning 1966-67: 01 4 Speed 
Arbor 1967-75 (290-343, 
360.401) 


1966-75 
4 Speed 
1967-T96 (232) 
Transmission Rear 
Bearing Installer 1967-68: 4 speed 


Countershaft 


ee ae 


Pressure 1975L k 
J 25303 Gauge Set Geordie 


J 25304 Solenoid Wrench ae Levees 

J 25305 
Extension 1975 Laycock 

J 25306 Housing Oil Ovardiive 
Seal Installer 


| Relief Valve Body 
J 25307 & Dash Pot Sleeve 
Remover 


Overrunning Clutch 

Remover & 1975 Laycock 
+2089 installer & Bearing | Overdrive 

Loader 

Output Shaft 1975 L k 
J 25311 Nut Wrench eames 
Clutch Lever Height Extension Housing 1975 L k 

Thrust Ring 

Countershaft oe 1975 Laycock 
Alignment Tool J 25315 i Gverdces 
Front Bearing Cap ( Spline 1975 Laycock 
Seal Installer —- J 25390 Alignment Tool Overdrive 
mz 


J 22056 











Reverse Gear 
Housing & Extension 
Housing Bushing 
Remover & Installer 


J 22538 












Plug Spanner 
Socket Wrench 


Transmission 
Thrust Yoke 


1975 Laycock 
Overdrive 





J 22656 





J 22697 


iy 
——_ 
ime 
Penal 
oat 
= 
mal 
san 
aa 


1975 Laycock 
Overdrive 





Countershaft 
Loading Tool 


Mainshaft Pilot & 


J 22979 





J 22994 





J 23330 


J 25232 





J 25233 











Front & Rear 
Mainshaft Bearing 
Installer 


J 25234 








Kent-Moore #47#-#£442R, Special Service Tools 


Kent-Moore ATE-MAKER, Special service Tools 


Synchromesh 


ae 


Snap Ring Pliers 


Transmission 
Clutch Gear Nut 
Retainer Wrench 


(1%) 


= J 933-03 

J 1126 

fy J 1453-01 

J 3049 

Cs J 4830-02 

Gomme) | J 5589 

) J 5590 

) 

| J 5777 

) — 

| fer D> J 5814-01 

SS: 

cI) | J 5859 

) | = J 6123-01 
Hee | J 6403-02 

FE J 6403-6 

ty J 8609 


Transmission 
Alignment Stud 
(Pair) 


Pare 


eee 


Gear Press Plate 


— Wt 
























V 


Pliers 


eT oe eee Te a ee ee ee eee eee. 







% x 11 Slide 
Hammer) 






Alignment Tool 


Bearing Installer 








Countershaft Gear 
Alignment Tool 






& Rear Bearing 
Remover & 
Installer 





Oil Seal Remover 
(Use with ¥”—18 
Slide Hammer) 










Speedo Gear 
Remover 


Extension Housing 





installer 






Bushing Remover 
Installer 






Press Plate 











Speedometer Drive 


(Use with J 358-1) 


Shift Rail Rotating 


Extension Housing 
Bushing & Oil Seal 
Remover (Use with 






Countershaft Gear 


Transmission Front 


Speedometer Gear 


Extension Housing 














Bushing & Oil Seal 


Extension Housing 






Mainshaft Assembly 





TRANSMISSION 


GENERAL MOTORS—ALL DIVISIONS 





ALL GM—3 Speed & 
4 Speed 


Speedo Gear BUICK ASE 
ee 
‘an J 8760-01 | Remover OL DS.—1965-68 
3 & 4 Speed 
BUICK SPEC.— 
Transmission Seal hae ee 
J 8864 installer 1965; 46 + 
Series 3 & 4 
Speed 1966 
Sychronizer 
J 8872 Remover & 
Installer Pliers 
Speedometer Gear 
= - 
J 9578-01 “= pancetta 
Extension Housing 
J 21359 Seal Installer 
Extension Housing 
J 21426 Seal Installer 
J 21465-17 
# 21470 Shaft Bearing 
Installer) 
Transmission 
Housing Fixture 
+ aioes =| tee witht Sree. | * 
20) 
Countershaft Gear 
J 21629 Alignment Tool 
J 21684 Bearing Press Plate 
Clutch Gear Ball 
08 Bearing and 
es al oar Speedometer Gear 
Installer 
Shift Lever Lock 
J 21709 Cap Remover & 
Installer 


Detent Pin Plug 
Remover (Use with 
J 7004-1) 


Guide Pin 
J 21722 (2 required) 














CHEV.—1960-75 
PONT.—1960-75 
BUIC K—1960-75 
OLDS.—1960-75 















CHEV.—1960-75 
BUICK—1960-75 
PONT.—1960-75 
OLDS.—1960-75 


OPEL—Thru 1971 
1.1 Liter 













BUIC K—1964-67 
4 Speed 






CHEV.—1965-68 








BU., PONT., OLDS., 
CHEV. 3 Speed—All 
forward speeds 

synchronized H.D. 


All GM 1972-75 3 &4 
Speed Large Shaft 









area ce ae All GM 1972-753 & 4 
OLDS., BU. 1966-75 
3 & 4 Speed Speed Small Shaft 












Extension Housing 
Bushing Remover 
& Installer 


CHEV.—4 Speed Thru 
1965— PONT. 1958-65 


All GM—1972-75 
4 Speed, Large Shaft 


Speedo Gear 


Installer (Main OLDS.—1966-1968 


CHEV.—1955-75 3 Speed 


—————— 






OLDS.—1964 
CHEV.—Std. 3 Speed 
PONT.—Std. 1958-65 
BUIC K—1964-65— 

3 Speed 









CHEV.—3 Speed Heavy 
Duty Warner 1966-73 
OLDS.—1964-68 


CHEV.—1955-75 
PONT.—1965-75 











OPEL KADETT— 


CHEV.—1955-62 All thru 1975 





OLDS.—3 & 4 Speed 


PEL KADETT 
up to 1968 A 


All thru 1975 





PONT., OLDS., 
BUICK 3 & 4 Speed 
— 1966-75 








OPEL KADETT— 
Thru 1971—1.1 Liter 















OPEL KADETT 
All thru 1971 
CHEV.—Vega 1971-72 









CHEV.—1955-71 J 21715 







BUIC K—1968-75 
3 Speed 


OPEL KADETT—Thru 
1971 1.1 Liter 


For complete tool listing and price information, refer to the Numerical Price List. 
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TRANSMISSION 


Synchromesh 


J 22246 
=, 
SS) 22379 











Ss 






J 22414 


J 22629 
J 22911 


J 22913 









= 
= 
il 








— 
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Countershaft 
Aligning Tool 


Needle Bearing 


Mainshaft Assembly 
Tool 


Kent-Moore #A7#-MAKER, Special Service Tools 





GENERAL MOTORS—ALL DIVISIONS 
(Continued) 






Transmission 
Extension Housing 
Seal Installer 





















OPEL KADETT—Thru 
1971 1.1 Liter 





Extension Housing petite 1.5 & 
iter 


0 
Oil Seal Installer L 













BU., OLDS., PONT. 
1967-71—3 Speed All 
Forward Speeds 
synchronized 

Heavy Duty 


Transmission 
Output Shaft 
Bearing Remover & 
Installer 


CHEV.—Vega 71-72 
OPEL—1968-75 1.5 & 
1.9 Liter 


Reverse Idler 
Shaft Remover 



















Speedometer Driven 
Gear Pin Remover 
(Use with J 7004-1 
Slide Hammer) 


BU., OLDS., PONT. 
1967-71—All forward 
speeds synchronized 
Heavy Duty 3 Speed 







Countershaft Gear 


; OPEL—1968-75 1.5 & 
Alignment Tool 


1.9 Liter 


Speedometer Driven 
Gear Remover & 
installer (Use with 

J 7004-1Hammer) . 






















Press Plates (Use 
with J 6407) 


PONT.—1968-75 


3 Speed Synchronized OPEL—1968-75 1.5 & 


1.9 Liter 





Speedometer Drive 
Gear Removing 
Rods 





Clutch Plate 


UtCr OPEL—1968-75 1.5 & 
Aligning Arbor i 


.—3 & d 
OLDS.—3 & 4 Spee 1.9 Liter 


Saginaw BUICK—1966 
3 Speed 1967-753 & 4 
Speed CHEV.—1966-75 
3 & 4 Speed OLDS.— 

1966-75 3 Speed PONT. 
—1966-75 3 & 4 Speed 














Front Housing 
Drive Gear Seal 
installer 


OLDS., BU., 
CHEV., PONT. 
Warner 4 Speed 


Countershaft Gear 
Alignment Tool 






Muncie 
OLDS.—1966-75 


4 spd. 
PONT.—1966-75 
4 spd. 





Countershaft Gear 
Alignment Tool 


Counter Gear 
Alignment Shaft 






VEGA—/71-72 3 Speed 


Transmission Rear 


Countergear Needle 
Oil Seal Installer 


Bearing Loader 


OPEL KADETT— 
Thru 1971 1.1 Liter 


GM SERIES 
1971-72 














Clutch Ball Stud 
Adjusting Gauge 


F. B. Warner 


GM SERIES 
3 Speed 1967-1968 71-75 






CHEV.—Vega 71-72 
OPEL—1968-75 1.5 & 
1.9 Liter 


| 
OPEL—1968-75 1.5 & 
1.9 Liter 







CHEV., PONT. 
1974-75 
Warner 4 Speed 


Counter Gear 
Alignment Shaft 






Loader 


















Kent-Moore #4%#-MAKER, Special Service Tools TRANSMISSION 


. —— 3 bg 


Shift-Command AMC 


( >—0=0— Slide Hammer (54” x 18 Thread) 
cp | 4 2619-02 | ith 4-13 Adapter 
she seg Housing 
il Seal Remover 
<= J 2623 (M-12 only) (Use with %” x 11 
Slide Hammer) 


RAIS RELI TINT SPEEA 


J 9617 Rear Oil Seal Installer (1965-71 
Alum. Except 1965-66 10-50-80) 












Extension Housing Bushing | 
J 9618 Remover & Installer—1968-71 . 


(Aluminum) W 

Transmission , ‘ i 

. Rear Oil Seal Remover ront Clutch Annular Piston & Seal i 

C5 | J 4830-02 (Use with 54" x 11 Slide Hammer) J 9620 Installer— 1962-67 (6 cyl.) i 
(1967-71 Aluminum Case J-5) 

J 9621 Rear Clutch Annular Piston & Seal | 


Installer— 1962-67 (6 cyl.) 


me Dial Indicator Support Shaft 
Gi) ea Spring Compressor 

i = J 5880-01 Front Band Adjusting Tool 1957-71 

Se oe Spring Compressor 

| S beens aaase Hose (Use with 

= 


Vacuum & Solenoid Control 
1962-65 (287-327) 80 V-8; 
1963-65 10 V-8) 


For complete tool listing and price information, refer to the Numerical Price List. } 
6 


J 9639 


ve Telt 


prensa anew — 


Torque Wrench Adapter— 1962-67 | 
(Aluminum) | 


Extension Housing Bushing f 
Remover & Installer (Use with i 

J 9640 J 8092 Handle) 1962-66 Aluminum i 
(except 01); 1964-66 232-287; 
1968-71 Cast Iron 






Front Pump Oil Seal Installer 
J21005-01 | 1963.71 (Cast Iron) 


; Case Rear Bushing Remover & if 
J21054-2 | installer (Use with J 8092) 1967-71 





Front Pump & Rear Housing Seal 
J 21984 Installer— 1958-71 (Cast Iron); 
1965-66: 10-50-80 (6 Cyl.) 


Transmission Holding Fixture 


Pump Front Bushing Remover & 


Case Front Bushing Remover & J 22182 Installer (Use with J 8092) 1967-71 


Installer— 1957-71 (Cast Iron) 


(Aluminum) 
Pressure Gauge (0-400 Ibs.) il IR | 
(Use with J 5907-3) J 22205 eae Oil Seal Remover | 
H | 
ql 
| 


Reverse Gear Housing Bushing 
J 22538 Remover & Installer—1966-71 
(Cast Iron) 


Driver Handle (threaded type) 


Solenoid Wrench— 1." 
(1957-61 All; 1962-65 80 V-8; 
1963-65 10 V-8) 


Rear Case Bushing Remover & 
122576 Installer— 1966-71 (Aluminum) 


J 22698 Rear Band Adjuster 1957-71 All 





an — = 




















TRANSMISSION Kent-Moore #47#-#AKER, Special Service Tools 





Shift-Command AMC 


(Continued) 


Pump Front Bushing Remover & ' i : ; 
installer (M-11 & M-12 1967-69) 3 J 23499 oe Checking Fixture 1967-71 
(Use with J 8092) 
Adapter Plate Bushing Installer 
(M-11 & M-12 1967-69) 
(Use with J 8092) 
Torque Command AMC 
J 3387-2 
=> J 5403 
6S | 5 5886-01 
Se J 6083 
tel macaxcemmemIORDE ys 
J 7004-3 
J 9617 
J 21232-01 



















Pressure Test Set (727, 904, 998)— 


Pilot Stud (2 required)—1972-75 
1972-75 


(727, 904, 998) J 24027 





Snap Ring Pliers (727, 904, 998)— 


1972-75 #21 Internal J 24028 Speedometer Pinion Seal & 


Retainer Installer (All)—1972-75 





Kickdown Valve Gauge (727, 904, 


Snap Ring Pliers (727, 904, 998)— J 24031 998)—1972-75 


1972-75 





I | 
[ fh 
: E A : Q) 
3 E S Z 


Reaction Shaft Bushing Installer 
(904 & 998)—1972-75 


Front Clutch Spring Compressor— 


1972-75 (904, 998) J 24032 


Pump Rotor Alignment Tool (904 


Snap Ring Pliers—1972-75 (727, 
& 998)—1972-75 


904, 998) #423 External J 24033 


Slide Hammer Bolts (727, 904, 
998)—1972-75 (Used With Slide 
Hammer Knockers J 6585) 


Reaction Shaft Bushing Remover 


J 24036 (904 & 998)—1972-75 





Reaction Shaft Bushing Remover 


Extension Housing Yoke Seal 
(727)—1972-75 


Installer (727, 904, 998)—1972-75 J 24037 


wave 





Front Pump Oil Seal Installer 


(904, 998)—1972-75 J 24038 Reaction Shaft Bushing Installer 


(727)—1972-75 


Front Pump Oil Seal Installer 


(727)—1972-75 J 24039 Front Clutch Retainer Bushing Rem. 


& Inst. (727)—1972-75 





Front Pump Oil Seal Remover 


(Steering Wheel Puller)—1972-75 Input Shaft Bushing Installer (727) 


J 24040 





(727, 904, 998) used with J 22205 —1972-75 
Front Pump Oil Seal Remover (Legs) . 

J22205 | —1972-75 (727, 904, 998) used yzenay | Wnpas Shett Bushing Meme 
with J 21232-01 


Front Clutch Spring Compressor and 
J 24042 Overrunning Clutch Cam Installer 
(727)—1972-75 


Transmission Holding Fixture (727, 
904, 998)—1972-75 





4] 


ve 








Kent-Moore #47#-¢4xER, Special Service Tools TRANSMISSION 


Torque Command ened 


( i J 24043 
o> 524044 
gS J 24045 












Oil Pump Bushing Remover & 


Valve Body Support Stand (727, ) « 
ie J24055" | installer (727)—1972-75 


904, 998)—1972-75 





Kickdown Band Adjustment Adapter 
J 24063 (727, 904, 998)—1972-75 used 
with % square socket & J 5853 
(0-100 Ib.) Torque wrench 





Detent Ball Retainer (727, 904, 
998)—1972-75 


Pump Rotor Alignment Tool (727)— 
1972-75 


Front Clutch Bushing Remover & 


Installer (904, & 998)—1972-75 
Pilot Stud (2 Required) (727, 904, 
~~ J 24048" 324108 | 998)-1972-75 
J 24049* 


Automatic POWERGLIDE—CHEVROLET 


(Cast Iron & Aluminum) PONTIAC (M-35) 
cs 
—= 
CC Il } Pilot Stud Set 
—? 0 Front Pump Driver 


Planet Pinion Pin Assembly Tool 
(Pair) 


J 24064* 


(On 
‘We 


Extension Housing Bushing Rem. 
& Inst. (727)—1972-75 





Oil Pump Bushing Rem. & Installer 
(727)—1972-75 





| 









Differential Holding Fixture 
(Must be Used with J 23541 
Holding Fixture) 


Accumulator Retainer Pliers 
J 5403 (#21 Internal) 









J 5814-01 Speedometer Gear & Rear Bearing 


Servo Ring Compressor (1950-61) Remover & Installer 


Reverse Servo Piston Apply 
Spring Compressor 





J 6839 Front Pump Oil Seal Installer 








J 7079-2 Driver Handle (Non-threaded type) 


J 7674-01 Vacuum Modulator Wrench (.899”) 


! 
i 


Clutch Spring Compressor 


J 7782 Adapter Plate 


° 
He 


Clutch Spring Compressor J 8039 Snap Ring Pliers 





Front Pump Slide Hammer 


Transmission Housing Extension 
Adapter Bolts (Pair) 


Oil Seal Installer 


Converter Assembly Holding Tool 
Fax |! 5384 (1953-61) 


For complete tool listing and price information, refer to the Numerical Price List. 


J 9539 





I 
Hi 


J 9543 Vacuum Modulator Wrench (1”) 





7? 
a 


48 











TRANSMISSION Kent-Moore #47#-344KER, Special Service Tools 





r, POWERGLIDE—CHEVROLET 
Automatic (Cast Iron & Aluminum) PONTIAC (M-35)—(Continued) 
Clutch Drum Bushing Remover & Transmission Pressure 
ne3,\ Installer (Chevy Il—1962 and up) (6) Gauge & Hose 
Converter Holding Strap ie 
stat: eee maid (Chevy Il—1962 and up) en 


f Transmission End Case Bushing 
ik (ot) J 9557 Remover & Installer 
(Chevy Il—1962 and up) 


| Powerglide Low Band Adjuster 
r J 21848 (1962 and up) 


1B naa J 8360 Transmission Bushing Installer Set 
J 8365 Manual Valve Lever Gauge 
SUPER TURBINE 300BUICK— TURBINE TYPE JETAWAY—OLDSMOBILE 
HYDRA-MATIC—PONTIAC 


| J 4670-01 
| yee STTE> | 5 4880 


J 5154-01 
J 5586 





Clutch Spring Compressor 
J 23327 | (Use with J 23466 Adapter) 





Clutch Spring Compressor Adapter 
J 23466 (Use with J 23327—Pont. 1970 
M-35 Trans.) 








Transmission Holding Fixture 
J 23541 | (Use with J 3289-01) 





POWERGLIDE—CORVAIR 






Brake Piston Spring Compressor 
(1962 and up) 





Clutch Spring Compressor J 7782 





Ww 
ro 
Ge 


Transmission Front 
Pump Assembly 
Remover (Pair) (1960-62) 








Installer Handle 
(Non-threaded type) 










Universal Pressure Gauge 
J 5907 (0-300 P.S.1. with 9 ft. Hose) 





Clutch Spring Compressor (Buick) 


Pump & Support Assembly 
J 6125 Remover (Pair) (Olds., Pontiac) 
(~>."”—18 Threaa) 





Base & Screw Assembly 
(Use with J 8763-02) 













Forward Clutch 
Spring Compressor 
(Use with J 6129 
& J 21664) (Olds.) 





Forward Clutch Spring Compressor 


J 6129 (Olds.) 












Slide Hammers—Front Pump 
J 7004 Assembly Remover (Pair) (Buick) 
(3¥e"—16 Thread) 


#22 Tru-Arc Snap Ring Pliers, 
External (Buick & Olds.) 







Extension Housing Oil Seal 
Installer (Olds., Pontiac) 








J 8001 Dial Indicator Set (Olds.) 





External Vacuum Grip Snap Ring 


Pliers (Buick & Olds.) J 8092 Drive Handle (Threaded type) 






Y 
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_ Kent-Moore #47#-AKER, Special Service Tools TRANSMISSION 


ont iW 





































Distributor Shaft Pilot Bearing 
Remover (Planet Carrier Bushing 
Remover) (Use with J 7004-1) 


(Olds.) 


J 21470 Speedo Gear Installer (Buick) 





Automatic SUPER TURBINE 300—BUICK TURBINE TYPE JETAWAY—OLDSMOBILE 1 
TURBO-HYDRAMATIC—PONTIAC—(Continued) i 
Speedo Gear Remover (Use with T ission Bushi ; i 

— ee Tronemiagion Bushing Servies 0h amy 

F eit 74." Allen Wrench Socket (" Drive) Rear Oil Seal Installer | 
; T ission Holding Fixt Speedo Gear R (P | 
| ransmission Holding Fixture peedo Gear Remover ti ; 
; kK \\_ | J 8763-02 | (ise with J 3289-20) J 21427-01 | (Ose with J 8433) (Buick). se i 
a 

wy _ | J 8853 Press Plate (Buick) Bushing Service Set | 

| 


ars 
a me 
om 
> J 21368 

=i 
am 






J 21547 





Modulator Valve Spring ' 


Speedo Gear Remover (Buick) Cc s (Buick) 
ompressor 





J 21558 Check Valve Installer (Buick, Olds.) 





Shifter Shaft Seal Installer (Olds.) 


Pump Oil Seal Installer 





Check Valve Seat Remover 
(Use with 3" x 16 Thread 
Slide Hammer) 


Compressor Adaptor (Use with " 
J 4670-01 & J 6129) i 


: Low Servo Cover Remover & i} 
“ES J 22269-01 installer (Buick, Olds.) } 
i 

| 


Governor Bore Bushing ‘4 
Installation Tool Set ) 


J 21664 






Converter Holding Strap (Buick) 


Pump Body & Cover Alignment 
Band (Olds., Buick) 





J 22976 


ease eee eee err eh OO eee ee re eee ee ee 
aa Ea PE ee ee ee oe eee eee ee ee oe ee 
4 






j 
) 
: 
Converter Leak Test Fixture J 23327 Reverse Clutch Spring Compressor 
j 


Converter Stator & Turbine 
End Play Checking Fixture 
(Buick, Pontiac, Olds.) 





—— 








For complete tool listing and price information, refer to the Numerical Price List. 
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TRANSMISSION Kent-Moore #47#-¥@AKER, Special Service Tools 


Automatic TURBO HYDRA-MATIC 250 & 350—CHEVROLET, 


| OLDS, PONTIAC (M-38), BUICK 
| : _15 | Stator Shaft Bushing Remover 
| Od Den rca 
Converter Hub & Extension Housing 
| J 2619-01 j= J 21465-17 | Bushing Remover & Installer (Use 
| with J 8092) Large Prop Shaft 
| o 
J 3289-20 
| _ SS J 5586 
| —_}-— 
i J 7004 
— 

an J 8092 
| LY J 8763-02 
ere J 9534-01 
I li | 
| alla; J 21359 
~ 
pomp a SO J 21366 
== J 21424-7 
J 21424-9 
A 
we 
Seis 2:1465-13 




























Clutch Spring Compressor (Buick) 





Slide Hammer (5%" x 18 with 
1%" x 13 Adapter) 


Transmission Holding Fixture Base 
(Used with J 8763-02) 





Direct Clutch Accumulator Piston 
I } J 22269-01 Remover & Installer 


Governor Bore Bushing 
J 22976 Installation Tool Set 


External Vacuum Grip Snap Ring 
Pliers 


Bushing Service Tool Set 


Slide Hammers (Pair) (for pump J 23062 (Use with J 8092) 


body removal) (%4" x 16 thread) 







J 23069 Accumulator Cover Remover & 


Driver Handle (Threaded type) Install 
nstaller 





Transmission Holding Fixture 


(Use with J 3289-20) J 23071 Band Apply Pin Gauge 


T 
BOG 


Output Shaft Bushing Remover 


Output Shaft Yoke Seal Remover & 
(Use with J 7004-1) J 23103 


Installer (Olds., Buick, Chevrolet) 





Pump Oil Seal Installer J 23112 Pump Check Valve Seat Installer 


Converter Holding Strap (Buick) J 23134 Pump Check Valve Seat Remover 


\ = 


Converter Leak Test Fixture Jj 23327 Clutch Spring Compressor 


| 


Stator Shaft Bushing Installer 


; Direct Clutch Bushing Installer 
(Front) (Use with J 8092) 


J 23329 | (Use with J 8092) (Chevrolet) 





Extension Housing Bushing 
Remover & Installer 
(Use with J 8092) 


Transmission Band Adjuster 
J 24367 (Turbo 250 Only) 














Extension Housing Oil Seal Installer 


Transmission Modulator Checking 
(Small Prop Shaft) 


J 24466 Tool (T-H 350 & 400) 


Driver Handle Extension 
(Use with J 8092) 


o1 








Kent-Moore #A7#-MAAKER, Special Service Tools 





Automatic 


= 
Se 
Se 
=o 
Sp on 
oe 





OO oe ee ee ee ee ee ee ee ee ae ee ee ee a 


a iat Mich A ieee ie altel iat a et ee i ee) ge ie 





——_———— 
— 


TURBO HYDRA-MATIC 375, 400 & 425—CADILLAC, CHEVROLET, 


OLDSMOBILE, PONTIAC (M-40) & BUICK 


Clutch Spring Compressor (Buick) 


Base & Screw Assembly 
(Use with J 8763-02) 


Internal Snap Ring Pliers— 
Tru-Arc #45 (Cadillac) 


Clutch Spring Compressor 
(See J 6129) (Cadillac, Chevrolet, 
Olds., Pontiac) 


425 Internal Snap Ring Pliers 
For Pump Shaft Bearing Retainer 
Remover & Installer 


Converter Assembly Holding Tool 
(Use with J 21366) (Chevrolet) 





Snap Ring Pliers for Low Band 
Drive Valve (421 Internal) 


Snap Ring Pliers—External 
Vacuum Grip 
(Buick, Pontiac) 


Speedometer Gear Installer 


Universal Pressure Gauge Set 
(0-300 P.S.1I.) 9 ft. Hose 


Clutch Unit Holding Fixture 


Pump & Support 

Assembly Remover 

(Pair) (Cadillac, Olds., Pontiac) 
(~5”—18 Thread) 








Rear Unit Release Spring 
Compressor (Cadillac, Olds., 
Pontiac) 






Rear Oil Pump Bearing & Speedo 
Gear Installer (Pontiac) 


Front Pump Assembly Remover 
(Pair) (Buick) (34”—16 Thread) 



















J 8763-02 
- 
z 


TRANSMISSION 


at 
ra 

l 
‘i 

ut 
bg 
ih 
it 
i | 
¥) 





Dial Indicator Set 


: OP TE OLE AO SIS = POLIT TE ERR 


Snap Ring Pliers—External Parallel 
Opening Jaws 


Driver Handle (Threaded) 


bee a 0 rw a et rn te ro 
PRR SES 


Crankshaft Gear Puller (Used to 
Pull Speedo Gear) (Chevrolet) 


Oil Passage Blow Gun—Air— 
Hose Adapter 


Speedo Gear Puller 
(used with J21427-01) 


Transmission Holding Fixture 
(Use with J 3289-20 Base) 


Front Pump Slide Hammer Adapter 
(Pair) (Use with J 6125) 
(Chevrolet) (3#4”—16 Thread) 


Speedo-Gear Remover (Use with 
J 21427-01) (Buick) 


Extension Housing Bushing 
Remover & Installer (Buick) 


Speedo Gear Installer (Pontiac) 


Extension Housing & Pump Oil 
Seal Installer (1972-75) 


Check Valve Seat Installer 


Check Valve Seat Remover 
(Used with J 7004-1) 


Forward & Direct Clutch Inner 
Seal Protector 


For complete tool listing and price information, refer to the Numerical Price List. 
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TRANSMISSION Kent-Moore #A47#-M@AKER, Special Service Tools 
Automatic TURBO HYDRA-MATIC 375, 400 & 425—CADILLAC, CHEVROLET, 


OLDSMOBILE, PONTIAC (M-40) & BUICK—(Continued) 







Second Clutch Inner Seal 


Protector J 21465-01 | Bushing Service Set 


ap J 21363 
©) J 21364 


Extension Housing Bushing 
Installer-1972-75 


Oil Cooler Pipe Wrench 
a J 21477 (Cadillac, Pontiac) 
— 


Support Adapter (Use with 


J 21465-17 






J 6116-01) 





Converter Holding Strap 


oe 
alot 
= 
== 
lon 
= 
O em 
=o 
cl 


J 21464 





Rear Sprag Installer 
(Cadillac, Pontiac) 






J 21654 


ct ——_J } 

Q———mf in. Speedometer Drive Gear 
Compressor Adapter (Used with 

= J 21664 =|}. 4670-01) (Cadillac, Chevrolet) 


Gear Unit Holding Tool 
(Used with J 7004-1) (Buick, 
Cadillac, Chevrolet, Olds., Pontiac) 


Thumb Screw (Used with 
J 21795-4 | 1°51795-02 (Cadillac) 
Speedometer Drive Gear Bolts 
J 21797 (Used with J 21427-01) (Cadillac) 


Speedometer Gear Removing Bolts 
(Use with J 8433) (Pontiac) 


J) 22182 Extension Housing Bushing 
Remover & Installer (Chevrolet) 
Transmission Holding Fixture (Used 
J 22719 & J 23930 Engine Stand) 
(Toronado, Eldorado) 

Forward Clutch End Play Checking 
==ise J 22241 Tool (Toronado, Eldorado) 
tJ J 22269-01 

Holding Fixture Adapter (Used to 
J 22719 adapt J 22240 to J 23930 
Engine Stand) (Toronado, Eldorado) 


Converter Holding Tool (Olds.) 


cS 
2 J 
\ A 






Pump Body & Cover Alignment 
Band 







Converter Leak Test Fixture 
(Buick, Olds.) 







Band to Apply Pin Gauge 
(Used with J 21370-6) (Cadillac) 


yg 


J 21795-02 












Band to Apply Pin Gauge 
(Used with J 21370-6) 









Band to Apply Pin Assembly 
Used with J 21370-4, -5, -7, -8) 













Band to Apply Pin Gauge 
(Used with J 21370-6, -8) 
(Toronado, Eldorado) 










Band to Apply Pin Selector Plate 
(Used with J 21370-6, -7) 
(Toronado, Eldorado) 














Converter Stator & Turbine 
End-Play Checking 
Fixture (Buick, Olds.) 













Forward & Direct 
Clutch Outer Seal 
Protector (Buick, Olds.) 







Speedo Gear Remover 


(Used with J 8433) Accumulator Piston Remover 







Extension Housing Oil Seal 


Installer (Buick, Cadillac, 
Chevrolet) (1965-1971) 

















TRANSMISSION 


) 
_ Kent-Moore #47#-#£4nG7, Special Service Tools 
ee hoe i 


OLDSMOBILE, PONTIAC (M-40) & BUICK—(Continued) 


. —_——s Transmission Holding Bracket 

Ps oe J 22743 | (Used with J 8763-02) 

(Toronado, Eldorado) 

a ——— 

—_—=— Governor Bore Bushing Installer 

> / J 22976 Tool Set 

6) 

: ill 

| - / J 23093 Center Support Locating Tool 

; a J 23327 Reverse Clutch Spring Compressor 
J 23738 Hand Operated Vacuum Pump 


Propeller Shaft Yoke Seal Remover 
Cn! =| 524144 =| a 'installer (Olds. 375 Trans.) 


: . TURBO HYDRA-MATIC 375, 400 & 425—CADILLAC, CHEVROLET, 
) Automatic : 


J 24146 Cooler Line Wrench—Cad. 72-75 


Intermediate Clutch Pack 
Alignment Tool (T-H 375 & 400) 


RiGE 


Transmission Modulator Checking 
J 24466 Tool (T-H 400 & 350) 


Front Accumulator Piston 
J 24675 Adapter (Use with J 22269-01) 
T-H 400 


Pressure Regulator Valve R&R 








OPEL 3-SPEED AUTOMATIC TRANSMISSION 


Due: J 2590-02 
1 J 3289-20 








Cape Chisel (Reaction Sun Gear 


J 8400-1 Drum Bushing Remover) 


Clutch Spring Compressor 




















J 8763-02 Transmission Holding Fixture 


Holding Fixture Base 
(Use with J 3289-20) 


(Use with J 8763-02) 


Aligning Pin (54¢”—18) 


(2 required) J 23359 Converter Housing Seal Installer 


Universal Pressure Gauge Set 


(9 ft. Hose; 0-300 P.S.1.) J 21369-01 | Converter Leak Test Fixture 





Extension Housing Bushing 
J 21424-9 | Remover & Installer 
(Use with J 8092) 


E> J 21426 Extension Housing Seal Installer 


Converter Housing Bushing 
Remover & Installer 






Torque Wrench (0-50 in. Ibs.) 





Slide Hammer (Use with J 23129) 
(34"—16 Thread) 


External Snap Ring Pliers— 


Parallel Opening Jaws J 21465-17 


Servo & Third Clutch Piston 


J 23075 Spring Compressor 


Driver Handle (Threaded type) 


\ 
PRUE 





For complete tool listing and price information, refer to the Numerical Price List. 
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Kent-Moore #47#-#4KER, Special Service Tools 





7 OPEL 3-SPEED AUTOMATIC TRANSMISSION 
Automatic eer de 


J 23080 Second Clutch Piston Seal Installer KS J 23129 Wis enn eS ie Slide Hammar’ 
Converter Housing to Oil Pump & & & Bushing Service Tool Set 
J 23082 | Aligning Tool J 23130 | (Use with J 8092) 
4 . 
ee ae ig Oil Pump Hub to Second Clutch ' 
—————— J 23085 Gauging Tool J 23729 Torque Wrench (0-50 ft. Ibs.) 
t= J 23100 Vacuum Modulator Wrench 134" Posie fan 
f 
Rear Axle Shaft BEARING REMOVERS AND INSTALLERS 
! 
| 
: Axia Baad Axle Bearing & 
H ih xle bearing f Retainer Rin ~ saan. 
_———— J 943 Cup Remover CAD.—1970-75 oO J 9436-01 laete line (Use CHEVY I1—1962-63 
with J 358-1) 
| Axle Shaft Bearing 
agy® J 2986-01 Remover & Installer | ©A2-—Al! thru 1969 Sr J 21022-02 
Axle Shaft Bearing 
J 6257 Retainer Ring J 21051 
J 6525-01 

























Axle Shaft Bearing 
Installer (Used 
with J 358-1) 


PONT.—1963-70 
84%” Ring Gear 








Axle Shaft Bearing 
& Oil Seal Installer 
(Used with 

J 8092 Handle) 









BUICK —1963 


CAD.—1957-75 PONT.—1964-70 






Installer (Used with 
J 6407 Holder) 





ALL GM 
Used with hydraulic 
equip. 


Axle Shaft Bearing 
Remover 


Axle Shaft Bearing OPEL KADETT— 
Installer thru 75 





J 21684 


Axle Shaft Bearing 
and Retainer Ring 
Installer 














Axle Shaft Bearing 
Remover (Used with | OPEL KADETT— 
J 8805-01) 


CHEV.—1957-64 J Ziz21i 











Axle Bearing 
Remover (Used 
with J 6407) 


BU., CHEV., OLDS., 
PONT.—Small & Lg. 
Shaft 1970-75 









Axle Shaft Bearing 


& Retainer Inst. J 21858 


PONT.—1965-70 






Axle Shaft Bearing 
Remover Adapter 

(Used with 
J 6525-01) 


““C’’ Lock Axle Shaft 
Bearing & Seal 
Remover (Used with 
J 2619-01) 






BU.—1961-64: 40-41; 
1961-68 :43; 1965-69: 
44-45; 1968: 46-48-49 


PONT., BU., CHEYV., 
OLDS.—1968-75 
Small Shaft 













J 22813-01 










Axle Shaft Bearing 
& Retainer Installer 
(Used with 

J 6407 Holder) 





Axle Shaft Bearing 
Remover (Used 
with J 2619-01) 






OPEL—1968-75 


PEL—1968-75 1.5 
l Big Axle 


9 Liter 


: J 22935 


ffo 
CULILIEVEUEILILINY 






Axle Shaft Bearing 
J 22936 Installer (Used 
with J 8092) 


Axle Shaft Bearing 
Remover 


OLDS.—1961-67 


O PEL—1968-75 
F-85—1961-67 i 


Big Axle 








Axle Shaft Bearing 
Remover 


Axle Shaft Bearing 


J 23133 Remover 


BUICK —1969-75 





99 


























EA 
Rear Axle Shatt BEARING REMOVERS: AND INSTALLERS 


BUICK 1971-75 
“‘C’’ Lock Axle Shaft eee 
J 23399 J 23690 Bearing Installer CHEV, —1971.78 
Large Shaft 
) ©” Lock Axle Shaft | BUICK—71-75 
tape “*C’’ Lock Axle Sha —71- 
S255 J 23765 Bearing Installer eee cee 
Small Shaft 
| &£oes 
; i 
| Axle Bearing 
J 23507 J 24489 Remover (Use with | cORVETTE—1963-75 
n J 8433 Holder) 
Rear Wheel 
+ £2608 J 24490 | Spindle Installer CORVETTE—1963-75 
J 23689 














Axle Shaft Bearing 


AD.—1970-7 
Plate & Remover . : 


OLDS—1970-75 
Small Shaft 

CHEV.—1970-75 
Small Shaft 









Axle Shaft Bearing 
Remover 













Axle Shaft Bearing 
Remover 


PONT.—1970-75 
Small Shaft 














Axle Shaft Bearing 
Remover 


BU.—1970 Estate 
Wagon 










OLDS., CHEV., & 
PONT.—1969-75 
Large Shaft 









Axle Shaft Bearing 
Remover 











OLDS.—1971-75 





‘‘C’’ Lock Axle Shaft 





BUICK —1971-75 Cc tte Shim 
: _ | PONT.—1971-75 24626 orvette onl CORVETTE—1963-75 
Bearing & Seal Rem CHEV <1971.75 J Selector 























BU.—1964-67: 40-41 
Axle Shaft Seal . 
Installer 





Axle Shaft Seal 
Remover 





J 21129 


J 21788 
Axle Shaft Seal 
c—() J 21796 ‘ean PONT.—1965-70 


-70 
FIREBIRD—1967-69 






“‘C’’ Lock Axle 
Shaft Seal Remover 
(Used with 

J 2619-01 Hammer) 


Axle Shaft Seal 
Installer 





AMC—8/4” Ring 
Gear Axles 









Axle Shaft Seal 
Installer 





J 8610-01 
- y- Axle Shaft Seal AMC ALL—7%e-” 
cml ¢ J 9431 Installer Ring Gear ig 














i Axle Shaft Seal take. Drive Spindle Outer 
la 2 gro eee CAD.—1963-69 jmew (eee CORVAIR—1965-68 
J 21871 Axle Shaft Seal OLDS.—1965-70 


Installer 





an 
Be 2)). [5 2zoss | Sue shat esting Come ietp | / 22679 
; eee Cie 


‘“C’’ Lock Axle Shaft 
Seal Installer 


Axle Shaft Seal 


Installer OLDS. F-85—1968 









BU., OLDS., PONT., 
CHEV.—1968-75 
Large Shaft 


Axle Shaft Seal 
Installer 















J 21128 J 22680 OLDS.—1968 Wagon 


For complete tool listing and price information, refer to the Numerical Price List. 


SS Tt 


J 21837 ee Inner | corvalR—1965-68 


aegis t ———— 





res oe 2s ee 


= = ee ed 
= = a - 


a ee 





9/ 


Kent-Moore A7#-#@AKER, Special Service Tools 





SEAL REMOVERS, INSTALLERS, SPACERS & PROTECTORS 
Rear Axle Shatt “eh 


rman Axle Shaft Seal BU.—1967-68 45 
J 22749 Installer Series 69-70 (43-44) VY 
**C’’ Lock 
Ei, pire Spars Sant BU.—1968 45 Series SQ 4.23771 | Axle Shaft CHEV 197175 
<soreies omeel Seal Installer Small Shaft 
a wit pf 
| 697 & 698 
ww, 


Axle Shaft Seal 


installer OLDS.—1965-70 











Axle Shaft Seal 
Protector 








J 23389 








REMOVERS & GAUGES 


















Drive Spindle 
Remover (2 Req’d) 


Axle Shaft End 


CORVAIR—1965-68 
Play Gauge 










Drive Spindle 
Spacer Selector 
Gauge 






Axle Shaft Remover C ORVAIR— 1965-68 







J 2498 
Axle Shaft Remover | = : , 

J 8805-01 | (Used with OPEL—All thru 1975 on Spindle 
J 2619-01 Hammer) | emover 
Axle Shaft Remover ; 

J 21579 (Used with All non-C Lock GM axles rng Shim 
J 2619-01 Hammer) 











CORVETTE—1963-73 


















CORVETTE—1963-75 






















Pinion COMPANION SHAFT AND GENERAL 
= Pinion Bearing 

S O6I6-08 | iolier dh Remover |" ot J 21699-01 | Preload Adjusting | thy i971, 1.1 Liter 
lt Nut Wrench 








Companion Flange | CHEVY Il- Pinion Holding hae 
















alae 








73 8! 10-50-80 (232, 287, 
Installer ps a Wrench 327) 1966 01 (290) 
Large Axle 
Companion Flange 
0 SS ier) Holder Remover —— 
J 21044-01 | Adapters (Set of 2) | CAD.—1963-75 alga thru I971, Lt Lite 
mt (Used with ” 
J 8614-01) 







CHEV.—1965-75 
BUIC K—1965-75 
PONT.—1963-75 
OLDS.—1965-75 


Companion Flange 
Remover Adapter 
(2 Req’d) 







BU.— 1964-65: 46-48 
1964: 44-47 

1965: 45-49 
1968-70: 46-48-49 








Pinion Holding Tool 









oq — iam J 21619 
=f Cc ion Fl 
| ompanion Flange 
J 21697-01 Nut Wrench 





OPEL KADETT— 


thru 1971, 1.1 Liter Pinion Driver CHEV., BU., PONT., 


OLDS.—1965-75 












Kent-Moore #A47#-#4K2R, Special Service Tools AXLE 


- 2s COMPANION SHAFT AND GENERAL y 
\Pinion : 















(Continued) 
Gum @omum, 
Companion Flange AMC—1967-75 Pinion Assembl 
4 22575 Nut Socket 8%” Ring Gear SEOw a sone Puller ; aia i | 
©OSOoO } 











—x 


Pinion Holding 
Wrench 





PEL—1968-75 1.5 
1.9 Liter 


S eaiitesoad 


0 
& 





_ J 22932 
J 22937-01 
J 22938-01 & 1.9 Liter 
Drive Pinion & Yoke 
> J 23311 CAD.—1970-75 J 24649 Run-out Gauge AMC 
(Use with J 7872) 
| PP <a ” Companion Flange i 
yf Xe inion Assembly Runout Gauge im 
Ss J 23320 | Holding Fixture CAD. — IETS J 24798 | (Double Cardan) ALL GM - 
use with J 7872 i 


i 
BEARING AND CUP REMOVERS AND INSTALLERS : 

. J 996 

J 3940 
= 


J 23410 Torque Multiplier CAD.—1970-75 
Torque Multiplier 
21 J 23413 Link (Used with CAD.—1970-75 
J 23410) 
Companion Flange 
J 23906 Runout Gauge ALL GM SAGINAW 
(Single Cardan) Propshaft 





















Pinion Barrel 
Spline Remover 





‘ L—1968-75 1.5 


0 
& 1.9 Liter 





ta ps «ES 
a a ta ie TAT ga sige 













Pinion Barrel 
Spline Installer 


OPEL—1968-75 1.5 


Se, 





SSS eas 


Pinion Guide Pin 
(3 Required) 


A eS 
———— zi Sa GASITUIP 


abe 


























Rear Pinion Bearing 
installer (Used with 
J 8092 Handle) 






DANA-30 \ 
BU.— 1964-66: 40-41 ; 
1964-70: 43-44-45 | 
CHEV.—1962-73 i 
OLDS.—1964-65 Hi 
AMC—1961-75 small li 


ALL—Spicer 23 
CHEV.—1964-73 84%” 
ring gear 


CHEV.—1946-50 


AMC—1958-64: V-8 




















Front Pinion 
Bearing Installer 
(Used with 

Rear Pinion Bearing J 8092 Handle) 
Remover (Used with 


J 358-1 Holder) 


84%” Ring Gear; i 
1975—6%” & 7%” Ht 
CHEV.—1971-75— Hi 
6%” & 7” 4 


Front Pinion 


Bearing Cup CHEVY I1—1962-72 






PONT.—1963 4 
& Installer 1964: 10 (232) Pal AMC—1968-75 7%6” i 
(Use with J 8092) Rear Pinion Bearing | Small Axle iH 









OLDS.—1963-64 Hi 


installer (Used with OPEL 1968-75 1.5 H 


coe ~ — 


DANA-30 
CHEV.—1964-73 
yes 


84%” Ring Gear 
For complete tool listing and price information, refer to the Numerical Price List. 


& 1.9 Liter 
Bestia Cob Chet bowr.— 
Remover 1975 75” . 





























AMC—1965-75 844” 

BU., CHEV., PONT., i 
OLDS.—1964-75 i 
814” Ring Gear 4] 


Rear Pinion Cup 
Installer (Used with 
J 8092 Handle) 


Rear Pinion Bearing 
installer 





1971-75 644", 74” 
Ring Gear 
AMC—7%e” R.G. 














AD.—19/0-75 
BUICK—1971-62 
(Front) 44-46-47-48 
1970: All 
OLDS.—1957-64 


(Front) Series 
PONT.—1957-75 84%” 






OLDS.—1964-75 
BUICK—1964-75 
CHEV.—1964-75 
PONT.—1964-75 
8%” Ring Gear 


Pinion Bearing Cup 
Installer (Used with 
J 8092 Handle) 


Rear Pinion Bearing 
Cone Installer 
(Used with J 6407) 





CHEV.—1965-75 
BUICK—1970-75 
OLDS.—1957-75 
PONT.—1959-75 8%” 
& 9%” Ring Gear 






Rear Pinion Bearing 
Installer (Used with 
J 6407 Holder) 












Ring Gear Hi 
BU., CHEV., PONT., : 
OLDS.—1964-75 
8%” Ring Gear 
OPEL—1968-75 1.5 
& 1.9 Liter il 
PONT.—1975 6%” 
CHEV.—1971-75 64” | 
CAD.—1970-75 


Front Pinion Cup 
Installer (Used with 
J 8092 Handle) 









Rear Pinion Bearing 
Remover (Used with 
J 358-1 Holder) 








V.—1957-70 


E 
RVAIR—1960-65 


Ni 

AMC—1965-75 8%” 

1 

CH 1 
co | 
| 

} 





98 





AXLE Kent-Moore #47%-44KER, Special Service Tools 





es BEARING AND CUP REMOVERS AND INSTALLERS 
Pinion (Continued) 













BU.—1968-75 
OLDS.—1968-75 
PONT.—1968-75 
CHEV.—1968-75 
84%” Ring Gear 

















Rear Pinion Bearing 
Cup Remover 
(Use with J 8092) 


Rear Pinion Bearing 
Remover 






AMC—8)4” Ring 
Gear Axles 


J 21786 


e 


J 8612 
J 9349 















Front Pinion 


Rear Pinion Bearing 
Bearing Cup 


Cup Remover 









AMC—1961-75 AMC—8%” Ring 
































(Use with Aa” Ring Gear Remover (Use Gear Axles 

J 8592 Handle) with J 8092) 
| Front Pinion mS ; 
: Rear Pinion Bearing 
Bearing Cup AMC—1961-75 : —1965- 
laa Remover (Use with | 7%s” Ring Gear Remover (Use with | FEV. [30°70 
| J 8592 Handle) J 6407 Holder) 
\ 








Rear Pinion Bearing 







| BU., OLDS., PONT., ss 
| Cup +g. sgh CHEV. 1963-75 25, Rear Pinion Bearing | (FY. FONT. 
(Used wit 8/44” -934” Ring Gear [ .'s Remover OPEL thru 1975 


J 8092 Handle) 


J 9745 
































Rear Pinion Bearing | BU., OLDS., PONT. ‘ Rear Pinion Bearing 
J 9746-02 CHEV.—1963-75 fon ae 
soe Remover 814" -934"” Ring Gear ‘ . Remover Light Duty 
: 
H or . ry ae . 
61 - 71 ” ue" 
| Rear Pinion Bearing | 6%”,7%” & 8% Rear Pinion Bearing | 445 _ 1970-75 


installer Ring Gear Installer 








=> J 8340-01 


= 


q | —) | J 9347 
J 9348 














BU.—1964-67; 

40-41-43-44-45 Inner & Outer 
OLDS.—1964-68 Bearing Cup 
Remover (Use with 
J 8092 Handle) 







CAD.—1970 Inner 


Rear Pinion Bearing 
only; 1971-75—All 


Remover 














81%” Ring Gear 







Outer Pinion 
Bearing Cup 







Front Pinion Bearing 












OPEL KADETT 

























Cup Installer (Use eat ; CAD.—1970-75 
with J 8092 Handle) | lis iaaia 
Rear Pinion Bearing OPEL KADETT— a 

| Cup Installer (Use thru Rear Pinion G M—-H Series 






with J 8092 Handle) | 1971 1.1 Liter Bearing Remover 7%” Ring Gear 








— 
=", 
cnees 
SS 
D 
(Se) 








Pinion Bearing Cup 
Remover & Installer 
(Used with J 358-1) 







OPEL KADETT— 
thru 
1971 1.1 Liter 








SEAL REMOVERS AND INSTALLERS 






CORVAIR—with 
Automatic Trans. 
TEMP.—1961-63 
21 Series 





Pinion Adjusting 
Sleeve Seal Installer 













Pinion Oil Seal BU.—1963-70: 46-48 
J 21005-01 1962-64: 44-47 
sos Installer 1965-70: 45-49 
Pinion Oil Seal 
J 21113 lnetalter CAD.—1963 -69 
Pinion Oil Seal PONT.. BUICK 
et J 21128 installer 1965-75 


Pinion Oil Seal AMC—1961-75 ‘a =| J 21285-01 | Pinion Oil Seal OLDS.—1964-70 
installer 7%.” Ring Gear Installer PONT.—1963-73 8%” 









Pinion Oil Seal 


Remover AMC—1967-75 















Pinion Oil Seal 
Protector 






AMC—1961-75 
7%e6” Ring Gear 
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Kent-Moore #A7#-MAKER, Special Service Tools 


- @ SEAL REMOVERS AND INSTALLERS 
) Pinion (Gortinued) 






ae inns. 






Pinion Oil Seal CHEV.—1964-73 | 
J 21468 Installer (Use with light duty 
J 9458) 8%” ring gear 


Caw 
Pinion Oil Seal OPEL KADETT—thru 
Z + Riaee installer 1971 1.1 Liter 






G M—8%” Ring Gear 
Axl 


es 
GM—1975 6%, 7% 
& 84%” Ring Gear 


Pinion Oil Seal 


J 22804-2 | corcer 









CHEV.—1968-70 
OLDS.—‘'C’’ Axles 













Pinion Oil Seal 






















J 22836 thru 70 : 

Installer PONT.—“C” Axles 1 

thru 70 

Pinion Oil Seal BU., CHEV., OLDS., “ee 1 Pinion Oil Seal OPEL—1968-75 1.5 i 

J 22388 installer PONT.—1971-75 crmaryfle J 22931 Installer & 1.9 Liter : 
iq 












Pinion Oil Seal 
Installer 





CAD.—1970-75 














J 22661 Pinion Oil Seal AMC—AIl Axles ) 23318 
Installer : SS 


Pinion Oil Seal M—8%” Ring G aan 
J 22804-1 Spacer ities ‘ — (Gar | bag 





Pinion Oil Sea! 
Installer (Use with 
J 22804-2 Spacer) 






PONT., CHEV. 

84” Ring Gear Axles 
G M 6”, TY,” 

& 8%” Ring Gear 





Fea eS Wet 


J 23911 






= 






Sin, 


“ro 


SETTING GAUGES—AMC PINION SETTING GAUGE CHART* 
1964 1967 1975 1964 1967 1975 


8%, " 

J 5223-4 $e 10-50-80 | Ring 
Shaft 

Gear 


J 5223-5 
Disc—2 Req. | 10-80 _ de ae St 10-50-80 x 
J 5223-14 7% 6" 
Bar Screw oe 
J 5223-20 
Gauge Block 
Assy. 
*For complete tool to service all American Motors Axles order Part No. J 5223-03. 


) SETTING GAUGES—GM-—H SERIES 


ics 


== 










J 5223-23 
Disc—2 Req. 







SA a eS EE ERE LEE OE rn PEE ee SEI Na ED A SEER ET 
Se I EES i ee ae Ee aa a = SSS = Ses 


z = = 


J 6381-2 
Disc—2 Req. 


SS eee 





SP ee A 








) J 23597-4 
J 21777-42 Disc (2 Req.) 672” Ring Gear X 
Front Bearing Pilot oy (Part of J 23597-01) 
J 23597-11 
fein on J 21777-43 4 Gauge Plate x 
Stud & Nut Pinion 3 644" & 7" Ring Gear 
Bearing Preload (Part of J 23597-01) 


J 21777-45 cae J 23597-12 
Disc (2 Req.) eS . Pilot Washer 7/4” Ring Gear X 
7" Ring Gear (Part of J 23597-01) 


J 23597-1 J 23597-13 
Body & Plunger Ass’y. Pilot Washer 614” Ring Gear X 
(Part of J 23597-01) . (Part of J 23597-01) 





For complete tool listing and price information, refer to the Numerical Price List. 
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Pinion SETTING GAUGES—Opel Pinion Setting Gauge Chart* 


ALL 
1968-75 1.1 Liter 
Thru-1971 


ALL 
1.1 Liter 
Thru-1971 






J 21691-1 
Body 






J 21691-2 
Gauge Ass’y. 









J 21691-4 
Gauge Plate 





*For complete tool to service all Opel Axles order Part Number J 21691-01. 


SETTING GAUGE SET—GM—Buick, Chevrolet, Oldsmobile, and Pontiac 


J 21777-01 


J 21777-1 
ARBOR 


Kent-Moore #A47#-#AKER, Special Service Tools 


















J 21691-5 xX 
Pilot Washer 
J 21691-7 xX 






Hardware Kit 


J 21777-35 


J 21777-8 J 21777-40 
REAR PINION BEARING PILOTS 


J 8001 
DIAL INDICATOR 


J 21777-29 
GAUGE PLATE 





(2 required) 
DUAL DIAMETER 





‘ J 21777-51 
STUD & NUT PINION BEARING PRELOAD STORAGE CASE 







ADAPTER SETS 


“'C'' Type 12 Bolt Axle Only 
J 21777-23 1965-1970 


1965-1970 Buick 
1963-1975 Corvette 
1965-1975 Chev. Truck 


J 21777-11 
J 21777-12 1966-1968 Toronado 















J 21777-36. 





J 21777-45 FRONT PINION BEARING PILOT 





J 21777-01 INCLUDES THE ABOVE ITEMS (Services All 1971-75 
B14", 814", 8%", & 9%" GM Ring Gear (Outside Dia.) Axles 


J 21777-500 INCLUDES ALL THE ABOVE 
EXCEPT J 8001 DIAL INDICATOR 


New Dealers should purchase J 21/77-01 and adapter 
set when required. Existing dealers may inventory their _ | 
current tools to see if they require any new components. 
If you now have a complete set of axle service tools use 
the Equivalent Charts on following pages for application. 














 Kent-Moore #Av#-4#4K8R, Special Service Tools AXLE | 
Pinion SETTING GAUGE ariieacatt =  iawiae Oldsmobile, and Pontiac 


BUICK EQUIVALENT CHART 


Previously Released 
Tool Number Description Application New Tool Number 


J 5647-40 Side Bearing Disc (1 req'd) 1966 Series _ 
1971-75 9% Ring Gear Axles 


1966-67 Upper Series 

1968-70 Upper & Lower Series 
“C”’ Axle 

1971-75 9% Ring Gear Axles 


1971-75 8% Ring Gear Axles 


1971-75 8% Ring Gear 
1968-70 ‘‘C” Axle 


1971-75 8% Ring Gear 
1968-70 ‘‘C” Axle 


Gauge Plate 1971-75 8% Ring Gear Axles J 21777-29 
Gauge Plate 1971-75 9% Ring Gear Axles (1 req'd) 
Gauge Plate 1964-67 Lower Series Axles 4 step gauge plate 


Front Pinion Bearing All Axles J 21777-42 
Pilots 


Stud Nut Pinion & Bearing Preload All Axles J 21777-43 


Gauge Plate 1964-67 Upper Series 
1968-70 Upper & Lower Series 
Gauge Plate 1968-70 Upper & Lower Series 


Side Bearing Disc (1 req’d) 1966-67 Upper Series Same 
1968-70 Upper & Lower Series 
\ J 5647-38 Gauge Ass’y All Axles No Substitite Required 
) J 8619-1 
J 5647-9 Gauge Blocks All Axles No Substitute Required 
J 8619-2 































J 5647-41 Side Bearing Disc (1 req’d) 







J 21777-45 
(2 req'd) 













J 5647-46 
J 8619-10 


Side Bearing Disc (1 req'd) 
Side Bearing Disc (1 req’d) 






















J 8619-15 Side Bearing Disc (1 req'd) 














J 5647-45 
J 5647-47 
J 8619-11 


J 5647-37 
J 8619-12 


J 8619-13 
J 5647-36 













J 21777-36 







J 5647-44 
J 5647-42 





i 
Hi 
id 
i 
Hh) 

ty 


CHEVROLET EQUIVALENT CHART 


Previously Released 
Tool Number Description Application New Tool Number 
J 6266-27 Side Bearing Disc (barrel) 1963-75 All J 21777-45 
J 6266-31 Barrel Adapter Req’d for H.D. Axles 1963-75 All (2 req'd) 
J 6266-27 Barrel—Arbor & Plunger Ass’y 1963-75 All J 21777-1 


J 6266-52 (2 step) Low Step Gauge Plate 1965-72 8% Ring Gear J 21777-29 
High Step Gauge Plate 1963-75 10 Series Truck J 21777-36 


J 6266-53 (2 step) 1963-75 (Corvette) J 21777-36 

High Step H.D. Gauge Plate 1964-70 H.D. Chev. 87% Ring Gear J 21777-23 
J 6266-54 (2 step) Gauge Plate G.M. Std. Axles 
J 6266-25 Front Pinion Bearing Pilot 


No Comparable Tool Rear Pinion Brg. Pilot 1965-72 Axles 84% Ring Gear J 21777-40 


For complete tool listing and price information, refer to the Numerical Price List. 
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Kent-Moore #47#-#44HER, Special Service Tools 


SETTING GAUGE SET—GM—Buick, Chevrolet, Oldsmobile, and Pontiac 
(Continued) 


OLDSMOBILE EQUIVALENT CHART 


Previously Released 
Tool Number Description Application New Tool Number 


J 8619-10 Side Bearing Disc (2 req'd) 1965-75 844 Ring Gear J 21777-45 Disc 
J 21777-3 Side Bearing Disc (2 req'd) 1965-75 9% Ring Gear (2 req'd) 
1975 Ring Gear 


Arbor & Plunger Ass’y 1965-75 All Axles 
Gauge Plate 8% & 8% Ring Gear 1956 & earlier 
1966 Olds & F-85 J 21777-29 
J 21777-21 Gauge Plate 84% & 9% Ring Gear 1966-75 All Axles | 
J 21777-23 “C” Axle Gauge Plate 1968-69 Cutlass using the ‘‘C"’ axle 
J 21777-8 Rear Pinion Bearing Pilot 1965-75 93% Ring Gear 
No Comparable Tool Rear Pinion Bearing Pilot 1965-75 82" Ring Gear J 21777-35 


J 8619-12 Front Pinion Bearing Pilot 1964-75 All Axles J 21777-42 
J 8619-13 Stud & Nut Pinion Bearing Preload 1965-75 All Axles J 21777-43 


1968-75 TORONADO ORDER J 21777-50 WHICH INCLUDES: 
J 21777-10 





























J 21777-1 
J 21777-2 















































Gauge Plate 1966-75 





J21777-13 Preload Screw 1966-75 
J 21777-22 Side Bearing Disc (2 req'd) 1968-75 
J 21579 Preload Plate & Axle Shaft Rem. 1966-75 






1966-68 TORONADO ADDITIONAL COMPONENTS REQUIRED 
J 2177-11 Side Bearing Disc (1 req'd) 1966-68 
J 21777-12 Side Bearing Disc (1 req'd) 1966-68 


PONTIAC EQUIVALENT CHART 


Previously Released 
Tool Number Description Application 


J 8619-10 Side Bearing Disc (2 req'd) 1964-70 Temp. 

84 & 842 Ring Gear 1968-70 F.B. 

1971-72 Non “C"’' B & O axles 
“C" Lock G & K 

1971-73 Ventura 


1965-75 Pont. 

8%—75 

1970 ‘‘C”’ Type 12 bolt axle 
1975—6Y2" & 74" Ring Gear 


J 21777-23 Gauge Plate 19/0 ‘'C’' Type 12 bolt axle Same 
J 21777-1 Arbor & Plunger Ass'y All Axles Same 


J 5647-37 Front Pinion Bearing Pilot “C12 Bolt axle 
J 8619-12 Front Pinion Bearing Pilot 1971-75 Ventura 
1964-75 Temp. J 21777-42 
1965-75 Pont. 
1971-72 F.B. 8% 1971-75 F.B. 84% 
Pont 8% 
Pont. 8% 


J 8619-13 Stud & Nut (Pinion Brg. Preload) All Axles J 21777-43 
db 217772 Gauge Plate 1965-75 8% & 8% Ring Gear J 21777-29 
J 21777-26 Gauge Plate 1971-75 8% Ring Gear ‘ 

J 21777-8 Rear Pinion Bearing Pilot 1965-75 8% Ring Gear 


No Comparable Tool Rear Pinion Bearing Pilot 1971-75 8% Ring Gear J 21777-35 
No Comparable Tool Rear Pinion Bearing Pilot 1971-73 8% Ring Gear J 21777-40 


‘ 







New Tool Number 























J 21777-45 





P2Zis?F7-3 Side Bearing Disc (2 req'd) 





























| 
| 
| 
| 


Kent-Moore #47 -#4442R, Special Service Tools AXLE 















SSeS 










ORVAIR—1960-64 
LOS.—1957-60 
ONT.—thru 1965 


C 
0 
P 
F-85—1961-65 





Bige HOE 









DANA 30 
AMC—1955-75 
7%_” Ring Gear 






Side Bearing 
Installer 























OPEL—1968-75 OLDS.—Late 1966-67 i 


Side Bearing 
Large Axle 


Puller Adapter 





Differential Carrier 
Holding Fixture 
(Use with J 8622) 






Univ. All Axles 











Universal Base 
Assembly for use with 
J 21533, J 3289-01, 

J 6117, J 6638, 

J 7009-01, J 7896-01, 
J 8763-02 






Base Assembly 
(Part of J 3289-01) 














Side Bearing 
Installer Adapter 
(Used with 

J 22588-02) 


F-85— 1961-63 

BU.— 1961-63: 
40-41-43 
OLDS.—Upper Series 
1965 























Axle Housing 
Holding Fixture 
Adapter (Use 
with J 3289-01) 


Ring Gear & Case 
Remover (Used 
with 54” x 11 Slide 
Hammer) 










UNIVERSAL 
—All Axles 





POaa 
ee w+ 


J 














BU.—1964: 40-41 
1964-65: 43-44 
1968-75: 43-44 
1968-75: 43-44-45 
OLDS.—1961-76 



















Side Bearing Re- 















PONT.—thru 1975 mover Adapter Plugs | SHEV.—Al! 
(See J 22584) 8%” Ring Gear Consists of J 8107-2, | (ONT aA i) 
J 8107-3, J 8107-4 | AMC—All 







Side Bearing Puller 
Adapter (Used 
with J 22588-02) 





and J 8107-5 
Side Bearing a 
Remover PO 

(Consists of J 22888 oe 


OPEL KADETT—thru 
1971 Small Axle 





and J 22888-9) 










Side Bearing 
Installer (Used 
with J 8092) 





OPEL KADETT—thru 
1971 Small Axle 





EL—1968-75 1.5 | 
9 Liter 


RPO 
a - 


Side Bearing 
| J 22919 Installer 
Side Bearing Puller | 
ema? J 22939 Leg (Used with OPEL—All thru 1975 | 
J 22588-02) 
| 
| 
| Left-Hand Bolts for | 
J 22962 Differential Case BU.—1968: 43-44-45 
Remover (Used | 
with J 21322-01) | 
} 





Positraction Coil 


CHEV.—1964-67 
Spring Compressor | DANA 














Side Bearing 
installer 


AMC—1965-68: 
10-80 (232-287-327) 





CORVETTE—1965-70 
CHEV.—1965-70 

CHEVELLE—1965-70 
CHEVY II—1965-70 





J 23310 Thrust Washer 








Aligning Pin CAD.—1970-75 


Ring Gear Guide Pin 
J 23316 (3 Required) CAD.—1970-75 


| Differential Bearing — 
& J 23317 | fone tastatier CAD.—1970-75 


) Differential Tools | 
==, Adjusting Nut SS Positraction Spring | CORVETTE—1966-75 
— J 972 Wrench ee J 22311 Compressor Eaton Unit 
Side Bearing a 
; . ~ J 22539 _| Installer (Used peta hee 
Sse | / 2100-02 = 0 with J 8092) viele | 
Ring Gear & Case | 
Bearing Installer 
J 2241-11 i i j liaise (Used with 
5 YU J 21322-01) 
Side Bearing BU.—All 
J 22588-05 OPEL—All | 
es J 3289-01 # | sms Remover i 
Side Bearing gaat 
J 22761 Installer (Used OLDS. He 
J 3289-20 with J 8052) 8%”, 814” Ring Gear |) 
| 
Side Bearing BU.—1966—Late y 
> J 22771 Installer (Used eee ear ae ate | 
gh 5 8615 with J 8092) Left Side Only i 
Side Bearing 
coir J 22779 | Preload and CHEV. —1968-75 
a “a Backlash Gauge 
| A A J 8622 | 
| Side Bearing a 
| J 22888 Remover i 
Xs J 21322-01 | 
ee J 22888-9 
J 21683 
— 5, 9S 
<a 
J 22888-02 
& J 21695 
1» J 21752 
wel J 21784 
WS Carrier Bushing 
| | As alesis Remover 
| 
: Fy WT J 22042 
= J 22175 













Left Hand Bolt and 
Sleeve Set (Use 
with J 21322-01) 






OLDS.—1965-75 
PONT.—Late 1965-68 
84” Ring Gear 






PONT.—1964-75 


Side Bearing 
Installer 


844”, 93%” Ring Gear 


For complete tool listing and price information, refer to the Numerical Price List. 
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Differential Tools 





Straddle Bearing 
installer 


~ 


J 23322 








y 
(s — abana gai 
a = 
=~ Spanner 
i 
F Gees a Dial Indicator 
<..:" 





Extension Set 








(Continued) 


CAD.—1970-75 


CAD.—1970-75 






CAD.—1970-75 


CAD.—1970-75 


CAD.—1970-75 


CAD.—1970-75 


Final Drive Differential Tools 


Oil Seal Remover 


| J 943 


2619-01 


Slide Hammer 
5%," x 18 Thread with 
1%" x 13 Adapter 


Holding Fixtures 
(Used with J 22296) 


J 8001 Dial Indicator 


Driver Handle 
(Threaded type) 


Puller (See J 22227, 
J 22229, J 23345) 


Front Pinion Outer 
Race Installer 


Companion Flange 
Holder & Remover 


plo 
J 8614-01 
ye et 
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0 N.— 1966-69 
OR.—thru 1975 


N.—1966-75 
R.—thru 1975 


N.—1966-75 
R.—thru 1975 


N.—1966-75 
R.—thru 1975 


N.—1966-75 
R.—thru 1975 


N.— 1966-75 


TORO 
ELDOR.—thru 1975 


TORON.—1966-75 
ELDOR.—thru 1975 


RON.—1966-75 
DOR.—thru 1975 


TO 
EL 











ene 
aD 


J 23598 


J 23610 






J 23781 


J 24093 


J 25299 


J 8753 


J 9745 


J 9746-02 


J 21022-02 


J 21470 


J 21579 


J 21777-1 


J 21777-10 





















Side Bearing 
Remover Plug 
(Used with 

J 22888) 


Side Bearing 
Installer (Used 


with J 8092) 











Twin Grip Gear 
Assembly 
Remover & Inst. 


Side Bearing and 
End Play Gauge 


Differential Side 
Bearing Installer 
used with J 8092 





Timing Case 
Aligner & Cover 
Seal Installer 
(Used with J 8092) 





Rear Pinion Race 
installer (Used 
with J 8092) 


Bearing Remover 


Front Pinion 
Bearing Installer 
(Used with J 6407) 


Output Shaft 
Bearing Installer 





Axle Shaft Remover 
(Used as Pinion 
Bearing Preload 
Hak sed with 

J 2% 


7-13) 
Pinion Setting 
Gauge Body & 
Pin Assembly 








Pinion Setting 
Gauge Plate (Used 


with J 21777-1) 

















Kent-Moore #A7#-MAKER, Special Service Tools 





CHEV., PONT. 
64%” Ring Gear 


CHEV., PONT. 
6%” Ring Gear 


AMC—1971-75 
Dana Axle 


OPEL—1972-75 


GM H-Series 7%” 
Ring Gear—1975 


TORON.—1966-75 


TORON.—1966-75 


TORON.—1966-75 


TORON.—1966-75 


TORON.—1[966-67 


N.— 1966-75 


TORO 
ELDOR.—1967-75 


TORON.—1968-75 


TORON.—1966-75 











i as 0 in ei a ee 


_ Kent-Moore #47#-##4#2#, Special Service Tools AXLE 
: 


) Final Drive Differential Tools  (continuea) 


Differential Side 


Pinion Setting ' 
S J 21777-11| Gauge Disc (Used | TORON.—1966-67 : Bearing Installer TORON.—1966-75 
- with J 21777-1) (Right) (Used 
with J 8092) 


& adil ' Pinion Oil Seal ON.—1966-75 
J 21777-12 | Gauge Disc (Used TORON.—1966-67 TORON.—1966- 
with J 21777-1) Protector ELDOR.—1967-75 


Pinion Setting 
oi smn J 21777-13 | Gauge Screw (Used | TORON.—1966-75 
with J 21579) 


Hub Remover 
Spacer Set 


TORON.—1969 


C.V. Joint End 


21777-22 Sars a TORON.—1966-75 | Plate & Dust Boot | ToRON.—1966-67 


Retainer Installer 


Differential Adapter 


s 99 193 C.V. Joint Protector Plate (with Screws) 


Support Blocks TORON.—1966-67 ic (Used with TORON.—1966-75 
J 3289-01) 
— Front Minion Outer | | 
Axle Housing ace Installing 
22196-01 TORON.—1968-75 Guide (Used with TORON.—1966-75 
Spreneer " J 8092 & J 8458 
_ installer) 
Axle Housing Seal — ‘ 
22198 Installer (Right) Le arr crt Sy ted ieee Set TORON.—1966-75 


(Used with J 8092) 


Axle Housing Seal 

Installer (Left) TORON.—1966-75 Rina Gear 

ated yoo _ ELDOR.—1967-75 nrtatiion Studs TORON.—1966-75 
- andle 


Front Pinion Outer 
Race Remover ee Side Bearing 
22201 (Used with J2619-01 TORON.—1866-79 Shin Remduet TORON.—1966-75 
Slide Hammer) 


Pinion Assembly Output Shaft 
22208 Remover & Torque | TORON.—1966-75 Bearing & Sling pear 
Wrench Adapter installer 


Rear Pinion Clamp Tightening 
22209 Bearing Installer TORON.—1966-75 Wrench (Band-it TO 
(Used with J 6407) Type Clamp) EL 


RON.—1966-75 
DOR.—1966-75 


Differential Side 
Bearing Remover 
with Pilot (Used 
with J 8433) 


22210 Planet Gear 


Loading Tool TORON.—1966-67 


TORON.—1966-75 


Right Hand Output 
ON.—1966-75 Shaft Seal Installer HT ee oat 


22212 Pinion Seal Installer | T9R 
.—1967-75 
seria (Used with J 8092) 


Front Pinion Differential Side 


22227 Bearing Remover TORON.—1966-67 p> Bearing Installer TORON.—1968-75 


(Used with J 8433) eT ae a 


Differential Side 
Bearing Installer 
(Right Side) 

(Used with J 8092) 


Differential Side 
22229 Bearing Remover TORON.—1966-75 
(Left) 


TORON.—1968-75 


Differential Side 


22230 Hon ees TORON,—1966-75 7 Carrier Holder TORON.—1968-75 


with J 8092) 





For complete tool listing and price information, refer to the Numerical Price List. 
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AXLE Kent-Moore #47#:AKER, Special Service Tools 





Final Drive Differential Tools (continues) 


eS ae 













Output Shaft 
Bearing & Slinger 
installer 


Front Spindle Hub 
Bearing Assembly 
Remover 


ELDOR.—1967-75 
TORON. —1966-75 






ELDOR.—1968-75 
TORON.—1968-75 

















Spindle Remover 
Adapter (Use 
with J 2619-01) 


ELDOR.—1971-75 
TORON.—1971-75 













BU.—1961-68: 

43, 44, 45, 46, 48, 49 
1969: 43, 44, 45, 46, 48 
1969-70: 49 

1971-75: All 






Propeller Shaft 
J 22271 Center Ball Seal a 45-46 
Installer 


Bearing Cap 
Remover Adapter 
(Used with J 9522) 









Cc J 8853 


0% 


J 9522-5 





C.V. Lube (U-Joint) | py.—1966-70: seri 
J 22513 Adapter 45-46-48 a 









Propeller Shaft 
Service Tool Set 


BU.—AIlI Series 
thru 1975 








Power Train 
Inclinometer 






Spider Press J 22910-01 PONT.—1968-75 
Adapter for C.V., 
Joint (Part of 


J 9522) 





ALL G@M—1963-75 









J 22910-1 Power Train 


Inclinometer <aaeee 






C.V. Joint Spacer 
(Part of J 9522) 







ALL G@M—1963-75 





J 23498 Universal Joint 


inclinometer UNIVERSAL 










BU.—1961-70: 
43-44-46-48-49 
1961-64: 40-41-47 
1965: 45-49 
CAD.—1958-68 
PONT—1958-63 


Propeller Shaft 
i J 21009 Center Bearing 


Lock Nut Wrench 
J 21548 
Tg 
=) J 21556 
\ \) J 21696 
J 21925 
Propeller Shaft AMC—1965-66: 
+ Saaee Coupling Installer 10-80 (232) 


C.V. Propeller Shaft 


Seal Installer ALL G@M—71-75 


J 23694 






‘“U’’ Joint Trunnion 
Seal Installer 






CHEV.—1964-65 





Comp. Flange 
J 23906 Run-Out Gauge ALL GM—71-75 
(Single Cardan) 





*“UY’’ Joint Trunnion 
Seal Installer 





CHEV.—1964-65 








C.V. Joint Replacable) BY. 1973.78 |. 
J 23996 Ball Remover & OLDS.—1973-75 
Installer CAD.—1973-75 







Torque Tube 
Bearing & Deflector 
Installer 






OPEL—thru 1971 
Small Axle 






Drive Pinion & awe. CHEV. & 
J 24649 Yoke & Run-out DANA Propshaft 
Gauge 


Comp. Flange 
J 24798 Run-out Gauge ALL GM—1971-75 
(Dble. Cardan C.V.) 


CHEV.—/74-75 
J 24812 C.V. Propeller BUICK —74.75 
Shaft Lub Gun oeut sc eis 





AMC—1965-66: 
10-50-80 (232) 


Propeller Shaft 
Coupling Remover 













t 
Cop) 








Kent-Moore #47#-4442R, Special Service Tools STEERING 





Steering 


Steering Gear 
Grease { J 544 Tension Scale CAD.—All ——- J 8129 
(0-47) 
Sep» Jeon | Gee ener 3) ae J 21232-01 
J 2927-01 | Steering Wheel CHEV.—1964-73 J 21686-01| Steering Wheel OPEL KADETT— 
CE Puller : “7 ‘ Puller —thru 1975 
Steering Wheel - Signal Switch 
ofa. J 3274 Puller BU.—All J 24224 Bearing Installer OPEL 1900—1972-75 
Steering Wheel AMC—All: 01 


y lon ventional Steering Column 

AMER. MTRS.— 
1964-66 

Pivot Pin Remover CHEV.—1966 

J 21854-01| (Tilt & Tel.) (See aah ieee ak 

next page) OLDS.—1964-66 
PONT.—1964-66 
FORD—1965-67 


Upper Cover 
Remover & “i 
J 22192 Installer (Tilt & OLDS.—1966 
Tel.) 
Shift Tube 
J 22207 Remover (Tilt & OLDS.—1966 
Tel.) 
Upper Cover 
| Remover (Use with CAD.—1965-66 
J 22598-01 J 6125) i OLDS.—1965-66 
next page) 
T)) Wheel Cover _ 1963. Spring Compressor | CAD.—1965-69 
ay) J 21382 Installer (Tilt) CAD.—1963-64 J 22653-02 (Tilt. & Tel.) OLDS.—1966-69 
Directional Signal 
AMER. MTRS.— 
J 22708 Cover Remover 1964-66 :10-50-80 
(Tilt & Tilt & Tel.) CHEV.—1963-66 
(See next page) FORD—1965-67 
Tilt & Tel.) (See ¢ 2 ot aera 
we OL DS.—1964-66 ra 4 Steering Column CAD.— 1964-66 
er J 2307 Holding Fixture Siue ime 
PONT.—1964-66 


For complete tool listing and price information, refer to the Numerical Price List. 






Steering Wheel 
Tension Scale 
0-15# 








AMC—1963-75: 10-80 
1964-75: 01 










Steering Wheel 


AMC—1963-75: 
Puller 10-80 


1964-75:01 






Steering Wheel 


J 5178 Tension Scale AMC—All: 01 
=p 0-154 1957-62: 10-80 





AMER, MTRS.—1964- 
: : 10-50-80 
Turn Signal Cover Oe) nr 9e3 64:47 
J 21180 Remover & Shift 1963-65: 44-46-48 
la Tube Remover 1965:45; 1966: 49 
Til CAD.—i963-64 
(Tilt) OLDS.—1963-66 
PONT.—1963-66 
FORD—1965-67 





AMER. MTRS.— 
1964-66 :10-80 


Se | ear 
gr J 21181-01 cPity? Installer 1965:45: 1966 :49 





CAD.—1963-64 
OLDS.—1963-66 
PONT.—1963-66 
FORD—1965-67 


\ ie 





Turn Signal & 
= J 21347 Shifter Tube CHEV.—1963-65 
om Remover (Tilt) 





nag, MIMS 
Upper Cover ‘ 

\s . BU.—1964-66 
4) 7a ’ J 21853-01 installer (Tilt & CAD.—1965-66 
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STEERING 


Kent-Moore #A47#-#@AKER, Special Service Tools 





Energy Absorbing Steering Column 


J 21854-01 
J 22549 





Upper Cover 
installer (Tilt & 
Tilt & Tel.) 










Pivot Pin Remover 
(Tilt & Tilt & Tel.) 














Shift Tube Installer 
(Tilt & Tilt & Tel.) 





Shift Tube 
Remover (Tilt & 
Tilt & Tel.) 






AMER. MTRS.— 
1967-69 

BU.— 1967-68 
CAD.—1967-68 
CHEV.—1967-68 


OLDS.—1967-68 
PONT.—1967-68 


pele MTRS.— 


1967-69 

BU.— 1967-68 
CAD.—1967-68 
CHEV.—1967-68 
OLDS.—1967-68 
PONT.—1967-78 


AMER. MTRS.— 
1967-69 
BU.— 1967-68 







AMER. MTRS.— 
1967-69 
BU.—1967-68 















J 22598-0 
J 22599 
J 22635 


Upper Cover 
Remover (Use with 
J 6125) (Tilt & 
Tilt & Tel.) 


Lock Nut Socket 
(Tilt) 





Lock Shoe & 
Release Lever Pin 
Remover & 
Replacer (Tilt & 
Tilt & Tel.) 





Upper Bearing 
Spacer (Tilt & Tilt 
& Tel.) 


CAD.—1967-68 
OLDS.—1967-68 
PONT.—1967-68 
BU.— 1967-68 


AMER. MTRS.— 


1967-69 


OLDS.—1967-68 
PONT.—1967-68 


AMER. MTRS.— 
1967-69 


PONT.—1967-68 


BU.—1967-68 

CHEV.—1967-68 
OLDS.—1967-68 
PONT.--1967-68 


J 22686 
J 22701 
J 22708 


J 22551 
ati a 

J 22572 J 23056 
sa a 


Function Locking Energy Absorbing Steering Column 


yw J 21854-01 J 23072 


J 22635 J 23073-01 














Lower Shift Levers 
Lash Adjuster 
(Std.) 


Neutralizer Switch 
Gauge Set 






PONT.—1967-69 






PONT.—1967-68 
























AMER. MTRS.— 
1967-69 

BU.— 1967-68 
CAD.—1967-68 
CHEV.—1967-68 


OLDS.—1967-68 
PONT.—1967-68 


Snap Ring 
Remover & 
installer (Std.) 


Upper Cover ea MTRS.— 


Remover (Tilt) 


9 
CHEV.— 1967-68 





AMER. MTRS.— 
67-69 


Shaft Bowl Bearing Neutralizer Switch | remp—ig6s 
FIREBIRD—1968 


Installer (Std.) 


Gauge Set 





PONT.—1967-68 





AMER. MTRS.— 
1967-69 
BU.—1967-68 
CAD.—1967-68 
CHEV.—1967-68 
OLDS.—1967-68 
PONT.—1967-68 












Steering Column 
Holding Fixture 
(All) 

















Shift Tube 
Remover (Tilt & 
Tilt & Tel.) 





ALL GM—1969-75 


Pivot Pin Remover 
~ AMC—1970-75 


(Tilt & Tilt & Tel.) 


ALL GM—1969-75 
AMC—1970-73 









bh 






Lock Shoe and 
Release Lever Pin 
Remover and 
Replacer (Tilt & 
Tilt & Tel) 





Shift Tube Installer 
(Tilt & Tilt & Tel.) 


ALL GM—1969-75 


ALL GM—1969-75 AMC—1970-75 
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Kent-Moore #A47#-##442R, Special Service Tools 


es 


Function Locking Energy Absorbing Steering Column (continued) 


Steering Column 
Holding Fixture 
(All) 














Lock Plate 
Compressor (All) 


ALL GM—1969-75 


AMC—1970-75 J 23653 


Steering Column 
Electrical 
Component 
Analyzer 








Lock Nut Socket 
(Tilt Column) 


ALL GM—1969-70 


AMC—1970-71 J 23980 


Adjuster Plug Seal 
Installer 


Rack Piston 
Installer 


ALL—with Saginaw 
Power Steering Gear 





J 7576 


BU.—1960 
PONT.—1955-67 
AMC—1958-67: 
10-50-80 

1968-75 All 


| Steering Gear 
Mainshaft Bearing 
Cup Remover 


Bearing Pre-Load 


J 7624 Spanner Wrench 


Saginaw Manual MC—1958-63 


A : 
Gear Wormshaft BU. 1960-75 Adjuster Plug 
c 


(Used with 
J 7079-2 Handle) 


Bearing Cup ONT.—thru 1975 J 8524 


.—1955-7 
Installer HEV.—1955-75 


AMC—1958-68: 10-80 
1970-75 All 

BU.— 1955-60 
CHEV.—1955-61 
Standard Steering 
PONT.—thru 1963 


Pitman Shaft 
Installer Bushing 
(Use with J 8092) 


Pitman Shaft 
Packing Retainer 
Protector 


J 8810 


Steering Gear Shaft 
Main Bearing Cup 


J 5787 
J 58a Remover (Use with 
2619-01) 
Valve Connector 
J 6217 Seat Installer 
J 6219 
diene’ | / 6221 
aay an 
Pitman Shaft 
— J 6278 Bearing Remover 
& Installer 


Pitman Shaft 
Camm | 6557 
emer 
= J 7170 


Saginaw Manual Gear 


BU. Rack Piston 
CHEV.—1955-75 


Installer 


J 8947 





Pitman Shaft Seal 
Installer 


ALL Saginaw Power 
Steering Gears 


J 9225 


Pitman Shaft 
Bushing Remover 
& Installer 


Steering Gear 


Pitman Shaft Oil ALL GM—1968-75 


J 9226 





Seal Installer 





Adjuster Plug 
Bearing Remover 
& Inst. 


Pitman Shaft Seal 
Installer 


ALL—with Saginaw 
Power Steering Gear 


J 9540 


Pitman Shaft 
Bearing Remover 
& Installer (Use 
with J 8092) 


Adjuster Plug Seal 
Protector 


ALL—with Saginaw 
Power Steering Gear 


ALL—with Saginaw 
Power Steering Gear 


J 21552 Rack Piston Arbor 


Pitman Shaft Seal 
Installer 


BU.—1961-75 


Needle Bearing 
CAD.—1963-75 


Remover & 
installer 


J 21553 





Steering Shaft 
Bearing Cup 
installer 


AMC—1968-75 All, 


Adjuster Plug Seal 
1958-67, 10-50-80 


J 21554 


Installer 


= J 
/ ws 
) “ 
y, 
fh / 
a 





For complete tool listing and price information, refer to the Numerical Price List. 
















STEERING 


ALL GM—1969-75 
AMC—1970-75 






GM & AMC 
1970-75 








ALL—with Saginaw 
Power Steering Gear 


ALL—with Saginaw 
Power Steering Gear 


CHEV.—1960-75 
PONT.—1967-75 


CHEV.— 


BU.— 
OLDS.—1961-75 
PONT.—Saginaw 
Manual Gear 


ALL—with Saginaw 
Power Steering Gear 


CHEV.—1961 


CHEVY li—1962-63 


BU.—thru 1961-75 
CAD.—1963-75 


AMC—1964-75 All 


ALL—with Saginaw 
Power Steering Gear 


AMC—1964-75 All 


AMC—1964-75 All 
FORD—1965-67 
with/Saginaw Gear 


10 








/\ 


STEERING 


Manual & Power Steering Gear (continued) 


Steering Gear 
Pinion Mounting 
Sleeve 


J 21712 


Comal 


Steering Linkage 


Pitman Arm Puller 
re Pitman Arm Puller 
BK, Pitman Arm — 


Power Steering 


= 
5 


J 8433 


ey 
3) 
~ 





Spanner Wrench 


Power Steering 
Checking Gauge 
0-2000 Ibs. (See 
J 22326) 











Pressure Gauge 
(2000 Ibs.) (Part 
of J 5176-01) 





Pump Shaft Oil 
Seal Installer 









Cast Pulley 
Remover 






Pump Shaft Seal 


J 8642 Protector 


J 8841 


Pump Shaft Oil 
Seal Installer 
































OPEL KADETT— 
thru 1975 


AMC—1959-69: 
10-50-80 


1970-75 All 
BU.—1963: 44-47-48 


ALL GM-—thru 1975 


CHEV.—1955-75 
CAD. ELDORADO 
— 1968-75 


AMC—1964-75 
CAD.—1965-75 
PONT.—1958-73 








CHEV.—1959-68 


GM—Thru 1975 


ALL GM—thru 1975 


BU.—1961-75 
CAD.—1959-75 


CHEV.—1967-75 


AMC—1960-75 
ALL V-8 






AMC —1960-67 
(6 cylinder) 
W Thompson Pump 








_— 





ay 





eo 
Aue 






== J 22407 


J 9280 
J 9280-5 
J 21687-02 


J 24319-01 


J 21001 
J 21239 
J 21567 
J 21883 
J 22326 


J 22616 























Kent-Moore #A7#-#44ER, Special Service Tools 





Pitman Shaft 
Bearing Installer 
(Variable ratio) use 
with J 8092 


ALL GM—1969-75 


Steering Linkage 


Grease Gun CAD.—1961-75 
Suspension Joint 
Grease Gun Tip CAD.—1961-75 


(Use with J 9280) 


OPEL KADETT 
thru 1975 
CHEVROLET LUV 


Relay Rod and Ball 
Stud Remover 


BU.—Thru 1975 
CAD.—Thru 1975 
OLDS.—Thru 1975 


Universal Steering 


Linkage Puller 


AMC 
Thompson Pump V-8 
Eaton Pump thru 1973 


Pump Shaft Oil 
Seal Remover 


Power Steering 
Pump Oil Seal 
Installer 


CAD.—1963-66 


Stamped Pump 
Pulley Remover 


CHEV.—1967-75 


Pressure Gauge & 


Hose Assembly AMC—1964-75 All 


Steering Pump 


Pulley Puller CAD.—thru 1974 
Power Steering CHEV. 
Checking Gauge PONT. 
Adapter (Part of he aaa 
J 5176-02) BUICK 


Power Steering 


Pump Shaft Seal ALL GM—1967-75 


Protector 





SUSPENSION 
CHASSIS ¢ WHEELS 







— Kent-Moore #47#-#4A42R, Special Service Tools 


Power StEEFING (Continued) 


Se 
























Power Steering 
Pump Pulley 
Installer 
(pressed-on) 


Power Steering 
Pump Shaft Seal 


CHEV.—1964-75 y= J 25033 
Installer 


Power Steering cid. ree 
J 23452 Pure sent Pen ene. oe )8)\J J 25034 
Power Steering 
==6 J 24752 Pump Pulley ALL GM—thru 1974 a 
— Installer 
Crow Foot Adapter 
Ay J 5680-01 (13%", %" sq. drive) CAD.—1968-69 
ery Front Suspension 
—s5 (3) J 5888 a Installer CHEV.—1964-75 
et 
oe Steering Knuckle 
aL ban, | J 6627 annie! Joint PONT.—thru 1975 
) \) SAA emover 
Upper & Lower 
Bi, Or Control Arm 
( — , die Bushing Remover siaaianiiiaaaibia 
(ates & Installer 
) 
oO” J 7167-01 i. iach PONT.—1958-75 
— 
ed? : Front Suspension 
Oy 4.8999-05. | oie Sot CAD.—1961-75 
a™GL / 
— ela Caster Camber 
J 9231-01 | Adjusting Wrench CAD.—1961-67 
(1344", 2" sq. drive) 


wg A 
f J 9447 


~~) 
(er 7 
© 


PA J 9502-01 
fi) J 9502-3 
/ 
& J 9514 
oy 







ALL Saginaw Steering 
Pumps 1975 









Power Steering 
Pump Pulley 
Remover 
(pressed-on) 







ALL Sagniaw Steering 
Pumps 1975 








Ball Joint Remover 


ALL G M—1963- 
& Installer w63-79 





Control Arm 
Bushing Remover 
& Installer Set 
(Use with J 21894) 


PONT.—1965-73 





Ball Joint Stud 
J 9656 Remover (%¢-18 AMC—1964-75 
Thd.) 





Special Upper 
Trunnion Lubricant 
Gun (Red) 


Special Chassis 
Lubricant Gun ad eg a 10-80 
(Blue) : 


AMC—1962-64: 10-80 
1965-69: 10-50-80 


Qve 

















Lower Control Arm 


: MC—1970-75 
Bushing Tool Set H 


A 
CHEV.—1964-75 










Lower Ball Joint 
End Play Checking 
Gauge (Upper Ball 


BU.—1961-73 
AMC—1970-75 
CAD.—1971-73 















Front Suspension AMC—1962-67: Joint for American. PONT — 1971.73 
Ratchet Wrench feee ee ant Motors) 











pront wf ed a Control Arm Bush- eam rk 
ontrol Bushing 1969-73 ing Service Set PONT.—1964-75 





Remover & 
Installer Set (In- 
cludes J 9502-3) 


‘*C’’ Washer 


VENTURA—1971-73 
TEMP.—1962-73 



















Rear Upper & 





—1965- CHEV.—1964-75 
Upper Control Arm | Chey — 1964-75 roy conse! PONT. —1964-75 
Bushing (Part of PONT.—thru 1975 rm Spacer 


J 9502-01) 









Rear Upper & 
Lower Control Arm 
Bushing Remover 
& Installer 


PONT.—1964-70 
Lower Control Arm CHEV.—1964-70 
TE 
F 


Spacer CHEV.—1962-75 


M P.—1964-70 
IREBIRD—1967-69 





*Part of J 21474-01 Set. 


For complete tool listing and price information, refer to the Numerical Price List. 
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SUSPENSION 


CHASSIS ¢ WHEELS 


Kent-Moore #47#-MAKER, Special Service Tools 





Control! Arms (Front & Rear) and Ball Joints (continues) 


























CAD.—1967-75 
OLDS.—1964-75 
PONT.—1964-75 





Screw Assembly 
Ss 
me 

yee 
gy J 21474-17 


OLDS.—1964-75 
PONT.—1964-75 


CAD.—1964-75 

CHEV.—1964-75 
OLDS.—1964-71 
PONT.—1964-75 


Remover & 
installer Carrier 
Bushing 


CHEV.—1967-75 
OLDS.—1964-75 
PONT.—1964-75 














Lower Control Arm 
Front & Rear 
Bushing Remover 






CHEV.—1966-75 
OLDS.—1964-75 
PONT.—1964-75 





CHEV.—1975 
OLDS.—1964-75 
PONT.—1975 






Space-Lower 
Control 











Installer Lower 
Control Arm Bush- 
ing Rear Front 





CHEV.—1975 
OLDS.—1964-75 
PONT.—1975 






ed 
= 
i 







Adapter-Rear 
Control Arm bush- 
ing Receiver 









ONT.—1965-75 
HE 


Pp 
CHEV.—1964-75 


OLDS.—1955-75 
PONT.—1965-75 
CHEV.—1965-75 


Rear Control Arm 
Bushing Receiver 












Rear Control Arm 
Bushing Receiver 






PONT.—1965-67 







Front Upper 
Control Arm 
Spacer 











EV.— 1964-75 


CH 
PONT.—1967-75 











Lower Control Arm 
Ball Joint Remover 
& Installer Sleeve 
(Use with J 9519- 
-02) 








OPEL KADETT— 
thru 1975 








Rear Suspension 









Aeve 


Y 





















—— J 22610 








Lower Control Arm 





Spacer (Use with CORVAIR—1965-68 
J 21878 1°9519-02 & CHEV.—1965-70 
J 21058) 
Lower Control Arm ala 
Oblong Bushing $—1970-73 
<P J 21894 Installer (See ORE ise 
J 9584) 
Lower Control Arm 
J 22175 Bushing Receiver CHEV,—1965-73 
Control Arm Bush- 
: ELDORADO 
J 22222 ing Remover & — 1967-75 
installer Set (Use TORONADO 
with J 21474-3-5) —1966-75 
ELDORADO— 
Front Knuckle 1967-68 
J 22234 Seal Installer ToRONaDO— 

















Front Upper 
: Control Arm Bush- ., CHEV., PONT. 

J 22269-01 ing Remover & S—1970-75 

Installer 

Lower Control Arm OLDS.—1966-69 
J 22323 | Bushing Set CHEV.— 1967-73 

; ELDORADO 

Torsion Bar —1967-75 

J 22517-02 Unloader TORONADO 






Rear Control Arm 
Bushing Installer 
Receiver 


OLDS.—1966-70 


J 22545 





Spherical Joint 


Band Installer CAD.—1971-75 


BU.—1967-75 
PONT.—1967-75 


Upper Control Arm 
Torque Wrench 
J 22618 Adapt. 12” Drive 
(34" double hex 
socket) 
Rear Axle Bushing 
J 22668 Service Set 


Lower Control Arm 


AMC—1967-75 
10-50-80 





C io 21830 Control Arm CHEV.—1965-75 J 22717 Bushing Stake C HEV.—1967-75 
Bushing Set Remover 
Torque Arm Ball Joint Remover 
¢ ) J 21844 Bushing Installer CORVAIR—1965-69 ve J 22780 & hnetalles F.B. 1967-70 
‘ ; Control Arm Bush- 
J 21859 a CORVAIR—1965-69 al J 22818 ing Receiver (Use OLDS.—“‘C” Axle 
@ ’ with J 21474-01) 





*Part of J 21474-01 Set. 
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SUSPENSION | 
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Montrol Arms (Front & Rear) and Ball Joints (continues) | 


Front Upper 
J 22899 Control Arm PONT.—1968-73 
Bushing Receiver : 













Ball Joint 


: OPEL 1900—1971-75 
Checking Gauge 


J 23745 















Lower Ball Joint 
Receiver 


Front Knuckle 
Outer Seal Installer 


ELDORADO 
— 1969-75 







J 23754 OPEL 1900—1971-75 


J 23114 
Front Knuckle 
J 23115 inner Seal 
Installer 
Lower Ball Joint 
Camber Adjusting 
Upper Control Arm 
J 23473 Bushing Remover AMC—1970-75 
& Installer 


Front Upper Control 
Arm Bushing 
J 23514 Remover & Installer | cHEv.—1970-75 
(Use with 
J 22269-01) 
ASTRE—1975 
3 23555 Rear Control Arm 





Lower Ball Joint 
Installer 


ELDORADO 


— 1969-75 J 23755 


OPEL 1900—1971-75 







ALL GM—1971-75 
except Cadillac 


J 23915 Bushing Flaring 
Die 


Upper Control Arm 


J 24258 Spacer 


CHEV.—1965-70 


Lower Control Arm 
Bushing Remover 
& Installer 


CHEV. “B” CAR— 


J 24386 lt 


Tie Strut Adjusting CAD. “¢”—1973 


J 24515 Wrench 





Control Arm 

Bushing R&R ALL GM—1974-75 
(Use with “AY, “BY, & TF 

J 22269-01) 


VEGA—1971-75 
Spacer Set 6%” 74-75 axle 


Upper Control 
) J 23697 Arm Hooks OPEL 1900—1971-75 
Upper Rear Control | e.porapo—1971-75 
7 J 23705 Arm Spacer TORONADO—1971-75 
Rear Control Arm ALL GM— t 
+ J 23737 Spacer CAD.—-1971.75 


J 24770 





Front Suspension CAD.—1974-75 


J 24842-01| tooks 


Upper Control Arm 

Torque Wrench 

Adapter 15/6 All GM except Cad. 
Double Hex 


J 25056 





Rear Control Arm 

Bushing Remover 1975 Monza, 

& Replacer (Use Starfire & Sky Hawk 
with J 21465-17) 


J 25317 





|e 
8 


a a — 


Spring & Air Suspension 




























Air Suspension 
Pressure Gauge 
(0-400 Ibs.) 









J 6840-01 CAD.—All ' Front Coil Spring 
AMC—All © cam @® | J 7592-01 Coutnanent PONT.—1958-67 









CA D.— All with air 










Valve Core 
Remover & 
Replacer 


Front Coil Spring 
Compressor (Pair) 


ride 

OLDS.—All with air AMC—1958-69; 
ride 01-30-70 
PONT.—AIll with air 

ride 


J 7842-03 





For complete tool listing and price information, refer to the Numerical Price List. 
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CHASSIS » WHEELS Kent-Moore #A47#-#4AKER, Special Service Tools 





Spring & Air Suspension (continued) 
























Automatic Level 
Control Pressure 
Gauge Assembly 
(Part of 22124) 






Front Coil Spring 
Compressor 





BU.—1961-70 PONT.—1967-70 







J 22695 


Front Coil Spring 
Remover & 












J 21689-01| Front Leaf Spring OPEL KADETT— CHEV.—1968-75 





J 23028-01 















Compressor thru 1970 lastalles PONT.—1968-75 
Automatic Lever CAD.—1965-75 i j 
fans) Control Valve CHEV.—1965-75 Front Coil Spring AMC—1958-69 
rr =) (Part of 22124) BU.—1966-75 Installer 


A matic Lever 
ramen & CAD.—1965-75 


Control Pressure CHEV.—1965-75 


Front Coil Spring 


Compressor AMC—1970-75 All 


Gauge Assembly BU.—i966-75 J 23474 
(See J 21999) OLDS.—1966-75 


(0-300 Ibs.) 





Front Coil Spring 
Repositioner 


Bumper Height 
J 24865 Lowering Spring CAD.—1974-75 
Retaining Tool 


PONT.—1971-75 
BU.—1971-75 


J 22553 | Bushing Remover | PONT.—1967-75 J 24084 


& Installer 


Front Coil Spring 
-—T J 22654 Compressor PONT.—1964-67 


Tires & Wheels 
Installer (Use with 


= 
SS es; J 1644-02 “wird Wheel Mub AMER. MTRS.—All 
os uller 
J 8092) 
Front Hub Inner 
. Bearing Cup - 
J 3940 Rear Cup Remover Universal instatier-{ilan CAD.—All 
with J 8092) 
Front Wheel Outer 
CHEV,—1961-63 
2 Wheel Stud Bearing Cup CORVAIR—1961-63 
ey J 5504-01 | Remover nen Ener Installer (Use with | TEMP.—1961-70 
J 8092) CAD.—1967-69 
Rear Wheel 
J 8148 J 21010 Bearing Oil Seal CAD.—1963-69 
NF, Remover 
Rear Wheel 
J 8349 J 21011 Bearing Oil Seal CAD.—1962-69 
Installer 


— Rear Spring 
ee 











Front Hub Outer 


Bearing Cup CAD.—All 















Bearing Cup 
Inserter (Use with 
J 8092) 





CHEV.—1946-58 
CORVAIR—1960-63 













Front Hub Inner 
Race Installer 
(Use with J 7079-2) 













CHEVY II—1962-63 
CORVAIR—1960-63 























Front Hub Outer ELDORADO 
' CHEVY Il—1962-63 Front Hub Wheel —1967-75 
a J 8351 Race Installer (Use | ¢grvair—i960-63 J 22214-02 TORONADO 
som with J 7079-2) Bearing Remover 1966-68 
Front Hub Grease a a Front Hub Wheel 
J 8456 Retainer Installer. CAD.—All J 22214-1090 | Bearing Remover re 
é‘ (Use with J 8092) aap i Plug Set (Used es 


with J 22214-02) 


I$ 

















i J 23672 





Front Wheel 
Grease Retainer 
Installer 


J 22823 AMC—1965-75 


Radial Run Out 


Gauge UNIVERSAL 


Radial Run Out 
Dial Indicator 
Adapter (Use 
with J 8001) 


UNIVERSAL 








J 22243 Mile-O-Meter 


Gas-per-mile gauge ... the easy, 
safe, accurate way to prove your point. 


In an effort to help your customer achieve optimum fuel 
economy, you've probably been promoting good driving 
habits and good vehicle condition for years. Now, with your 
customer's immediate concerns about the cost of operating 
his vehicle and his desire to conserve fuel, he’s ready to 
listen. MILEOMETER will back you up all the way. Many 
hours of laboratory and field testing have made MILEO- 
METER the safest, most accurate gas-per-mile gauge on 
the market. It’s the sales tool you need to answer today’s 
fuel economy questions—easily and quickly. 


SIMPLE TO USE 

Idle test 

To gauge idle consumption per minute, read the clicks on 
the digital counter and compare with time. 


Acceleration test 


Turn on counter when starting, turn off when desired 
speed is reached. 


Mile-per-gallon test (or fraction of gallon). 

Turn on counter when starting test and check odometer 
reading, turn off counter at desired consumption figure and 
read odometer. 


SAFE 


Only the compact, easy-to-read digital counter is located in 
the passenger compartment. Everything else is under the 
hood. MILEOMETER can be easily operated by one person 
even in heavy traffic. 


EASY TO HOOK UP 
It takes just five minutes to put MILEOMETER in action... 











SUSPENSION 
CHASSIS ¢ WHEELS 


Rear Wheel 

J 24488 Bearing Greaser CORVETTE—1963-75 
Rear Wheel 

J 24489 Bearing Remover CORVETTE—1963-75 


(Use with J 8433) 


Rear Wheel 


: CORVETTE—1963-75 
Spindle Installer 








even on models where the fuel pump is located in the 
gas tank. 


1. Hang box on a convenient location under the hood. 


2. Disconnect fuel line between carburetor and fuel pump. 
Connect hoses to carburetor and fuel pump. 


3. Connect wires to 12 volt battery. 


4. Bring counter to driver's seat or dashboard. No vials to 
fill . . . no complicated calculations to make. MILEO- 
METER’S ready to count off every 1/1000 of a gallon. 


5. Complete operating and installation instructions are 
supplied with the unit. 





For complete tool listing and price information, refer to the Numerical Price List. 
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BRAKE Kent-Moore #47#-#4KER, Special Service Tools 


Power Brake 
Piston Remover & DELCO MORAINE 
J 21524 Installer Single — 1964-74 
Diaphram 
J 21601-01 
ea — 
Master Cylinder OPEL KADETT— 
J 21701 Piston Installer thru 1972 
Brake Bleeder OPEL KADETT— 
Brake Drum BENDIX 
t— J 21927 Spring Installer AMER. MTRS. 


Power Brake 
Piston Retainer 
















Brake Bleeder 
Tube #10-32 Thd. 
Fitting 


Sx > | J 628 


AV AU) == 


J 8057 












Power Brake 
Retainer Installer— 
Single Diaphragm 











DELCO MORAINE 
BENDIX—1.195-1.200 
Single Diaphragm 


DELCO MORAINE 
Power Brake Push 1964-68 


Rod Height Gauge 











Brake Backing Plate 
Aligning Arbor 
(2 req'd.) 


OPEL KADETT— 
—thru 1975 






Brake Cylinder 
Clamps—(Set of 4) 


ALL CARS—except 
disc brakes 











Brake Spring Pliers 









Power Brake Push 
Rod Height Gauge 











DELCO MORAINE— 
1.834-1.832 





| 






Brake Bleeder 
Adapter—Single 
Master Cylinders 






MORAINE- 
X— 1962-63 











DELCO MORAINE 
CORVETTE—1965-67 









Brake Adjusting 
Tool 


TEMP., FIREBIRD, 
PONT.—1961-68 












Power Brake Front 
Piston Seal Installer 


DELCO MORAINE 
CORVETTE—1965-67 










Vacuum Power 
Cylinder Spanner 
Wrench (See 

J 22676) 


AMC—1963-75 
ENDIX—1962-75 
ELCO MORAINE— 
1965-75 


BEN DIX—1962-67 
or J 21994 


BEN DIX—.995-.990 













West 


Power Brake Piston 
Rear Seal Installer 





Rear Shell Seal 
installer 












Brake Bleeder 
Adapter—Single 
Master Cylinders 


DELCO MORAINE 
CORVETTE—1965-66 






Power Brake Push 
Rod Height Gauge 











Drum to Brake Shoe 
















4 22504 Clearance Gauge sa é 
(7" to 15” Drums) 
Drum to Brake Shoe 
J 24177 Clearance Gauge ALL CARS ' 
(7" to 12” Drums) Stop Light Sending AMG—1966-67 


Unit Socket 






Power Brake Push 
Rod Height Gauge 


DELCO MORAINE-— 
1.218 1.223 







Disc Brake Piston 
Retaining Tool 







OPEL KADETT— 
thru 1975 disc brake 











Brake Self 
Adjusting Lever 
Unlocking Tool 






Disc Brake 
Expander 


BU.—thru 1970 









OPEL KADETT— 
thru 1971 







Disc Brake Piston 
Ring Compressor— 
26" 


Brake Bleeder 
Wrench—"5" & 
7" Hex 






DELCO MORAINE— 


ALL CARS 
1967-68 











Kent-Moore #47#-MAKER, Special Service Tools 


Brake (Continued) 












Disc Brake Boot 
Seal Installer—2'4." 


Power Brake Shell 
Seal Installer 


DELCO MORAINE— 
1967-68 












Disc Brake Piston 
Ring Compressor— 
21" 


Diaphgram Seal 
Protector (Bendix 
Dual) 





BEN DIX—1967-68 


















Disc Brake 
Metering Valve 
Actuator 













Disc Brake Boot 
Seal Installer— 17,” 


DELCO 
1967-68 


MORAINE— 









Disc Brake Piston 
Ring Compressor— 
1%" 


Disc Brake Pad 
Spacer 


DELCO MORAINE— 
1967-68 




















Power Brake 
Vacuum Booster 
Holder Duo 

Diaphragm 









Disc Brake Boot 
Seal Installer— 134" 


DELCO MORAINE 
CORVETTE—1967-68 














Disc Brake Piston 
Ring Compressor— 
1344" 










Caliper Sleeve 
Seal Protector 


ORAINE 
E—1967-68 
















Disc Brake Piston 
Dust Seal Installer— 
24" 


Power Brake 
Diaphgram Plate 
Holding Fixture 





BENDIX—1967-69 























Brake Booster 
Compressing 
Fixture 


Brake Vacuum 
J 22893-01/ Booster Separating 
Adapter 
~ Disc Brake Dust 
| J 22904 Boot Installer 
J 23017-01/ Serrated Bit 10 mm 
‘ Diaphgram Plate 
J 23101-01 Separator 
Internal Vacuum 
J 23108 Leak Tester 
0-30 Ibs. 
Control Valve 
J 23175 Installer 
Bearing Seal 
J 23188 Protector 


) For complete tool listing and price information, refer to the Numerical Price List. 


Power Brake Push 
Rod Height Gauge 






BENDIX—1967-68: 
1.225-1.220 






J 22884 











DELCO MORAINE- 
1975-.1985, 
.1875-.1885 


Power Brake Push 
Rod Height Gauge 









Power Brake Push 
Rod Height Gauge 


MIDLAND ROSS— 
1967-68: 1.097-1.100 














Power Brake 
Bushing Retainer 
Socket 









MIDLAND ROSS— 
1967-68 










Power Brake Valve 
Body Remover & 
Installer 













MIDLAND ROSS— 
1967-68 






Power Brake 
Piston Ring 
Compressor—2” 


AMC—1965-75 
BEN DIX—1967-68 






Disc Brake Piston 
Retainer 


DELCO MORAINE-— 
1967-68 














Vacuum Power 
Cylinder Bolt Set 
(Use with J 9504-01) 





OLDS.—1967 





wt 















P 
T 
F 
B 
B 






















BRAKE 


BEN DIX—1967 69 


ALL GM—Bendix 
Dual 1967-73 


0 
E 


PONT.—1967-69 


AMC—1968-75 
PONT.—1968-75 
CHEV.—1968-75 
BU.— 1968-75 
OLDS.—1968-75 


CAD.—1968 


CAD.—1968-75 


CHEV.—1968-73 
PONT.—1968-73 
ALL 


Single Piston disc 


brake 
PONT.—1968-75 
CAD.—1969-75 
BU.—1969-75 
OLDS.—1969-75 


OPEL—disc brakes 


DELCO—1969-75 
dual diaphragm 


CAD.—1966-75 


DELCO—1969-75 
dual diaphragm 


DELCO—1969-75 
dual diaphragm 


CHEV.—1968-75 
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BRAKE Kent-Moore #47#-#4KER, Special Service Tools 


Brake (Continued) 


















Disc Brake 
; : Combination 
a SE Reaction Piston CAD., DELCO “ : BU.—1961-75 
are: Gauge MORAINE—1969-75 J 23770 ie > i CAD.—1971-75 
Depressor 
















Reaction Piston 


ONT.—1969-75 
Gauge HE 


P 
CHEV.—1975 


Disc Brake Com- 
J 23774-01 | bination Metering AMC—1971-75 
Pin Actuator 
Brake Bleeder 
J 24305 Adapter OPEL—1971-75 
Disc Brake Piston 
J 24548 Lectalbas CHEV.—1974-75 
J 24549 Spiral Ring Remover | CHEV.—1974-75 
Spiral Rin 
J 24550 Tratailer g CHEV.—1974-75 
Piston Seal 
J 24551 ley taser CHEV.—1974-75 
Input Rod Seal 
J 24553 Protector CHEV.—1974-75 
ALL GM—1967-75 
J 24554 ae nu CHEV.—1974-75 
ALL GM—1967-75 
J 24569 ae Rod CHEV.—1974-75 
J 23572 " 
roportioning i 
J 24657 | Valve Gauge CAD.—thru-1975 


idan 
re J 23709 Front Disc Brake 
= co J 24837 Piston Installer maRETe 
Self Adjusting Hydro Boost 
a J 23730 Drum Brake G M—H Series J 25085 470 Socket CHEV.—1975 
Releasing Tool . Torx 


MODEL IDENTIFICATION CHART 





~~ 

= 
fe Sex her re — with 
Rafcamecamle | anemone 
ii Piston OLDS.—1970-73 
— 











Metering Valve 
Depressor 


CAD.—1970 
disc brakes only 










Brake Booster 
Separating Fixture 








ALL—Bendix & Delco 
dual diaphragm 











Brake Booster 
Separating 






1974-75 Bendix dual 
diaphragm 


\oge 











vl 





Tandem 
Brake Bleeder 
Adapter 







q 


| 







Dual Chain Brake 
Bleeding Adapter 










= 










Dust Boot Installer | g@M—H Series 













ALL—Delco, Kelsey- 
Hayes & Bendix 
Valves—1971-75 


Combination Valve 
— Metering Valve 
Actuator 






up: 








BODY TYPE SALES NAME BODY TYPE SALES NAME BODY TYPE SALES NAME 

A Chevelle, LeMans, etc. Fleetwood Seventy-Five H Vega, etc. 

B Impala, LeSabre, etc. Toronado, Riviera, etc. X Nova, Ventura, etc. 
C Ninety Eight, Electra, etc. Camero, Firebird z Corvair 
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Kent-Moore #A47#-#4KER, Special Service Tools 


J 23455-01 
Listener 


The Listener is an easy to use, electronic device that enables a 
technician to pinpoint air and water leaks. Basically it is an 
ultra-sensitive microphone and amplifier which detects sounds 
in the 35,000 to 45,000 cycles per second range.J 23583 Pres- 
sure Test Kit Adapter is available for pressurizing transmissions 
and engine blocks so that oil lubricating systems can be 
checked with this equipment. 


J 23724 
Cassete Test Tape 


All Cassete Stereo tape systems 
can now be analyzed with this 
test tape. The test tape will check 
the sound, speed, and crosstalk 
in the system. 


J 23505 
Stereo Test Tape 


All-American Motor 8 track tape 
systems can be tested for speed, 
sound, and crosstalk with this 
test tape. 


J 22683-01 
Stereo 8 Track 
Test Tape Cartridge 


This test tape has been developed 
to provide a check for proper 
tape speed, cross talk, and sound 
on all Stereo 8 track tape players. 


BODY AND 
ACCESSORIES 


J 23520 Windshield Antenna Tester 


(All Vehicles with Windshield Antennas) 


The recommended method of checking windshield antennas 
is with the J 23520 Tester. Move the tester along the antenna 
while the car radio is on an A.M. Band and the receiver is 
tuned to an open location. A buzzing will be heard from the 
car radio speaker if the antenna is working properly. 


J 21550 Front Door Hinge Wrench 


All GMA Body 64-67 All GM F, X, Z and X Style Bolt-on, 
69-72 


J 22585-01 Door Hinge Bolt Wrench 9/16" 


Chev. Truck 1968-75 


J 22729 Front Door Hinge Bolt Wrench 9/16”’ 


All GM B, C, E Body 1967-70 


J 22744 Door Hinge Wrench 9/16’ 


1967-68 Cadillac C Body 


J 24353 Door Hinge Wrench 


All GM A & G Styles 1968-72 A, B, C, E & F Styles 
1971-1975 


J 21550 


J 22585-01 


324353 


These specially designed wrenches enable easy adjustment of 
door hinges. 





For complete tool listing and price information, refer to the Numerical Price List. 


ee ee 





BODY AND 


ACCESSORIES Kent-Moore #A7#-MAKER, Special Service Tools 





Glass and Weatherstrip Service Tools 


a + a29f rubber windshield seals C53 J 21549-1 


ah a a 


BES Windshield ALL—GM to 1961 and 
J 5742-01 | Aligning Blocks Chev. truck % ton 
FAS (Set of 6) 1967-68 

—s7 















Windshield Glass 


ALL—GM with mech. 
Seal Insert Installer 


Handle 










Reveal Moulding 
Clip Remover 





Body Cement Gun 














Windshield 
Adhesive Cutting 
Knife 


J 21549-4 














oe Mechanical ‘ See 
J 5757 Weatherstrip J 21549-5 nag er gi Application 
Installer a 
elo 












Reveal Moulding 
Clip Remover 





Reveal Moulding - , 
Windshield 
Aligning Blocks J 21549-10 
(Set of 6) 
Weatherstrip ry 
Remover oe 


REVEAL MOLDINGS APPLICATION CHART 


MODEL | BACK QUARTER SKY LIGHT 
YEAR SERIES WINDSHIELD WINDOW WINDOW WINDOW 





Reveal Moulding 
Clip Remover 










Reveal Moulding 


J 21549-21 Clip Remover 






Refer to Model Identification Chart page 83 










































































































































All GM J 21549-1 J 21549-1 J 21549-1 J 21549-1 
1965 except J 21549-5 J 21549-5 J 21549-3 J 21549-5 
Chevy II J 21549-6 J 21549-6 J 21549-5 J 21549-6 
J 21549-6 
All GM J 21549-1 J 21549-1 J 21549-1 J 21549-1 
1966-67 except J 21549-5 J 21549-3 J 21549-3 J 21549-5 
Chevy II J 21549-6 J 21549-5 J 21549-5 J 21549-6 
J 21549-6 J 21549-6 
J 21549-1 
1966-67 Chevy II J 21549-5 NONE 
J 21549-6 
J 21549-1 J 21549-1 J 21549-1 J 21549-1 
1968-70 All GM J 21549-5 J 21549-3 J 21549-3 J 21549-5 
J 21549-6 J 21549-5 J 21549-5 J 21549-6 
J 21549-6 J 21549-6 
Chevelle, LeMans, etc. J 21549-1 J 21549-1 J 21549-1 J 21549-1 
1971-75 Nova, Ventura, etc. J 21549-5 J 21549-5 J 21549-5 J 21549-5 
J 21549-6 J 21549-6 J 21549-6 J 21549-6 
Impala, LeSabre, etc. 
Ninety Eight, Electra, etc. J 21549-1 J 21549-1 J 21549-1 
1971-75 Fleetwood Seventy-Five J 21549-10 J 21549-10 J 21549-10 NONE 
Toronado, Riviera, etc. J 21549-11 J 21549-11 J 21549-11 


Camaro, Firebird 
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i a ee BODY AND 
Kent-Moore #A%#-MAKER, Special Service Tools ACCESSORIES 





Glass and Weatherstrip Service Tools (continues) 


Reveal Moulding 
: Butyl Glass ALL GM—1973 
J 21828 Clip Installer (Use J 24402 Bodies with stati 
J 22055 ce | J 24709-01 
Windshield 
J 22577 ‘| Aligning Blocks except ¥4 ton) 1967-68 J 24709-5 
(Set of 6) 


: 1969-1970 ventless GM 
J 23394 Glass Alignment cars except convert- 
‘< ; Gauge Blocks ibles, and 1972 A & F 


hardtops. 
BOB fea 
Cy J 23711-5 
6 
Doe J 24350 


Door Service Too?s 








Urethane Glass 
Sealant Remover 
(Hot Knife) 





Door & Quarter 
Window Roller 
Nut Socket 


ALL GM—1965-75 ALL GM & AMC— 


1974-75 






















ALL GM & AMC— 
1974-75 





T Handle (Pulling) 











Blade (Tapered ALL GM & AMC— 


J.24709-6 Edge) 1974-75 







Window Alignment 
Blocks (Use with 1973-75 “A Series 
J 24350-1) 


Windshield 
Antenna Tester 
(See page 73) 





All vehicles with 
windshield antennas 


J 24792 





















Stationary Glass 
Sealant Dispensing ALL GM & AMC— 
Gun (Urethane) 1974-75 


Glass Alignment 
Gauge Blocks 
(Set of 3) 


ALL—B,C,&E 
hardtop body styles 
1971-72 


J 24811 









Glass Alignment 
Gauge Blocks 


1971-72 (68169) 


Urethane Cuttin 
Cadillac ¢ body styles 3 ALL GM & AMC— 


J 24851 Blade (Plow Type) 1974-75 













Urethane Cutting 
Blade (Model 16— ALL GM & AMC— 
AMC) 1974-75 


Glass Alignment 
Gauge Blocks 





ALL GM—1972 


A Bodies J 24852 





Remote Mirror 
Escutcheon Nut ALL—GM 1963-75 
Wrench 


= ‘l} J 2631-01 | Trim Pad Depressor 


= 


J 22213 








Door Hinge Screw AMC—1966-68 
Driver Bit— PONT. FIREBIRD — 
#4 Posi-drive 1967 






Trim Pad Remover J 22413 





Door Hinge Socket 


& Ratchet J 22585-01 







CORVAIR—1960-63 Door Hinge Bolt GHEY, TRUCK 


Wrench—%.5" 


Se ee 
cilia 
ed wel 
mane aol 
en 
se 
| 








Door Handle Clip & 


‘ Front Door Hinge ALL—GM B, C, E body 
Trim Pad Remover 0 


Bolt Wrench—%." 1967-7 


w= Door Hinge 1967- ; 
Mirror Spanner 


For complete tool listing and price information, refer to the Numerical Price List. 


J 22729 












ALL—GM A body 
64-67 


ALL—GM F, X, and X 
style bolt-on, 69-72 






Front Door Hinge 
Wrench 






Door Hinge Pin 


OPEL KADETT— 
Remover - 


1963-75 
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BODY AND 


ACCESSORIES Kent-Moore #47#-#4KER, Special Service Tools 





Door Service Tools (continued) 


Door Lock Striker 
ALL—GM 1971-75 abet ties J 23659 


Wrench (seat belt 
ALL—GM X Styles 
1971-75 






Door Lock 
Striker Wrench 1971-75 Opel 





J 23457 
ao | 5 23497 
sae 


EF J 23554 
Door Hinge Pin 
a J 23568 Remnuer ALL GM—H Series 


Instrument Panel & Windshield Wiper Tools 
J 6968 


a . GMC Truck 67-68 
é Ignition Switch hev. 55-56 
(A) J 7607-01 Nut Wrench Pont. 1964-68) 
. Fog-Lamp ag he . 
aaa Nut Wrench (trun 
a J7778-01 | tock release 
switch wrench) 
F- J 8653 
“); J 21109 
J 21724 


Ss) J 21932 
Windshield Wiper 


J 22128 Arm Remover & 
Installer 





retaining bolt 
wrench) 
















Door Hinge Spring 


Compressor J 24353 


MTRS.— 
Door Hinge Wrench | j 46 styles 1968-75 
/2 C, E, & F styles 1971-75 


Door Trim Pad & 
Garnish Molding ALL GM—1973-75 
Clip Remover 





Arm Rest Nut 


Wrench J 24595 


ALL—GM 1971-72 
















Stereo & Track ALL STEREO— 
Test Tape Cartridge | 8 Track 
(See page 73) Tape Systems 


Radio Control 
Knob Nut Wrench 





All X Car; 1969-75 J 22683-01 







Glove Box Nut 
Wrench PONT.—1968 





J 22901-01 




















ALL CADILLAC— 


Windshield Wiper 
1959 thru 1962 Pp CHEV.—1968 


J 23018 =| switch Bezel Socket 


a 






- 





{e8 
PE 






Instrument Panel 


Instrument Panel Accessory Switch PONT.—1969-70 


Nut Wrench 





PONTIAC—1954-68 J 23118 








Punch 









Windshield Wiper 
Arm Remover & 
Installer 






Key Identification ALL AMC & GM— 
Plug Remover keys 


A, F, H, & X style 


bodies 1971-75 J 23373 














Stereo Test Tape ALL AMC—8 track 
(See page 73) tape systems 


Ignition Switch 
Nut Wrench 





CADILLAC—1963-66 J 23505 









Casette Test Tape 
(See page 73) 





Light Switch Nut 
Wrench 


ALL—Cassette Stereo 
tape systems 


J 23724 













Instrument Panel 
J 24593 Accessory Switch PONT.—1973-75 
Template Set 


Instrument Panel 
J 24612 | waren Meta liede CAD.—1974-75 


Adjustable Bezel 
and Ferrule Nut 
Wrench 






Fit practically all bezels 
and ferrules. 









A, F, & X body style 
1961-72 wipers 














Ignition Switch 
Nut Wrench 






J 22547 CAD.—1967 





MODEL IDENTIFICATION CHART 





BODY TYPE SALES NAME BODY TYPE SALES NAME BODY TYPE SALES NAME 
A Chevelle, LeMans, etc. Fleetwood Seventy-Five Vega, etc. 
B Impala, LeSabre, etc. Toronado, Riviera, etc. Nova, Ventura, etc. 





G Ninety Eight, Electra, etc. Camero, Firebird Corvair 
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BODY AND 


Kent-Moore #A7#-#MAKER, Special Service Tools ACCESSORIES 





9 Trunk Service Tools 









Trunk Lock 





Rear Deck Lid 
Torsion Bar 
Adjuster 


—— Release Switch 

CAN J 7778-01 | Wrench (fog-lamp 1971-75 Cadillacs 
switch nut 
wrench) 


Rear Deck Lid A & X body styles 
Torsion Bar 1971-75 A,B,C, & G 
Adjuster body styles 1970 
Rear Deck Lid 
J 22291 | Torsion Bar oe 
Adjuster 
Rear Deck Lid 
: -70 Chev. cust Torque Rod CHEV. & PONT. 
J 23408 Mie = . Chev. custom Z| } 24877 pet wale CHEV. & PON 


Body Panel Service Tools 
UNIVERSAL - fon tauaiee ALL CARS 


imfa | oe Tool | at cars 
et 
Convertible Top ALL GM—B.C.E, 
Qo | Tensioning Gauge 1971-75 


J 24189 


» J 24223 








B styles 1971-75 GM 


ae 





Rear Deck Lid 
Torsion Bar 
Adjuster 







CAD.—C &E 
body styles 1971-75 


Rear Deck Lid 
Torsion Bar 
Adjuster 






VEGA SEDANS— 
1971-75 (Removal & 
Installation) 
















Spot Weld Cutting 
Tool (With 3 extra 
blades) 


tise Gat. Set 


m™ | J 8943-01 


oe ———— 


J 21104 
< Jj 21214 
re J 23366 
Fender Strap 
Attachments 
J 23367 (use with J 23366 | Att CARS 
& J 23368) 


Radio and Antenna Service Tools 














Replacement 
Blades for 
J 8943-01 
(Set of 6) 






For the J 8943-01 
cutting tool 








Weatherstrip 
Remover 


ALL—weatherstrips of 
GM styles 











Blade sizes 1%, 1, %, 
Antenna and 1-1/16, and % inch 


: for antennas, air 
Access Hole Kit conditioners and access 


holes, for body repair. 







Rocker Panel 
Moulding Clip Pliers 






ALL—moulding clips 









Power-Pull One- 
Ton Capacity 







Blair Hole Cutter ALL CARS—V%, “fe, 


ALL CARS 
he, Yr, Ae & %" 








Antenna Nut Antenna Lead-Iin 1966-75 Buick and 





Power Antenna OLDS—AII Antenna Nut BU.—1969 A and 1968 
. : Antenna Nut BU.—1968-69 
as J 23106 Wrench A Body 


For complete tool listing and price information, refer to the Numerical Price List. 


Radio System ALL CARS w/Mast 
J 22194 Checker Antennas oe 
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BODY AND 
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Radio and Antenna Service Tools (continued) 


abi 


J 22837 






















Slab Head Screw 
Driver 


Antenna Nut 
Wrench 


BUICK—1969 B&C 
body styles 


Delco Kit FM Radio 
Tape Units 






J 23434 











Windshield Antenna 
Tester 












J 23520 


J 21529 


J 22622 


Windshield Antennas 





















Guide-Matic 
(Twilight Sentinel) 
Leveling Device 










Guide-Matic 
Tester 





CADILLAC—1967-75 BU. & OLDS.—1967-75 
















Head-lite Aiming 
Device 
(See Page 2) 





All cars & Light Trucks 
Round & Rectangular 
Headlights 








Guide-Matic 
Test Adapter 







CADILLAC—1967-75 J 25300 



















Front Compart- 
ment Torque Rod 
Adjusting Tool 









Hood Latch 
Release Tool 





VEGA—1971-75 


CORVAIR—1965-68 
PONT.—1975 










Open Hood Safety 
Stop (Set of 6) 










J 22382 ALL CHEV.—1965-75 


Roof and Convertible Top Service Tools 


Dots ae Headlining 











Convertible Top 
Tensioning Gauge 





ALL GM—B,C.E, 
J 23790 1971-75 



















Side Roof Rail 
Garnish Moulding 
Clip Remover 


Fabric Roof Cover 
Trim Knife 


ALL GM—1973-75 


J 24416 A Bodies 


ans 
— J 25070-1 | Heat Gun Stand UNIVERSAL 


ALL CARS 





“SF | 321092 
= J 22710 


a> J 23091 
Os — 
J 


G M—vinyl top 
equipped vehicles thru 
1968 





Fabric Roof Cover 
Retainer Installer 


Heat Gun 


500°—750°F UNIVERSAL 
















Vinyl Roof Repair 


. GM CARS—excegt 
Tool Kit Il 


Cadillac 










Listener 
(See page 73) 
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a AIR 
Kent-Moore #47#-#4#2R, Special Service Tools CONDITIONER 


8 General AIR CONDITIONER 


«Pp ey &P J 5418 2 
J 5418-36B 
J 5418-36R 


Oo 

) 
Dio 
Jas 
«> 
«<> 































Replacement Rubber Grommets for 


Charging Lines—Pkg. of 12 J 6084 Leak Detector—Liquid Propane 


Ny 


Refrigerant Ratchet Wrench 


Replacement Valve Release Keys 
((4" Ratchet) 


for Charging Lines—Pkg. of 6 J 6105 





Refrigerant Can Opener Fits— 


Charging Line—36” Blue J 6271-01 All Valve 


J 6272-02 Multi Refrigerant Can Opener 


Charging Line—36” Red Handles—4 Cans 





Charging Line—48” White J 6742-03 Thermometer—Dial Type (25°-125°) 


Shock Resistant 


/ YY) <S 
( < OAT es 
“en's 5°) 
=@e 
Ae . x 
mh & 202 bs i ys 
; <3 Ay 


Charging Line—72” Blue J 6856 Tube Wrench (1”) 


M 


Charging Line—72” Red J 6857 Tube Wrench (144") 


= 
= 
= 
A 

Fo J 5428-03. 


J 5428-11 


Charging Line—72” White J 7605-03 ee, ee 





Gauge Adapter—Straight oi ey Hot Gas Bypass Valve Adjuster 





Pocket Thermometer (25°-125°F) 


White Background J 9459 Gauge Adapter—90° 


Tube Wrench—/7g"-%_" J 9505 Suction Throttling Valve Adjuster 


ow) 
DUDE 


Tube Wrench—34"-7," J 9508 Air Conditioner Hose Remover 





Vacuum Pump (In Metal Carrying 
Case) includes J 5428-11 Oil 
(.8 cfm) 


if 
a 


York & Tecumseh Compressor 


J 10550 Tool Kit 







Vacuum Pump Oil 
Oil—1 qt. 


Temperature Test (—50° +150°F) 
J 21213 (3 lead) 








Safety Goggles 


— Humidicator 


For complete tool listing and price information, refer to the Numerical Price List. 


J 21550 Control Knob Adjuster (Comfortron) 


Suction Throttle Valve Guide 
J 22083 Pin Set 
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AIR 


CONDITIONER Kent-Moore #47#-#44KER, Special Service Tools 





General AIR CONDITIONER 


(Continued) 


ae " Schrader Valve Core Remover and 
= tat s 
ee 39) J 22132-02 ‘ wetattor 
—S__ OS Pocket Thermometer (—50° to 
er ty} 2 7797? =| — 20°F) Yellow Background 
Comfortron Circuit Board 
J 22655 Amplifier Adapter (Used with 
xz J 22368-01—Olds. 1967-68) 
ws : Automatic Air Conditioner Door 
——__ J 22667-01 Adjuster (Pontiac) 
Automatic Tempeature Control 
J 22684-02 Tester (Pontiac) 


Automatic Temperature Control 
J 22684-51/ pgapter (Pontiac, 1970) 


Automatic Climate Control Vacuum 
J 22860 Regulator (1969-70 Buick) 
Comfortron Circuit Board 
J 23124 Amplifier Adapter (Used with 
J 22368-01) (1969 Chev.) 
\ | J 23178 Vacuum Pump (Universal) 
(.8 cfm) 
<o 
J 23187 Automatic Temperature Control 
Lever Adjuster (1969 Pontiac) 
J 23189 A/C Tester Adapter (1969 Cadillac) 
J 23390 12 Ib. Disposable Can Control 
Opener 
Ge x J 23400-01 | Electronic Leak Detector 
Pa 
) 23471 Automatic A/C Temperature Control 
Tester Adapter (1970 Chev.) 
PS, 
Portable Air Cond. 
J 23500 Service Station 


Complete Manifold Assembly 


J 23575 (Includes Hoses) 





J 23595 Domed Refrigerant Can Opener 





J 23600 Belt Tension Gauge 





J 23640 Thermometer Dial Type (0-220°) 





A/C Comfortron Tester 
J 23678 =| (All GM—1971-75) 





J 23713-01 | Programmer Test Harness 
(Use with J 23678) 


J 24095 Compressor Oil Injector 


J 
7 
’ 
bh t 
SS 4A 
} & \ . 
j N 
ey 





J 24182 V.I.R. Service Tool Set 






J 24340 Retaining Ring Pliers 





High Capacity Vacuum Pump 


J 24364 (3 cfm) 





Portable Air Conditioning Service 
J 24410 Station—High Capacity Vacuum 
Pump 


J 24556 A/C Charging Line Adapter— 
Corvette 


A/C Louver Remover— 
J24612 | Cadillac 74-75 





A.T.C. Harness (Use with 
J 23678) 1974 Pontiac & 

J 24774 1974-75 Cadillac, 

1975 Chev. Buick 





A.T.C. Harness 
J 24774-75 | Adapter 1975 Buick 
(Use with J 24774) 





Tis 
HUG OOE 














a oe AIR 
Kent-Moore #A47#-MAKER, Special Service Tools CONDITIONER 


Ge & 6 Cylinders G. M. COMPRESSORS 


— 
<= 
= 
— J 7605-03 
seaea 
“ 
=~ 
|= 









Oil Pick-Up Tube Remover 
4& 6cylinder 


Clutch Hub Holding Tool 
4& 6cylinder 






Snap Ring Pliers (“21 Internal) 
4& 6cylinder 


Needle Bearing Installer 
6 cylinder 







Suction Cross-Over Cover Seal 
Installer— 6 cylinder 





Snap Ring Pliers (#26 External) 
4& 6 cylinder 












Hub & Drive Plate Assembly 
Installer— 4 & 6 cylinder 


Compressor Oil Injector _ 
(2 oz. Capacity)— 4 & 6 cylinder 







Driver Handle 
4& 6cylinder 


Pulley Bearing & Pulley Installer 
(Use with J 8092)— 6 cylinder 





Dial Indicator (.0005” Increments 
Checks Compressor Shaft End Play) 
6 cylinder 





Compressor Pulley Puller 
6 cylinder 






Shaft Seal Remover & Installer 
4& 6cylinder 


‘*O'’ Ring Remover 
4& 6cylinder 









Feeler Tension Gauge Set Includes: 
(.012”, .005", .006”, .007”, .008”, 





Seal Seat Remover & Installer 


(Carbon Seat)— 6 cylinder J 9564-01 







.019", .020", .021",.022”)— 6 cylinder 








Pulley Pilot . 
= J 9395 (Use with J 8433 Puller) J 9625 cheer scutader 
6 cylinder 


Feeler Tension Gauge Set Includes: 
J 9661-01 | (.017"”, .018”, .019”, .020”, 
-021", .022”) — 6 cylinder 





Compressor Holding Fixture 
(Use with J 9397)— 6 cylinder 
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Compressor Support Block 
6 cylinder 


Compressing Fixture 
6 cylinder 


J 21352 











Pulley Bearing Remover 
(Use with J 8092)-— 6 cylinder 


‘*O’’ Ring Installer 


J 21508 
4& 6cylinder 









Compressor Shaft Oil Seal 
Protector — 6 cylinder 


Compressor Shaft Seal Seat 
J 23128 Remover & Installer (Ceramic Seat) 
4& 6cylinder 


Compressor Shaft Nut Socket 
(HA6” Thin Wall Hex)— 4 & 6 cylinder 






Hub & Clutch Drive Plate 
Assembly Remover-— 4 & 6 cylinder 






Retaining Ring Pliers 


Piston Assembly Tray— 6 cylinder 
4& 6cylinder 


J 24340 





For complete tool listing and price information, refer to the Numerical Price List. 
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CONDITIONER Kent-Moore #47#-#44HER, Special Service Tools 








4&6 Cylinders G. M. COMPRESSORS 





Front Head Needle Bearing @)= Rotor & Bearing Assembly 
J 24895 4 cylinder = J 25029 ; 


eee Installer 4 cylinder 


Clutch Hub Holding Tool 
J 25030 4 & 6 cylinder 





oo Front Head Needle Bearing 
o=) J 24896 Remover—4 cylinder 


Rotor & Bearing Assembly 
Remover 4 cylinder 


Shell Remover & Installer & 


Holding Fixture 4 cylinder J 25031 


J 25008 





J 25077 Catalyst Changer 


For converters with replaceable catalyst beads 


FEATURES: 
e Totally air operated 


e Factory approved method 
of exchanging beads 


e Time-Saver 


e On car operation 


The Kent-Moore Catalyst Changer allows efficient catalyst 
removal and replacement on vehicles equipped with 
catalytic converters containing replaceable catalyst beads. 
(i.e. General Motors, American Motors). 


The patented design provides a means of servicing the 
catalytic converter without having to remove the con- 
verter from the vehicle. On-car servicing is the only factory 
approved method because catalytic converters are difficult 
to remove from most cars, especially after the car has been 
driven a large number of miles, without damaging the 
converter assembly or exhaust connections. 


The catalyst changer includes a fill and emptying mechan- 
ism, a vacuum aspirator, and two hand tools used for 
removal of the converter drain plug. The fill and emptying 
mechanism clamps directly to the catalytic converter and 
contains an air turbine vibrator unit and discharge container. 
The vibrator induces a rotary motion to the catalytic con- 
verter case causing the catalyst beads to flow out the drain 


port and into the attached container. During the filling operation the air turbine vibrator is used 


To fill the catalytic converter the old catalyst beads are to tightly pack the catalyst beads as they flow into the 
removed from the container and replaced with the proper converter. Proper packing is important to: 

amount of replacement catalyst beads. The air powered 1 
aspirator unit, attached at the end of the tail pipe, is then , 
used to produce a vacuum in the exhaust system to pull the 

new catalyst beads from the container and into the con- 2. Prevent movement of catalyst beads during vehicle 
verter. operation to increase bead life. 


Insure converter is completely full so maximum number 
of beads are exposed to the exhaust gas. 
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Kent-Moore #47#-MAKER, Special Service Tools GENERAL 


OGeneral PRESS PLATE HOLDERS 






47%," Press Plate Holder 47%," & 6" dia. Press Plate Holder 


J 8039 Modified Vacuum Grip 





Modified Vacuum Grip 





PLIERS (TRU-ARC) 


Vendor Vendor 
Ring Tip Tip Equiv. Tool Ring Tip Tip Equiv. 
Type Config. Diam. Part. No’s. No. Type Config. Diam. Part No’s. 
.O J 8873 25-90, 2590, 
2590R 
Internal 5, J 21157 .070 23-45, 2345, 
(Spring 4500, 2345R 
& Stop) 5R 
ferme | | a _ hed be = 
a hand ied eal lips 


J 24337 Internal 2 pr. Set 444K or 
(1 pr.) .035 Dia. 4440R 
External 2 pr. Pliers 
.070 24, (1 pr.) .045 Dia. 445 (Int.) 
2400, 
-045 Dia. 





2 pr. 
-060 Dia. 


J 24338 Internal 12, 12R, 1120 
External 
(Inter- 
changeable) 
J 24339 Internal .070 34, 34R, 1340 
External 
(Inter- 
changeable) 


For complete tool listing and price information, refer to the Numerical! Price List. 
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GENERAL Kent-Moore #A7#-MAKER, Special Service Tools 





General PLIERS (SPECIAL) 


a 4 nT Pli Band-It-Hose Clamp Pliers 
ar J 840 Corbin Type Clamp Pliers = J 22716 Seas Eeccuie 


TE 
SQ 
J 22610 Keystone Clamp Pliers EQ J 23373 MGMiaw AARC 
KX 


TORQUE WRENCHES 





























1" Square Drive 344" Square Drive | 0-25 in. Ibs. 

14" Square Drive | 0-150 ft. Ibs. . 34" Square Drive | 0-500 ft. Ibs. 

¥," Square Drive | 0-100 in. Ibs. ¥4" Square Drive | 0-100 ft. Ibs. 
¥," Square Drive 34" Square Drive | 0-50 ft. Ibs. 


ADJUSTABLE TORQUE WRENCHES 


i 23775-01 100-600 ft. Ibs. §€ | J 24406 ¥g" Ratchet 5-100 ft. Ibs. 
— MI J 24404 5-200 in. Ibs. J 24407 1/" Ratchet 10-250 ft. Ibs. 
ee So pee 


SPECIAL BITS 


—— poo 
a J 7595 #2 Phillips Screw Driver Bit <<) J 23017-01 


#4 Posi-Drive Screwdriver Bit— 
eee ES: J 22413 American Motors 







10-250 in. lbs. 









10mm 14” Drive 1.1 Liter Head 
Bolts—Opel 





#50 Torx Door Lock Striker— 
J 23457 All GM 1968-75 


6 mm ¥%" Drive Oil Pump 
J 23656 Return Line Retaining 

Bolts—Opel 

5mm x ¥%" Drive Hex Key Socket— 
ser Opel Door Striker—1973 








12mm 1'4" Drive 1.5 & 1.9 Liter 


J 22915-01 Head Bolts—Opel 


J 23016-01 8mm 34” Drive—Opel—All Engines 






i: 
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Kent-Moore A7#-MAAER, Special Service Tools GENERAL 





OG eneral SPECIAL BITS 


(Continued) 


ay J 24392 #30 Torx J24640 | #20 Torx 
= J 24393 
== 0 J 24394 
— J 24628-4 | #25 Torx 
TORQUE WRENCH ADAPTERS 
ip J 5583 V," Female to 34" Male ) | “a a rereithg Caen) Square 
< 1," Square Drive—%4" Double Hex— A" S Drive—%" Double Hex— 
& Gf) | 4 8004-01 | rao . i“. °C 
Torque Wrench Multiplier 
EVAL ‘WA (See J 23413 on page 51) 
El + ae pe" gran te 02" ae 3%" Square Drive Output—14” Input 
0-750 ft. Ibs. (Used with J 1264-01) 
—A) i ¥a" Square Drive—'/." Double Hex 
4 9215-01 (1'4." Between Centers) 


SLIDE HAMMERS 


oy | J 2619-01 | %-18 Thread with 12-13 Adapter 






#40 Torx J 25085 #10 Torx Socket 


Torx Bit & Socket Set (#20, #25, 
J 25359 #27, #30, #40, #45, #50) %4 & 
¥g Drives Sockets #6, #8, #10 Sockets 


#45 Torx 


















J 6471-4 Adapter '2—20 Part of J 6471-02 









= | J 6125 a ee J 6471-5 | Adapter % —10 Part of J 6471-02 


J 6471-6 Adapter %—16 Part of J 6471-02 


Adapter Male 42” x 13 with 
«i J 6255 Female 34” x 16 
eo ¥,-18 Thread Slide Hammer 
@ | J 6471-02 | Puller & Adapters. Adapters listed 
below are included. 
J 6471-2 Adapter %—16 Part of J 6471-02 


J 6471-7 Adapter 1— 14 Part of J 6471-02 





J 6471-8 Adapter 2—13 (Part of J 6471-02) 






For complete tool listing and price information, refer to the Numerical Price List. 





GENERAL 


General SLIDE HAMMERS 


Adapter s;— 20 (Part of J 6471-02) 
Adapter %\s— 18 (Part of J 6471-02) | 
Adapter %—11 (Part of J 6471-02) 
Adapter %— 14 (Part of J 6471-02) 
Adapter ”2—9 (Part of J 6471-02) 
Adapter 2 Pipe (Part of J 6471-02) 













Kent-Moore #47%-M@AKER, Special Service Tools 





J 6471-15 | Adapter % Pipe (Part of J 6471-02) 


’g-14 Thread with 5-18 Adapter 


J 7004 ¥%-16 Thread (Set of 2) 


J 8118 Adapter % Pipe 


J 9276-21 | Adapter ¥%—24 Part of J 6471-02 


DRIVER HANDLES & EXTENSIONS 





' Driver Handle (For Non-Threaded 
4 Ora Type Drivers) (8” long) 


J 8092 Threaded Type %4-10 (9” long) 


A 
A J 8592 Threaded Type %4-10 (12” long) 








ON 
ii 


J 21054-1 | Driver Handle (26” long) 


Driver Handle Extension 


J 21465-13 34x 10 Male & Female Thread 


DIAL INDICATORS & EXTENSIONS 


Dial Indicator Plunger Extension 
a | J 5339 134" Long (Use with J 8001 
or J 9544) 


Dial Indicator Plunger Extension 
242" long (Use with J 8001 or 
J 9544) 


Magnetic Base Indicator Set 
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Dial Indicator Set 
(.001” Increments—.100 Travel) 


Dial Indicator (.0005” Increments— 


J 9544 .100 Travel) 


Radial Run Out Dial Indicator 
Adapter (Use with J 8001) 
(UNIVERSAL) 


J 23672 
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Kent-Moore #477-¢MAKER, Special Service Tools GENERAL 








DG eneral UNIVERSAL PULLERS & ADAPTERS 


SUPT E o) 
ofe yi Utility Puller Set OO) J 22888-02 Side Bearing Puller with Adapters 
I]. ! 
° 00 0} 
o F : S Universal Bar Puller Range 
©©| J22588-03 | Side Bearing Puller & Adapters = (hone 
(0) . . 
sae 2 ae a 


TUBE FLARING TOOLS 






Double Lap Flaring Tool Set 

37 Degrees for “6, “4, “sc, ¥% and 
1" diameter tubing (Complete 
in metal box) 


J 24422 346 O.D. Tube Bender 


Double Lap Flaring Tool Set 

45 Degrees for “6, %, is, ¥% and 
4" diameter tubing (Complete 
in metal box) 


14 0.D. Tube Bender 


Double Lap Flaring Tool— 
45 Degrees for 45, “% and %. z 4, O.D. Tube Bender 
diameter Tubing ——~# 


Flaring Tool 45° Single & 


Double Flare 3% O.D. Tube Bender 


Slip-on Tube Bender 
%s" Bending Spring Tube Bender 14" thru 6” 


Slip-on Tube Bender 
14" Bending Spring 





For complete tool listing and price information, refer to the Numerical Price List. 


WARRANTY 


Tools are warranted for one year manship, except where certificate 


against defective material or work- accompanies tool. 









ENGINE STANDS Kent-Moore #A7#:-MAKER, Special Service Tools 


J 23930 Engine Stand 


The J 23930 Engine Stand is used for engines and transmissions weighing up to 
800 Ibs. It consists of: 


J 23920 Frame Assembly 
J 23921 Upright Assembly 


The J 23930 engine stand is completely portable and compact. Sturdy casters 
permit it to be wheeled anywhere in the shop, and the front casters can be locked 
in position to hold the engine and stand securely during engine disassembly. 

The stand supports the engine from the bell housing, making all areas 
completely accessible for service. The engine mounting plate can be rotated 
360°, further facilitating service operations, and once rotated to the desired 
position the engine can be locked securely for maximum safety. See Below 
for Adapter Plate. 


Accessories for the J 23930 Engine stand include: 
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J 23925 Adapter Plate 


This adapter plate and arm assembly will adapt to most 
engines. The adapter arms will rotate to any combination 
of engine hole positions for fast, foolproof connections. 


J 23924 Adapter Sleeve. This adapter sleeve is designed 
to accommodate any of the following transmission 
holding fixtures. 


J 6115-02 Transmission Holding Fixture 
J 6638 Transmission Holding Fixture 

J 7896-01 Transmission Holding Fixture 
J 8763-02 Transmission Holding Fixture 
J 21533 Transmission Holding Fixture 

J 22240 Transmission Holding Fixture 


Accessories must be purchased separately and are not 
included with J 23930 Engine Stand. 


THE MODULAR CONCEPT 


The new modular stands by Kent-Moore ll 
utilize the same frame assembly. There are two 
different upright assemblies that may be attached 
to this frame depending upon the weight of the 
engine. By utilizing one frame for both a light 
weight and heavy weight stand, it is no longer 
necessary to purchase two complete stands. This 
will result in a substantial money savings. 











Kent-Moore MA7#-4#AKER, Special Service Tools ENGINE STANDS 






















J 23935 Engine Stand 


J 23935 Engine Stand is designed to handle all engines or transmissions 
up to 1800 Ibs. The Engine Stand consists of: 


J 23920 Frame Assembly 
J 23922 Heavy Upright Assembly 


The J 23935 engine stand is a portable, durably constructed stand 
designed to hold both automotive and lightweight diesel engines. It is 
constructed of |-Beams and Channels. This stand supports the engine 
from the bell housing end or the side mounting, facilitating service 
operations. The engine can be rotated 360° by means of a worm and 
pinion gear drive mechanism, and is self locking in any desired position 
for maximum safety. Also, the stand itself can be made secure by locking 
the front casters. 


Accessories for the J 23935 are: 


J 6388 Adapter Plate GM 2-71 
J 7622-01 Adapter Plate GM 4-53 

J 8198-01 Adapter Plate GM 2-51 & 4-51 
J 21982 Adapter Plate Tow-flow & GM 849 (All V-6) 
J 21316-01 Universal Adapter Arm—All Auto Engines 
J 22846 Adapter Plate Kit Cadillac 472 cubic inch engines 


Accessories may be purchased separately and are not 
included with J 23935 Engine Stand. 












J 23931 
Engine Stand 


The J 23931 Engine Stand for 
engines and transmissions weigh- 
ing up to 800 Ibs. The J 23931 
consists of: 


J 23923 Mounting Plate 
J 23921 Upright Assembly 


This stand is designed to be 
mounted to the floor. The J 23921 
upright assembly can easily be 
removed from the J 23923 mount- 
ing plate and mounted on the 
J 23920 frame assembly for mobil- 
ity. All accessories for the J 23930 
are available for usage on the 
J 23921 upright assembly. 








J 23936 
Engine Stand 


J 23936 Engine Stand—for all 
engines or transmissions 
weighing up to 1800 Ibs. 

This floor mounted stand 
consists of the J 23923 mount- 
ing plate and the J 23922 
Heavy Upright Assembly. Many 
service centers prefer this type 
of stand. It can also be mounted 
to the J 23920 Frame Assembly 
if there is a need. 


Accessories same as J 23935 
Engine Stand. 





J 23923 





For complete tool listing and price information, refer to the Numerical Price List. 
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